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PROJECT DESCRIPTION

AERIAL PHOTO NEIGHBORHOOD MAP

PLOT PLAN

PROJECT DATA

PROJECT
SITE

949 10TH
949 10TH Street, Santa Monica, CA 90403

SCOPE OF WORK: CONSTRUCTION OF NEW MULTIFAMILY RESIDENTIAL PROJECT. THE
PROJECT CONSISTS OF 3 RESIDENTIAL UNITS IN A TWO STORIES BUILDING WITH ONE
LEVEL OF SEMISUBTERRANEAN PARKING GARAGE. THE BUILDING IS SERVED BY AN
ELEVATOR AND STAIR CONNECTING ALL FLOORS. THE PARKING IS ACCESSED FROM
PRIVATE DRIVEWAY RAMP FROM THE ALLEY. PEDESTRIAN ENTRY ONLY ON 10TH
STREET.

SCALE 07NTS
SCALE 06NTS

SCALE 01N/A

ZONING
INFORMATION

REQUIRED
/ ALLOWABLE

PER S.M.M.C. PROPOSED

10TH ST

11TH ST

10TH CT

9TH CT

9TH ST

ID
AHO AVE

WASHIN
GTON AVE

11TH CT

SCALE 04NTS

SCALE 03N/ASHEET GRID SYSTEM

SCALE 08N/A

EXG TREE,
18" TRUNK

949 10TH STREET,
TWO STORIES, RESIDENTIAL
ZONED R2
APN 4281-025-014

EXG ONE STORY, SINGLE FAMILY
RESIDENCE TO BE DEMOLISHED

PROPOSED
DRIVEWAY RAMP
TO GARAGE
(6) STALLS

PROPOSED
ACCESSIBLE
ENTRY

PROPOSED
TRASH BINS
AREA

EXG 1 STORY
GARAGE,
TO BE DEMOLISHED

10
TH

 S
TR

EE
T

10
TH

 C
O

U
R

T

EXG PARKWAY
& SIDEWALK

PROPOSED
PEDESTRIAN
ACCESS

941 10TH STREET,
TWO STORIES, RESIDENTIAL
ZONED R2
APN 4281-025-015

951 10TH STREET,
TWO & THREE STORIES, RESIDENTIAL
ZONED R2
APN 4281-025-013

948 11TH STREET,
TWO & THREE STORIES,
RESIDENTIAL
ZONED R2
APN 4281-025-010
954 11TH STREET,
TWO STORIES,
RESIDENTIAL
ZONED R2
APN 4281-025-011

PROPOSED
LOCATION ON ROOF
OF MECH. EQUIP.

12TH ST

12TH CT

LINCOLN CT

CALIF
ORNIA AVE

PROJECT ADDRESS

APPLICABLE CODES

ZONE

PARCEL SIZE

RESIDENTIAL DENSITY

PARKING

BICYCLE PARKING

PRIVATE OPEN SPACE

OPEN SPACE

HEIGHT LIMIT

MAX NUMBER
OF STORIES

MIN 5,000 SF
50' W X 100' D

949 10TH STREET

R2

MINIMUM PLANTING
AREA

7,494  SF
49.98' W X 149.93' D

2,000 SF PER UNIT
4 UNITS MAX

3 UNITS

2016 CALIFORNIA BUILDING CODE
2016 CALIFORNIA FIRE CODE
2016 CALIFORNIA PLUMBING CODE
2016 CALIFORNIA ELECTRICAL CODE
2016 CALIFORNIA MECHANICAL CODE
2016 CALIFORNIA GREEN BUILDING STANDARDS WITH 2017
LA COUNTY AMENDMENTS
2017 COUNTY OF LOS ANGELES AMENDMENTS TO ALL OF THE
ABOVE MENTIONED STATE CODES ALONG WITH ANY OTHER
LOCAL OR STATE LAWS AND REGULATIONS
CITY OF SANTA MONICA MUNICIPAL CODE
CITY OF SANTA MONICA ZONING CODE

2 SPACES PER UNIT 2 PER UNIT, (6) TOTAL
PROVIDED SEE A.2.1.0

30', NOT TO ENCROACH
23' DAYLIGHT PLANE

TIER 1: 2  STORIES

A.P.N. 4281-025-014

29'-6"

2  STORIES

9.08.030.B

9.08.030

9.08.030

9.08.030

9.08.030

9.08.030

9.08.030

9.08.030

30% 30%
SEE A.0.5.3

60 SF PER UNIT

150 SF TOTAL

LONG TERM 1 PER BR
SHORT TERM 10% OF LT

LOT COVERAGE
45% GROUND FLOOR
UPPER FLOORS
90% OF ALLOWABLE
G.F. COVERAGE)

45 % LOT @ GROUND
FLOOR
87.9 % OF GF @ 2ND
FLOOR

9.08.030

SETBACKS
20' FRONT
(+5' FOR 25% OF FRONT
FACADE)
8' SIDE
(+2' AVERAGE @ EVERY
FLOOR)
15' REAR

9.08.030
SEE A.0.5.3

TOTAL OPEN SPACE
PROVIDED AS PRIVATE
TO EACH UNIT. REFER
TO A.0.5.4

9.28.060

9.28.140 LONG TERM 7 STALLS
SHORT TERM 2 STALLS

OCCUPANCY

HEIGHT LIMIT
(PER CBC TABLE 503)

CONSTRUCTION TYPE

FULLY SPRINKLERED

BUILDING AREA
(PER CBC DEFINITION)

R2, S2

50 FT, 4-STORIES

TYPE VA OVER TYPE I
TYPE 1 (S2: PARKING GARAGE),
TYPE VA (R2: HOUSING)
FULLY SPRINKLERED IN ACCORDANCE
WITH CBC 903.3.1 AND NFPA 13

TYPE VA, R2. 12,000 SQ FT. PER FLOOR
TYPE 1, S2: UNLIMITED

TYPE 1 - 5,780 SQ. FT. (PARKING GARAGE)
TYPE VA - 3,375 SQ. FT. (FIRST FLOOR)
 - 2,988 SQ. FT. (SECOND FLOOR)
 - TOTAL 12,143 SQ. FT.

SEMISUBTERRANEAN FLOOR

FLOOR AREA (S.M.M.C. 09.04.080)

1,929 SF

FIRST FLOOR 3,037 SF

2,700 SFSECOND FLOOR

TREE PROTECTION
ZONE

10'-0"

P.L.

P.L.

P.
L.

P.
L.

NOTE: PLEASE REFER TO A1.1.1 SITE PLAN FOR MORE INFORMATION
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VICINITY STUDY

AERIAL VIEW AND FIGURE GROUNDTHE SITE IS LOCATED IN A PREVALENT RESIDENTIAL NEIGHBORHOOD 
COMPRISED OF MOSTLY MULTI-FAMILY BUILDINGS 2 AND 3-STORY 
IN HEIGHT. 
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IN MOST CASES THE ENTRANCE TO THE BUILDING AND THE 
FIRST FLOOR ARE ELEVATED 3' TO 7' FROM THE SIDEWALK. 
THE DIFFERENCE IN ELEVATION IS NEGOTIATED VIA OUTDOOR 
STEPS AND RAMPS.
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KEY PLAN
N.T.S.

THE SITE NATURAL GRADE IS ELEVATED FROM THE SIDEWALK. 
A PEDESTRIAN ENTRANCE IS LOCATED ON 10TH STREET WHILE 
VEHICULAR ACCESS EXISTS ALONG THE ALLEY
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23 ft

30 ft

20 ft

15 ft

45°

8 ft

8 ft
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KEY SUBTRACTIONS WERE LOCATED TO CREATE MEETING CONDI-
TIONS ALONG THE LINEAR VOLUME THAT FITS IN THE ELONGATED 
SITE. THE SUBTRACTIONS DETERMINE AN ENTRY COURT ON THE 
SIDEYARD AT THE CENTER OF THE BUILDING AND PRIVATE PATIOS 
ON THE FRONT AND BACK ELEVATIONS. 
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THE VOLUME IS DIVIDED IN SMALLER PARTS. THESE BLOCKS ARE 
STACKED IN PLAN AND ELEVATION FOLLOWING THE CONCEPT OF A 
WALL, MADE OF DIFFERENT TYPES AND SHAPES OF BRICKS. THE 
VOLUME ARTICULATION IN BLOCKS OF SMALLER SIZE RELATE TO 
THE SCALE OF THE RESIDENTAIL NEIGHBORHING VOLUMES. 
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WOOD

INTERIOR DOUBLE SWING
WOOD DOOR

DOOR H2
EXTERIOR SWING
WOOD

115.3 BEDROOM

DOOR K-2
INTERIOR DOUBLE SWING
WOOD DOOR

DOOR N
ELEVATOR SLIDING
METAL DOOR

D

D

L

F

F

G

F

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"7'-0"

I 3'-0" 13
4"7'-0"

I 3'-0" 13
4"7'-0"

H2

E1

J 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

K-1

F

90 MIN.

90 MIN.

13
4"

3'-0" 7'-0" 13
4"

I 3'-0" 13
4"7'-0"

J 3'-0" 13
4"7'-0"

1 12"

8'-0" 7'-0" 1 12"

4'-0" 13
4"

9'-6" 13
4"

8'-6" 13
4"9'-0"

9'-6" 13
4"9'-0"

9'-0" 13
4"9'-0"

3'-0" 13
4"10'-0"

5'-2" 13
4"7'-0"

H
EI

G
H

T 
PE

R
 S

C
H

ED
.

DOOR P
METAL GATE

204.2 BATHROOM I 3'-0" 13
4"7'-0"

201.1 FAMILY ROOM 8'-0" 7'-0"F 1 12"

9'-0"

9'-0"

9'-0"

9'-0"

BEDROOM

BEDROOM

215.3 BEDROOM

214.2 BATHROOM

M 6'-8" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

FIXED

DOOR F1
EXTERIOR SLIDER
METAL/GLASS

DOOR E1
EXTERIOR SWING / BIFOLD WITH FIXED CLERESTORY ABOVE
METAL/GLASS
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300.1 ENTRY HALL H1

306.1

307.1

308.1

BEDROOM

BATHROOM

315.1

G 3'-0" 13
4"10'-0"

OFFICE

DRESSING ROOM

309.1

WATER CLOSET

COAT CLOSET300.3
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SCALE 01N/ANOT USED

G.2 REAR GATE

G.3 GARDEN GATE

310.1 MASTER HALL

313.1 MASTER BEDROOM

314.1 MASTER BATHROOM

SCALE 01N/ANOT USED
GENERAL NOTES

ALL RATED DOOR & FRAME ASSEMBLIES SHALL BE U.L. APPROVED AND
LABELED.
CONTRACTOR TO COORDINATE DOOR HARDWARE "HANDING".
USE DOOR STOP EXTENSION AT ALL CARPETED AREAS.
EXIT THROUGH INTERVENING ROOMS SHALL COMPLY WITH CBC SECTION
1014.2 PROVISIONS.
EXIT DOORS MUST SWING IN THE DIRECTION OF EGRESS WHEN SERVING 
AN OCCUPANT LOAD OF 50 OR MORE. (CBC 1008.1.2)
PLANS MUST SPECIFY EXIT DOORS ARE OPENABLE FROM THE INSIDE
WITHOUT USE OF A KEY, SPECIAL KNOWLEDGE OR EFFORT. (CBC 1008.1.8)
EVERY REQUIRED EXIT DOORWAY MUST BE OF A SIZE TO PERMIT THE      
INSTALLATION OF A 3'-0" BY 6'-8" DOOR.  A MINIMUM CLEAR WIDTH OF 32 
INCHES MUST BE PROVIDED. (CBC 1008.1.1)
GLAZING IN HAZARDOUS LOCATIONS SHALL BE TEMPERED.

A) EGRESS DOORS
B) PANELS IN SLIDING OR SWINGING DOORS
C) WITHIN 2' OF VERTICAL EDGE OF CLOSED DOOR AND WITHIN 5' OF
     STANDING SURFACE
D) IN WALL ENCLOSING STAIRWAY LANDING

TRIM THE BOTTOMS OF DOORS TO CLEAR THE TOP OF FINISHED FLOOR, AS
APPLICABLE, BY 1/4" INCH MAXIMUM, UNLESS OTHERWISE NOTED. VERIFY SLAB
CONDITIONS. TRIM EACH DOOR TO FIT CONDITION. WHERE RADICAL VARIATIONS
IN FLOOR ELEVATION EXIST, DOORS SHALL BE ORDERED WITH BOTTOM STILE
SIZED TO ACCOMMODATE THESE UNDERCUT CONDITIONS.
ALL GLASS SHALL BE CLEAR TEMPERED GLASS, UNLESS OTHERWISE NOTED.
GLAZING TONG MARKS SHALL NOT BE VISIBLE. CLEAN AND POLISH ALL GLASS
PRIOR TO PROJECT DELIVERY.
ALL DOORS SHALL BE INSTALLED PER DETAILS AND THE APPLICABLE BUILDING
CODE. DOORS SHALL HAVE 1'-6" CLR. ON STRIKE/PULL SIDE OF DOOR. VERIFY
AND ADVISE ARCHITECT OF EXCEPTIONS PRIOR TO CLOSING OUT PARTITIONS.
ALL PAINTED DOORS TO MATCH ADJACENT WALL PAINT, U.O.N.
ALL DOORS TO HAVE INTERCHANGEABLE LOCK CORES. CONTRACTOR SHALL
VERIFY KEY REQUIREMENTS WITH OWNER PRIOR TO THE DOOR HARDWARE
SUBMITTAL.

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

CONTRACTOR TO PROVIDE CONSTRUCTION CORES AND KEYS AS REQUIRED.
ALL EXITING DOORS SHALL HAVE A MINIMUM SIZE OF 3'-0" WIDE x 6'-8" TALL.
ALL WINDOWS TALLER THAN OR EQUAL TO 96" SHALL BE 1/2"  TEMPERED
GLASS, WHEN BUTTED GLAZED WITH MORE THAN 1 PANE.
SUBMIT MANUFACTURER'S STANDARD FINISHES FOR REVIEW AND SELECTION.
ALL EXITING DOORS SHALL HAVE AN ACCESSIBLE THRESHOLD PER 06/A0.12.
FOR DOORS AND HARDWARE, REFER TO ACCESSIBILITY NOTES 01/A0.10 AND
15/A0.11.
THE FORCE TO OPERATE INTERIOR SWINGING EGRESS DOORS SHALL NOT
EXCEED 5 POUNDS. FOR OTHER SWINGING DOORS, AS WELL AS SLIDING AND
FOLDING, THE FORCE TO OPERATE SHALL NOT EXCEED 15 POUNDS.
FOR ACCESSIBLE DOORS NOTES, SEE 08/A0.10.
ALL UNIT ENTRY DOORS SHALL HAVE AN STC RATING OF AT LEAST 26.
ALL EXIT DOORS SHALL COMPLY WITH SECTION 1008-1008.1
CLEAR WIDTH OF EACH DOOR OPENING SHALL BE MIN. 32" OR PER SECTION
1005.1, WHICHEVER IS GREATER
MIN. DOOR HEIGHT OF 6'-8"
SHALL BE CAPABLE OF OPENING 90 DEGREES
THE MAXIMUM WIDTH OF A SWINGING DOOR LEAF SHALL BE 48" NOMINAL.
EXIT DOORS SHALL BE SIDE-HINGED SWINGING TYPE (1008.1.2)

SEALANT NOTES

COLOR TO MATCH BRONZE ANODIZED ALUMINUM FRAMES.

12.
13.
14.

15.
16.
17.

18.

19.
20.
A.

B.
C.
D.
E.

1.

FI
R

ST
 F

LO
O

R

G.4 ELEVATOR

C

C

N 3'-6" 7'-0" 13
4" 90 MIN.

ELEVATOR300.2 N 3'-6" 7'-0" 13
4" 90 MIN.

I 3'-0" 13
4"8'-0"

K1

E

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

I 3'-0" 13
4"8'-0"

13
4"7'-0"

13
4"7'-0"

3'-0"

3'-0"

3'-0" 13
4"10'-0"

5'-6" 13
4"8'-0"

10'-4" 13
4"9'-0"

60 MIN.

R
O

O
F

R1 MECHANICAL ENCLOSURE P 13
4"4'-8"2'-6"

A0.7.1

DOOR SCHEDULE

Issued For:

No: Description Date

Consultants

Architect's Stamp

Key Section

Key Plan

Sheet Name

Copyright    2018 F-ARE. If Dwg is not 24" x 36", it is reduced

1

1 DEMOLITION PERMIT APPL. 05/15/18

REVISION 1 X/X/181

1 ARB SUBMISSION 12/23/19

A5.1.2

DOORS 
SCHEDULE

12.23.19ARB SUBMISSION

GIOVANNI FRUTTALDO, AIA NCARB

F-ARE
1525 S SEPULVEDA BLVD, #D

LOS ANGELES, CA 90025

T 424 273 6578

info@f-are.com

SM-949 10TH 

949 10949 10THTH ST,  ST, 
SANTA MONICA, CA 90403SANTA MONICA, CA 90403



SCALE 01N/A
SCALE 13N/AWINDOW SCHEDULE

FL
O

O
R

W
IN

D
O

W
 N

U
M

BE
R

SIZE

W
ID

TH

H
EI

G
H

T

LO
C

AT
IO

N

TY
PE

 / 
O

PE
R

AT
IO

N

WINDOW FRAME / SASH GLASS
MATERIAL

FA
C

TO
R

Y

FINISH

TE
M

PE
R

ED

C
LE

AR

AL
U

M
IN

U
M

DETAILS

REMARKS

REMARKS

SIZE

WINDOW FRAME / SASH GLASS
MATERIAL FINISH

DETAILS

W
ID

TH

H
EI

G
H

T

TY
PE

 / 
O

P

FA
C

TO
R

Y

TE
M

P

FL
O

O
R

W
IN

D
O

W
 N

U
M

BE
R

LO
C

AT
IO

N

111A

112A

112B

POWDER ROOM

KITCHEN

KITCHEN

211A DINING ROOM -- -- -- --
-- -- -- --3A 4'-8" 7'- 4" BY FLEETWOOD OR EQUAL

300A ENTRY HALL

301C

303B

DINING ROOM304A

BEDROOM306A

MASTER BEDROOM

-- -- -- --
-- -- -- --4B 4'-0" 2'-0" BY FLEETWOOD OR EQUAL

309A

WINDOW TYPES SCALE 02N/A

SE
C

O
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D
 F
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GENERAL NOTES

ALL GLASS SHALL BE CLEAR TEMPERED GLASS, UNLESS OTHERWISE NOTED.
GLAZING TONG MARKS SHALL NOT BE VISIBLE. CLEAN AND POLISH ALL GLASS
PRIOR TO PROJECT DELIVERY.

ALL WINDOWS TALLER THAN OR EQUAL TO 96" SHALL BE 1/2"
TEMPERED GLASS, WHEN BUTTED GLAZED WITH MORE THAN 1 PANE.

SUBMIT MANUFACTURER'S STANDARD FINISHES FOR REVIEW AND
SELECTION.

EACH PANE OF SAFETY GLAZING INSTALLED IN HAZARDOUS LOCATIONS
SHALL BE IDENTIFIED BY A MANUFACTURER'S DESIGNATION SPECIFYING
WHO APPLIED THE DESIGNATION, THE MANUFACTURER OR INSTALLER AND
THE SAFETY GLAZING STANDARD. THE FOLLOWING SHALL BE CONSIDERED
SPECIFIC HAZARDOUS LOCATIONS FOR THE PURPOSE OF SAFETY GLAZING.
GLAZING IN: (SECTION 2406)

SWING DOORS.
FIXED AND SLIDING PANELS OF SLIDING DOOR ASSEMBLIES AND PANELS IN
SLIDING AND BI-FOLD CLOSET DOOR ASSEMBLIES.
STORM DOORS.
UNFRAMED SWINGING DOORS.
DOORS AND ENCLOSURES FOR HOT TUBS, WHIRLPOOLS, SAUNAS, STEAM
ROOMS, BATHTUBS, AND SHOWERS.
FIXED OR OPERABLE PANELS ADJACENT TO A DOOR WHERE THE NEAREST
EXPOSED EDGE OF THE GLAZING IS WITHIN 24 INCHES ARC OF EITHER
VERTICAL EDGE OF THE DOOR IN A CLOSED POSITION AND WHERE THE
BOTTOM EXPOSED EDGE OF THE GLAZING IS LESS THAN 60 INCHES ABOVE
THE WALKING SURFACE. READ CODE FOR EXCEPTIONS.

1.

2.

3.

4.

A.
B.

C.
D.
E.

F.

FIXED OR OPERABLE PANEL, OTHER THAN DESCRIBED IN ITEMS E AND F,
WHICH MEETS ALL OF THE FOLLOWING CONDITIONS (READ CODE FOR
EXCEPTION WITH SPECIAL INSTALLATION)

i. EXPOSED AREA OF AN INDIVIDUAL PANE GREATER THAN 9 SQ. FT.
ii. EXPOSED BOTTOM EDGE LESS THAN 18 INCHES ABOVE THE FLOOR
iii. EXPOSED TOP EDGE GREATER THAN 36 INCHES ABOVE THE FLOOR
iv. ONE OR MORE WALKING SURFACES WITHIN 36 INCHES 
HORIZONTALLY OF THE PLANE OF THE GLAZING.

GUARDS AND RAILINGS REGARDLESS OF AREA OR HEIGHT ABOVE A
WALKING SURFACES. INCLUDED ARE STRUCTURAL BALUSTER PANELS AND
NONSTRUCTURAL IN-FILL PANELS.
WALLS AND FENCES ENCLOSING INDOOR AND OUTDOOR SWIMMING POOLS
AND SPAS WHERE ALL OF THE FOLLOWING CONDITIONS ARE PRESENT

i. THE BOTTOM EDGE OF THE GLAZING IS LESS THAN 60 INCHES ABOVE
THE WALKING SURFACE ON THE POOL OR SPA SIDE OF THE GLAZING.

ii. THE GLAZING IS WITHIN 60 INCHES OF A SWIMMING POOL OR SPA
WATER'S EDGE.
ADJACENT TO STAIRWAYS, LANDINGS AND RAMPS WITHIN 36 INCHES
HORIZONTALLY OF A WALKING SURFACE; WHEN THE EXPOSED SURFACE OF
THE GLASS IS LESS THAN 60 INCHES ABOVE THE PLANE OF THE ADJACENT
WALKING SURFACE (READ CODE FOR EXCEPTION WITH SPECIAL
INSTALLATION).
ADJACENT TO STAIRWAYS WITHIN 60 INCHES HORIZONTALLY OF THE BOTTOM
TREAD OF A STAIRWAY IN ANY DIRECTION WHEN THE EXPOSED SURFACE OF
THE GLASS IS LESS THAN 60 INCHES ABOVE THE NOSE OF THE TREADS
(READ CODE FOR EXCEPTION WITH SPECIAL INSTALLATION)

SEALANT NOTES

COLOR TO MATCH BRONZE ANODIZED ALUMINUM FRAME

ESCAPE AND RESUE WINDOW NOTES

SLEEPING ROOMS BELOW THE FOURTH STORY ABOVE GRADE PLANE SHALL
HAVE AT LEASE ONE EMERGENCY ESCAPE AND RESCUE OPENING PER
1029.1.

G.

H.

I.

J.

K.

1.

1.

-- -- -- --
-- -- -- --5B

4'-8"

6'- 4" BY FLEETWOOD OR EQUAL

301A KITCHEN

-- -- -- --
-- -- -- --

212A

216A

KITCHEN

MASTER HALL

313A

217A MASTER BATHROOM

-- -- -- --
-- -- -- --

WINDOW 1
CASEMENT
WINDOW

WINDOW 3A
ESCAPE AND RESCUE
CASEMENT WINDOW
ADJACENT TO
PICTURE WINDOW

WINDOW 6B
CASEMENT
WINDOW ADJACENT TO
CORNER FIXED WINDOW

WINDOW 4A
PICTURE WINDOW
AT CEILING HEIGHT

WINDOW 5A
FIXED CORNER
WINDOW

WINDOW 3B
FULL HEIGHT PICTURE
WINDOW

WINDOW 2
PICTURE WINDOW

WINDOW 4B
AWNING WINDOW

C
LE

AR

VI
N

YL

113A DINING ROOM

114A LIVING ROOM

-- -- -- --
-- -- -- --6B 4'-8" 6'- 4" BY FLEETWOOD OR EQUAL

210A LIVING ROOM -- -- -- --
-- -- -- --3B 4'-8" 7'- 4" BY FLEETWOOD OR EQUAL

301B KITCHEN
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LIVING ROOM303A

LIVING ROOM
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R

ST
 F
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O

R

OFFICE

MASTER BATHROOM314A

WINDOW NOTES
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CASEMENT WINDOW
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 M

IN
.
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WINDOW 5B
FULL HEIGHT FIXED
CORNER WINDOW

-- -- -- --
-- -- -- --4A 4'-8" 2'-0" BY FLEETWOOD OR EQUAL

-- -- -- --
-- -- -- --4A 4'-8" 2'-0" BY FLEETWOOD OR EQUAL

-- -- -- --
-- -- -- --4A 4'-8" 2'-0" BY FLEETWOOD OR EQUAL

3B 2'-6" 7'-4"

3B 4'-8" 8'-6"
-- -- -- --

-- -- -- --4A 4'-8" 2'-0" BY FLEETWOOD OR EQUAL
-- -- -- --
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3A 4'-8" 6'-6"

1
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3B
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-- -- -- --
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5'-0" 4'-6"

2'-7"
3'-1"

215A BEDROOM -- -- -- --
-- -- -- --5A 4'-2"4'-8"

2'-11"

3'-11"
5'-0" 6'-6"

6'-6"
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6'-6"
6'-2"
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WINDOW 3B
FULL HEIGHT CASEMENT
WINDOW W/ PICTURE
WINDOW ABOVE

WINDOW 7
CASEMENT
WINDOW ADJACENT TO CORNER FIXED
WINDOW WITH PICTURE WINDOW ABOVE
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24
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.
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AR
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W/ R-19 BATT INSULATION

CONTINUOUS DRIP EDGE
CARVED INTO STONE

MORTAR BED ON
METAL LATH

BUSH HAMMERED
STONE CLADDING,
SEE ELEVATIONS FOR SLAB
SIZE AND PATTERN

BUILDING PAPER

SELF ADHERED
MEMBRANE

DOOR PER SCHEDULE

STUCCO CORNER BEAD

METAL LATH

SMOOTH CEMENT STUCCO
STEEL TROWEL FINISH
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DOOR PER SCHEDULE

SMOOTH CEMENT STUCCO
STEEL TROWEL FINISH

5
8" PTD.
GYP. BOARD

1
2" PLYWOOD O/ 2x6 STUDS
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NOT USED

NOT USED
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SLOPE MIN.
2%

EXTERIOR INTERIOR

1/
4"2X12 ALUMINUM FRONT FASCIA

2X12 ALUMINUM RECTANGULAR OUTRIGGER

2X12 ALUMINUM BACK FASCIA

STEEL ANGLE BOLTED TO STRUCTURE BEHIND

PRE-DRILLED STEEL MOUNTED ANGLE

1X6 ALUMINUM TUBE INFILL

2" 1"3" 3"1"

DOOR PER SCHEDULE

BUSH HAMMERED STONE CLADDING,
SEE ELEVATIONS FOR SIZE AND PATTERN

FINISH SURFACE

CONCRETE SLAB
PER STRUCTURAL

3" X 3" STAINLESS
STEEL TUBE

3" STAINLESS
STEEL U CHANNEL

STAINLESS STEEL WIRE MESH

2"

GRIND WELD CONNECTIONS FLUSH,
TYP

DOOR TYPE J

TOP OF DOOR

3" X 3" STAINLESS
STEEL TUBE

3" STAINLESS STEEL U CHANNEL

STAINLESS STEEL WIRE MESH
ON BOTH SIDES, TYP.

DOOR LATCH PER HARDWARE SCHEDULE

GRIND WELD
CONNECTIONS FLUSH, TYP

STAINLESS STEEL
WIRE MESH

ANCHOR BASEPLATE

DOOR TYPE J

INTERIOR EXTERIOR
STAINLESS STEEL WIRE MESH

3" X 3" STAINLESS
STEEL TUBE

3" STAINLESS
STEEL U CHANNEL

GRIND WELD CONNECTIONS
FLUSH, TYP

3" X 3" STAINLESS STEEL TUBE, TYP

FIXED SIDE PANEL

DOOR TYPE J

FIXED SIDE PANEL

STAINLESS STEEL WIRE MESH
ON BOTH SIDES, TYP.

3" STAINLESS STEEL U CHANNEL

3" STAINLESS STEEL U CHANNEL

QUIRK MITER DETAIL @
VERTICAL CORNER

ALIGN FACE OF STEEL
& STONE CLADDING

QUIRK MITER DETAIL @
VERTICAL CORNER

9 
13

/1
6"

3/
8"

3/8"

ALUMINUM CLAD
CANOPY, DURANAR
FINISH SUNSTORM
LEXUS BRONZE

ALUMINUM SOFFIT,
DURANAR FINISH
SUNSTORM LEXUS
BRONZE

INTEGRAL COLOR PORTLAND
CEMENT PLASTER

CERAMIC TILE ON
CEMENT MORTAR BEDCERAMIC TILE

ON  CEMENT
MORTAR BED

ALUMINUM
THRESHOLD, DARK
BRONZE FINISH

SOLID CORE WOOD
ENTRY DOOR

10
"

DRIP EDGE

CERAMIC TILE ON
CEMENT MORTAR BED

TRELLIS @ FRONT TERRACESCREEN JAMB @ WALLNOT USED

DOOR SILL @ UNIT ENTRY

DOOR JAMB @ SCREEN

DOOR SILL - SECTION

DOOR HEAD - SECTION

DOOR JAMB @ WALL

DOOR HEAD & CANOPY @ UNIT ENTRY

EXTERIOR STAIR DETAIL A7.1.3
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CONTINUOUS DRIP EDGE
CARVED INTO STONE

MORTAR BED ON
METAL LATH

BUSH HAMMERED
STONE CLADDING,
SEE ELEVATIONS FOR SLAB
SIZE AND PATTERN

BUILDING PAPER

SELF ADHERED
MEMBRANE

WINDOW PER SCHEDULE

SEALANT ON BACKER ROD

5
8" PTD.
GYP. BOARD
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W/ R-19 BATT INSULATION
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GYP. BOARD
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BUSH HAMMERED
STONE RETURN

MORTAR BED ON
METAL LATH

BUSH HAMMERED
STONE CLADDING,
SEE ELEVATIONS FOR SLAB
SIZE AND PATTERN

BUILDING PAPER

SELF ADHERED
MEMBRANE

WINDOW PER SCHEDULE

SEALANT ON BACKER ROD

CONTINUOUS DRIP EDGE
CARVED INTO STONE

MORTAR BED ON
METAL LATH

BUSH HAMMERED
STONE CLADDING,
SEE ELEVATIONS FOR SLAB
SIZE AND PATTERN

BUILDING PAPER

SELF ADHERED
MEMBRANE

WINDOW PER SCHEDULE

SEALANT ON BACKER ROD

BUSH HAMMERED
STONE RETURN

MORTAR BED ON
METAL LATH
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STONE CLADDING,
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SIZE AND PATTERN

BUILDING PAPER
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MEMBRANE

WINDOW PER SCHEDULE

SEALANT ON BACKER ROD

STUCCO CORNER BEAD

SMOOTH CEMENT STUCCO
STEEL TROWEL FINISH

BUILDING PAPER

SELF ADHERED
MEMBRANE

WINDOW PER SCHEDULE

SEALANT ON BACKER ROD

STUCCO CORNER BEAD

SMOOTH CEMENT STUCCO
STEEL TROWEL FINISH

BUILDING PAPER

SELF ADHERED
MEMBRANE

WINDOW PER SCHEDULE

SEALANT ON BACKER ROD

STUCCO CORNER BEAD

METAL LATH

SMOOTH CEMENT STUCCO
STEEL TROWEL FINISH

BUILDING PAPER

SELF ADHERED
MEMBRANE

WINDOW PER SCHEDULE

SEALANT ON BACKER ROD

STUCCO CORNER BEAD

SMOOTH STUCCO
STEEL TROWEL FINISH

BUILDING PAPER

SELF ADHERED
MEMBRANE

WINDOW PER SCHEDULE

SEALANT ON BACKER ROD
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BUILDING PAPER
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MEMBRANE LAPPED OVER
BUILDING PAPER
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WINDOW PER SCHEDULE
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SMOOTH STUCCO
STEEL TROWEL FINISH

BUILDING PAPER
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SMOOTH CEMENT STUCCO
STEEL TROWEL FINISH

SMOOTH CEMENT STUCCO
STEEL TROWEL FINISH

BUSH HAMMERED STONE
RETURN

BUSH HAMMERED STONE
RETURN

EXTERIOR CORNER
WHERE APPLIES

2 1/4"

2 1/4"

OPERABLE WINDOW HEAD

OPERABLE WINDOW JAMB

OPERABLE WINDOW SILL

FIXED WINDOW HEAD

FIXED  WINDOW JAMB

FIXED WINDOW SILL

OPERABLE WINDOW HEAD

OPERABLE WINDOW JAMB

OPERABLE WINDOW SILL

FIXED WINDOW HEAD

FIXED  WINDOW JAMB
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FINISH
FLOOR LEVEL

34
" -

 38
" A

.F
.F

.

11" 1'-0"

1 14" Ø STEEL HANDRAIL ATTACHED WITH 14" Ø
STAINLESS STEEL ROD BRACKET @ 4'-0" OC.

1 12" STAINELSS STEEL
ROUND TOP RAIL

OUTLINE OF 1 14" Ø
STAINLESS STEEL

HANDRAIL

STAINLESS STEEL
POST CAP TOP RAIL MOUNT

1 12" Ø STAINLESS STEEL
TUBE POST.

2" X 1/2" STAINLESS STEEL
FASCIA BRACKET

3
16 " STAINLESS STEEL
CABLES BETWEEN
POSTS.TERMINATED W/
STEEL STAINLESS WASHER
HEX & ACORN NUT

3"
 M

AX

FINISHED FLOOR

STONE THREAD CLADDING,
SUNDBLAST FINISH

WOOD BLOCKING, AS REQ'ED

INTERIOREXTERIOR

FINISHED GRADE

LADDER GUARD W. HINGE

BATT INSULATION

WALL, PER ASSEMBLY

WATHER-RESISTIVE
BARRIER

ACCESS LADDER

CONNECTION, PER
STRUCTURAL

BATT INSULATION

T.O. ROOF

METAL PERFORATED PANEL
W/ PAINTED FASTENERS
PER MFG, TYP

10
"

TY
P.

PIANO HINGE SECURITY
LADDER
GUARD PER MFG, WHERE
OCCURS

FINISH FLOOR

T.O. FINISHED FLOOR

LINE OF FINISH WALL

STEEL SUPPORT BRACKETS
@ 6'-0" MAX.

1'-0" TO STAIR NOSING
 @ TOP OF STAIR

1'-0" + TREAD WIDTH (11") TO NOSING
@ BOT. OF STAIR

1 8" M
IN

. C
LR

.

3
16" X 2 34" Ø STAINLESS
STEEL ESCUTCHEON PLATE
FLAT HEAD STAINLESS
STEEL SCREWS

3
8" STAINLESS STEEL BENT
ROD PLUG SCREWED TO
ESCUTCHEON PLATE

1 14" OD. STAINLESS STEEL
HANDRAIL

1 14" OD. STAINLESS STEEL
HANDRAIL.

R1"

11
2"

34
" -

 36
"

ELEVATION

PLAN

SECTION

STONE THREAD CLADDING,
MITER ALL EDGES, HONED

FINISH

1 12" Ø STAINLESS STEEL
TUBE POST.

STONE CLAD THREAD. 18"
EASED EDGE @ NOSING.

3
16 " STAINLESS STEEL

CABLES BETWEEN
POSTS.TERMINATED W/

STEEL STAINLESS WASHER
HEX & ACORN NUT

STAINLESS STEEL
HANDRAIL BRACKET

OUTLINE OF 1 14" Ø
STAINLESS STEEL

HANDRAIL

1 12" STAINELSS STEEL
ROUND TOP RAIL

2" X 1/2" STAINLESS STEEL
FASCIA BRACKET

34
"- 

38
" 42

"

67 8"

5'-0" MAX 5'-0"

2"
 M

IN
.

WOOD BASE

PTD STEEL STRINGER

STONE CLAD STEP, SANDBLAST
FINISH, BUTT JOINTS.

STEEL TUBE

STEEL BRACKET WELDED
TO STRINGER

1/
4"

1/
2"

6 
7/

8"

1
4" REVEAL BETWEEN STONE CLAD

THREAD & FRONT RISER

1
2" GAP BETWEEN STEPS

1
4" REVEAL

SCALE 061 1/2"=1'-0"
SCALE 091 1/2"=1'-0"

SCALE 121 1/2"=1'-0"

SCALE 073/4" = 1'
SCALE 103/4" = 1'

TYP. LANDING CROSS SECT.

ROOF LADDER - ELEVATION

GUARDRAIL B/W STRINGERS

ROOF LADDER - SECTION

GUARDRAIL @ STRINGER

STAIR STRINGER ELEVATION @ SLAB SCALE 011-1/2" = 1'

SCALE 021 1/2"=1'-0"GUARDRAIL @ STRINGER
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18141241

2

9

11

19

3

7

10,15
6,8,17,19

5&13

PTD STEEL LADDER,
COLOR PPG DURANAR GRAHAM WHITE, UC72638

4

STAINLESS STEEL INFILL METAL GRATE, IN STAINLESS STEEL FRAME
MCNICHOLS WIRE MESH CHATEAU 3105

5

CERAMIC TILE FLOOR
SAIME CERAMICHE, SERIE ANTICA, COL. NUBE ROCK 12"X24"

6

7 ALUMINUM WINDOW & DOOR SYSTEM,
COLOR FLEETWOOD MEDIUM BRONZE FINISH

8

CEMENT STUCCO, STEEL TROWEL FINISH
COLOR WHITE (TEXTON HYDROLIME-200)

9

12

13

14

JERUSALEM STONE WALL CLADDING, BUSH HAMMERED FINISH

1

3

FORMED METAL COPING, FACTORY APPLIED FINISH,
COLOR PPG DURANAR GRAHAM WHITE, UC72638

SINGLE-PLY MEMBRANE ROOFING,
IB ROOF SYSTEM 60MM COLOR WHITE

ROLL UP STEEL GARAGE DOOR
GALVANIZED STEEL LATTICE 9" VERTICAL X 2" HORIZONTAL SPACING

STAINLESS STEEL CABLE & POST RAILING SYSTEM

CONCRETE DRIVEWAY RAMP

JERUSALEM STONE STONE CAP SMOOTH FINISH

EXTERIOR FINISH KEY

15

16

10

ALUMINUM PANEL CLADDING
COLOR PPG DURANAR SUNSTORM LEXUS BRONZE, UC106698F

11

WOOD DOOR,
EUCALYPTUS MARGINATA,  STAIN

18

ALUMINUM CLAD CANOPY & TRELLIS,
COLOR PPG DURANAR SUNSTORM LEXUS BRONZE, UC106698F

PERFORATED ALUMINUM PANEL (MECHANICAL SCREEN)
20 GA, 18" ROUND HOLES, ON 3

16" STG. CTRS., 40% OPEN AREA
COLOR PPG DURANAR GRAHAM WHITE, UC72638

CUSTOM FIBERGLASS PLANTER,
COLOR PPG DURANAR SUNSTORM LEXUS BRONZE, UC106698F

17

2 JERUSALEM STONE WALL CLADDING, SANDBLAST FINISH

PERFORATED STEEL PANEL (RAILING)
1/2" SQUARE HOLES, ON 11

16" STG. CTRS., 53% OPEN AREA
COLOR PPG DURANAR SUNSTORM LEXUS BRONZE, UC106698F

19
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OFFICE OF THE DESIGNED LANDSCAPE

1131 SUPERBA AVE.

VENICE, CA 90291

213-362-7397

LANDSCAPE ARCHITECT

ARB SUBMITTAL

NOT FOR

CONSTRUCTION

CA LA LICENSE 3752

12/24/19

1. Parkway Declarations:

a. No mulch shall be applied within six inches (6”) of the base of a street tree.

b. No plant material shall be installed within twenty-four (24”) inches of the base of a street tree.

c. The property owner adjacent to the parkway assumes liability for any improvements to the

parkway area.

d. All existing sprinklers and spray heads shall be removed in the parkway.

e. The installation of new sprinkler irrigation systems are prohibited in the parkway.

f. The installation of any irrigation system in the parkway shall not damage the roots of the

street tree.

2. Landscape Plan Declarations:

a. Prior to beginning landscape construction call the Private Landscape Inspector at (310)

458-8405. An inspection of the landscape by City staff is required prior to Certificate of

Occupancy to ensure that the landscape was built to approved plans and specifications.

b. Electronic submission of an As-Built set of plans to the City is required if requested by City

inspector.

c. Prior to construction of the landscape or irrigation system, the contractor must obtain and

review a copy of the Water-Efficient Landscape and Irrigation Standards.

d. All landscaping and irrigation systems must comply with all local, state, and federal laws and

regulations.

e. The landscape must be built to the City approved landscape plan set. Any revisions to

approved plans will require re-submittal and approval and must comply with the current

Water-Efficient Landscape and Irrigation Standards. Any areas of landscape not completed at

time of the close of the building construction permit must be covered with a

minimum 3 inch (3”) layer of mulch. This includes all exposed soil surfaces of existing

planting areas except in turf areas, over creeping or rooting groundcovers, or in direct

seeding applications, where mulch is not appropriate. Future landscape installations for

incomplete landscape installations must be to the approved landscape plans.

f. All existing sprinklers and spray heads shall be removed.

3. Irrigation Plan Declarations:

a. Prior to backfilling or covering up the underground irrigation pipe laterals, contact the Private

Landscape Inspector at (310) 458-8405.

b. After irrigation system installation is completed installer shall test the irrigation system to

verify that it meets the approved design and specifications.

c. After irrigation system installation is completed installer must program the irrigation controller.

d. Post-installation soil test results must be submitted at time of final site inspection and must

contain the following: percentage (%) of organic matter; soil texture; infiltration rate or soil

texture infiltration rate table; pH; total soluble salts; sodium; and recommendations

determined by laboratory test. Landscapes contained entirely in planters or containers are

exempt from this requirement.

e. A detailed irrigation controller map must be installed inside or near the irrigation controller

with a description for each zone including the following at a minimum: plant material, watering

device, valve or station number, run time for peak demand month and precipitation rate.

f. The irrigation schedule must be posted inside the irrigation controller housing unit by the

installer.

g. The irrigation system must comply with all local, state, and federal laws and regulations.

h. The irrigation designer or landscape architect or landscape designer shall perform one or

more site observations during system installation to check for adherence to the design,

including that the proper installation of the backflow prevention assembly, main line, laterals,

valves, sprinkler heads, drip irrigation equipment, control wire, controllers, and sensors meets

the intent of the irrigation design plan as designed and approved.

CITY OF SANTA MONICA

WATER EFFICIENT LANDSCAPE AND IRRIGATION

STANDARDS PLAN SUBMITTAL NOTES

LANDSCAPE

COVER SHEET

L-1.0

TREE PROTECTION NOTES

ANY FAILURE BY THE CONTRACTOR TO ADHERE TO THE REQUIREMENTS OF THIS

SPECIFICATION WILL RESULT IN THE SUSPENSION OF ALL CONSTRUCTION

ACTIVITIES, TO BE DONE AT THE CONTRACTOR'S EXPENSE. THE CONTRACTOR

SHALL BE RESPONSIBLE FOR REPLACEMENT OF, OR PAYMENT FOR ANY TREES

DAMAGED THROUGH NON-COMPLIANCE WITH THESE SPECIFICATIONS. THE

MONETARY VALUE OR REPLACEMENT VALUE OF IMPACTED TREES WILL BE

DETERMINED BY CERTIFIED ARBORIST.

1) Defining the Tree Protection Zone (TPZ) - The radius (not the diameter) of the TPZ, measured

from the outside of the tree trunk, shall be calculated according to the following:

a)  Single trunk trees -  multiply  the trunk diameter  in inches, measured  4.5' above grade, by

1.5 feet.

b)  Multi trunk trees  -  multiply  the sum of the diameters of all trunks in inches, measured

4.5'  above grade, by 1.5 '.

c)  Palm trees - 5' from the base of the trunk.

2)  Beyond the TPZ, the contractor shall also be responsible for protecting all trees within the

boundaries of the construction zone, including vehicular access areas, lay down areas, and

any other areas impacted by construction activities. Any damage to trees in these areas shall

also be subject to the same monetary or replacement requirements specified in #1 above.

Any necessary root cutting in this area must be confirmed with an approved arborist. See also

the General Conditions for any damage done by the contractor to landscaping that fall

outside  the boundaries  of the construction zone.

3)  Within the boundaries of the construction zone (including the TPZ), the contractor shall be

responsible for mitigating construction-related dust accumulation on all trees by spraying the

trunks, limbs, and foliage with water to a maximum height of 30 feet during the months of April

through November, at monthly intervals.

4)  Within the TPZ, the contractor shall adhere to the following requirements, including, but not

limited to

a) No stockpiling or  storage of any material,  debris, or soil.

b) No storage of any construction equipment.

c) No vehicular access.

d) No cutting of roots.

e) No disturbance of soil or grade changes.

f) No objects of any kind to be attached  to tree trunks.

5) The contractor shall install a 5' temporary chain link fence with one pedestrian access gate

along the boundary of the TPZ. See detail for temporary chain link fence on detail sheet.

6) No work is permitted within the TPZ without the approval of: 1)  the project Landscape

architect and 2) the project manager. Any  work authorized within the TPZ must be done in

accordance with the recommendations of certified arborist.

7) Irrigation to all trees NOT specifically designated for removal shall be kept in operation for the

duration of the project. Contractor shall be responsible for hand watering all impacted trees if

necessitated by temporary shutdowns to existing irrigation systems. Trees are to be irrigated

deeply and infrequently so that soil moisture is detectable at a minimum  depth of 18'' using a

soil probe.

8) Upon job completion, contractor shall remove all items installed to protect trees during the

construction process.
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(1) OLE EUX
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(1) CIT IMX

Existing 13" Trunk

(1) PIN PIN

Existing 6" Trunk

ERY CAX (1)

Existing 12" Trunk
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Existing Multi 12", 12", 15" To be Removed

PIT MU2 (1)
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Existing 19" Trunk

CER MUL (1)

TREE PROTECTION

FENCE

TREES BOTANICAL NAME / COMMON NAME

CIT IMX CITRUS X LIMON `IMPROVED MEYER` / MEYER LEMON TO BE REMOVED

ERY CAX ERYTHRINA CAFFRA / KAFFIRBOOM CORAL TREE TO BE REMOVED

JAC MX EX JACARANDA MIMOSIFOLIA / EX JACARANDA TO BE REMOVED

PIN PIN EX PINUS EDULIS / EX PINON PINE TO BE REMOVED

CER MUL EX. CERATONIA SILIQUA / EX. CAROB TREE- TO BE PROTECTED IN PLACE

OLE EUX OLEA EUROPAEA / EUROPEAN OLIVE TO BE REMOVED

PIT MU2 PITTOSPORUM TOBIRA / JAPANESE PITTOSPORUM TO BE REMOVED

ULM PAX ULMUS PARVIFOLIA / CHINESE ELM TO BE REMOVED

WAS ROX WASHINGTONIA ROBUSTA / MEXICAN FAN PALM TO BE REMOVED

EXISTING TREE DISPOSITION TABLE
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AGA AGA (1)
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ANI BIG (1)

1 gal

DIA BI2 (2)

5 gallon

CHO TEC (1)

5 gallon

AGA AGA (1)

Applicant Information

Applicant Name

Applicant Email

Applicant Phone Number

Today's Date

Project Information

Permit Application Number

Project Description

Water Account Number(s)

Street Address

City, State

Zip Code

949 10th Street

Santa Monica, CA

90403

Multi Family Residential Project

Step 1: Determine the Plantable Landscape Area (PLA)

Enter the total square footage of the planting areas, including green roofs, planters and permeable hardscape areas. Percentages of

plant material specified in Step 2 below are based on this area.

Planting Areas

Parcel Size

Building Footprints (combined area of all)

Impermeable Hardscape (new and remaining)

Green Roof and Planters (over impermeable hardscape)

Water Features (if none, skip to Step 2)

Pool

Spa

Fountain / water feature (if using potable water, area must be ≤ 25 sq. ft. )

Pond

Water Features - Surface Area Subtotal

Total Plantable Landscape Area (PLA)

Area

(sq. ft.)

7494.0 sq. ft.

3464.0 sq. ft.

1670.0 sq. ft.

1135.0 sq. ft.

Surface Area

(sq. ft.)

0.0 sq. ft.

0.0 sq. ft.

0.0 sq. ft.

0.0 sq. ft.

0.0 sq. ft.

3495.0 sq. ft.

Plant Type (Refer to the Plant Legend on the Lan

Planted

Area

(sq. ft.)

Turfgrass - Cool season (tall fescue, Ky. bluegrass, rye, bent)

Turfgrass - Warm season (bermuda, zoysia, St, Augustine, buffalo)

Annual Flowers & Bedding Plants

Trees, Shrubs, Vines, Groundcovers, Hedges

Herbaceous Perennials

Desert Adapted Plants

Deciduous Fruit Trees

Evergreen Fruit Trees

Vegetables crops

Plants irrigated with alternative water source (non-potable)

Subtotals

Notes

Area Totals

Planted Area (from table above)

Permeable Hardscape Areas

Total Plantable Landscape Area, PLA (Planting Area + Permeable Hardscape Areas)

2362.0 sq. ft

1133.0 sq. ft

3495.0 sq. ft

0.0 sq. ft

0.0 sq. ft

0.0 sq. ft

370.0 sq. ft

95.0 sq. ft

1897.0 sq. ft

0.0 sq. ft

0.0 sq. ft

0.0 sq. ft

0.0 sq. ft

2362.0 sq. ft

3495 sq. ft. max

(PLA from Step 1)

0.0%

0.0%

0.0%

10.6%

2.7%

54.3%

0.0%

0.0%

0.0%

0.0%

67.6%

100% max











0.0% 

(20% max)

% of PLA

% Totals on Restricted Plants

High

Water Using

High+Medium

Water Using

13.3%

(40% max)
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Plant Type

Potable Water

Demand

Cool season Turfgrass (tall fescue, Ky. bluegrass, rye, bent)

Warm-season Turfgrass (bermuda, zoysia, St, Augustine, buffalo)

Annual Flowers & Bedding Plants

Tree, Shrubs, Vines, Groundcovers, Hedges

Herbaceous Perennials

Desert Adapted Plants

Deciduous Fruit Trees

Evergreen Fruit Trees

Vegetables crops

Total Landscape Water Demand 24,359.1 gal/yr

1588.7 gal/yr

6187.8 gal/yr

16582.6 gal/yr
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WATER
VALVE

WATER
METER

1 gal

LOM BR2 (22)

5 gal

ANI BIG (4)

5 gal

(9) DIA BI3

1 gal

(4) PAR TRI

24" Box

(1) TUP CAL

5 gal

ROS HU3 (7)

Sod

(99 sf) PHY NOD

5 gallon

(7) VIT PU2

5 gallon

(4) RUS EQU

24" Box

ARB MUL (1)

15 Gallon

CAL TW2 (4)

5 gal

(4) ANI BIG

5 gal

AGA MAR (2)

1 gal

(8) SED MOR

5 gallon

PRU ILI (23)

Sod

(201 sf) PHY NOD

Sod

(91 sf) PHY NOD

4" pots

(274) CAR TUM

5 gallon

(3) VIG CAR

1 gal

PLE MO2 (9)

1 gal

ALO GLA (4)

4" pots

(197) ACH MIL

5 gallon

PRU ILI (11)

1 gal

LOM BR2 (10)

5 gallon

AGA AGA (3)

1 gal

ALO GLA (3)

36" box Size

OLE SWA (2)

5 gallon

(25) PRU ILI

TREES BOTANICAL / COMMON NAME CONT WATER USE EX TREES QTY

ARB MUL ARBUTUS X `MARINA` / ARBUTUS MULTI-TRUNK 24" BOX 0.3, LOW 1

OLE SWA OLEA EUROPAEA `SWAN HILL` TM / SWAN HILL OLIVE 36" BOX SIZE 0.3, LOW 2

SHRUBS BOTANICAL / COMMON NAME CONT WATER USE SPACING QTY

AGA MAR AGAVE AMERICANA `MARGINATA` / VARIEGATED CENTURY PLANT 5 GAL V LOW 2

AGA AGA AGAVE DESMETTIANA `VARIEGATA` / VARIEGATED AGAVE 5 GALLON V LOW 5

ALO GLA ALOE GLAUCA / ALOE 1 GAL V LOW 13

ANI BIG ANIGOZANTHOS FLAVIDUS `BIG RED` / RED KANGAROO PAW 5 GAL LOW 9

CAL TW2 CALLIANDRA HAEMATOCEPHALA `TWEEDII` / PINK POWDER PUFF 15 GALLON 0.5, MOD 4

CHO TEC CHONDROPETALUM TECTORUM / CAPE RUSH 5 GALLON 0.5, MOD PERENNIAL 1

DIA BI2 DIANELLA REVOLUTA `BIG REV` / DIANELLA 1 GAL 0.3, LOW DESERT ADAPTED 2

DIA BI3 DIANELLA REVOLUTA `BIG REV` / DIANELLA 5 GAL 0.3, LOW 9

LOM BR2 LOMANDRA LONGIFOLIA `BREEZE` / DWARF MAT RUSH 1 GAL 0.3, LOW DESERT ADAPTED 32

PAR TRI PARTHENOCISSUS TRICUSPIDATA / JAPANESE CREEPER 1 GAL 0.5, MOD 4

PHL PUR PHLOMIS PURPUREA / JERUSALEM SAGE 1 GAL LOW 0.3, LOW 3

PLE MO2 PLECTRANTHUS X `MONA LAVENDER` / MONA LAVENDER MINTLEAF 1 GAL 0.5, MOD 9

PRU ILI PRUNUS ILICIFOLIA / HOLLY LEAF CHERRY 5 GALLON 0.3, LOW DESERT ADAPTED 59

ROS HU3 ROSMARINUS OFFICINALIS `HUNTINGTON BLUE` / ROSEMARY 5 GAL 0.3, LOW DESERT ADAPTED 7

RUS EQU RUSSELIA EQUISETIFORMIS / FIRECRACKER PLANT 5 GALLON 0.5, MOD SHRUB 4

SED MOR SEDUM MORGANIANUM / BURRO`S TAIL 1 GAL 0.3, LOW DESERT ADAPTED 8

SED URO SEDUM MORGANIANUM `BURRITO` / LITTLE BURRO`S TAIL 1 GAL V LOW 5

TUP CAL TUPIDANTHUS CALYPTRATUS / UMBRELLA TREE 24" BOX 0.5, MOD 1

VIG CAR VIGNA CARACALLA / SNAIL VINE 5 GALLON MOD 3

VIT PU2 VITEX TRIFOLIA PURPUREA `FASCINATION` / ARABIAN LILAC 5 GALLON 0.5, MOD 7

GROUND COVERS BOTANICAL / COMMON NAME CONT WATER USE SPACING QTY

ACH MIL ACHILLEA MILLEFOLIUM / COMMON YARROW 4" POTS 0.3, LOW 12" o.c. 203

CAR TUM CAREX TUMULICOLA / BERKELEY SEDGE 4" POTS 0.5, MOD 12" o.c. 274

PHY NOD PHYLA NODIFLORA / LIPPIA SOD LOW 391 SF

PLANT SCHEDULE
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REAR YARD SETBACK

WATER
VALVE

WATER
METER

24" Box

(1) TUP CAL

24" Box

ARB MUL (1)

24" Box

OLE SWA (3)

1 gal

LOM BR2 (22)

5 gal

ANI BIG (4)

5 gal

(9) DIA BI3

1 gal

(4) PAR TRI

5 gal

ROS HU3 (7)

Sod

(99 sf) PHY NOD

5 gallon

(7) VIT PU2

5 gallon

(4) RUS EQU

15 Gallon

CAL TW2 (4)

5 gal

(4) ANI BIG

5 gal

AGA MAR (2)

1 gal

(8) SED MOR

5 gallon

PRU ILI (23)

Sod

(201 sf) PHY NOD

Sod

(91 sf) PHY NOD

4" pots

(274) CAR TUM

5 gallon

(3) VIG CAR

1 gal

PLE MO2 (9)

1 gal

ALO GLA (4)

4" pots

(197) ACH MIL

5 gallon

PRU ILI (11)

1 gal

LOM BR2 (10)

5 gallon

AGA AGA (3)

1 gal

ALO GLA (3)

5 gallon

(25) PRU ILI

TREES BOTANICAL / COMMON NAME CONT WATER USE EX TREES QTY

ARB MUL ARBUTUS X `MARINA` / ARBUTUS MULTI-TRUNK 24" BOX 0.3, LOW 1

OLE SWA OLEA EUROPAEA `SWAN HILL` TM / SWAN HILL

OLIVE

36" BOX SIZE 0.3, LOW 3

SHRUBS BOTANICAL / COMMON NAME CONT WATER USE SPACING QTY

AGA MAR AGAVE AMERICANA `MARGINATA` / VARIEGATED

CENTURY PLANT

5 GAL V LOW 2

AGA AGA AGAVE DESMETTIANA `VARIEGATA` / VARIEGATED

AGAVE

5 GALLON V LOW 5

ALO GLA ALOE GLAUCA / ALOE 1 GAL V LOW 13

ANI BIG ANIGOZANTHOS FLAVIDUS `BIG RED` / RED

KANGAROO PAW

5 GAL LOW 9

CAL TW2 CALLIANDRA HAEMATOCEPHALA `TWEEDII` / PINK

POWDER PUFF

15 GALLON 0.5, MOD 4

CHO TEC CHONDROPETALUM TECTORUM / CAPE RUSH 5 GALLON 0.5, MOD PERENNIAL 1

DIA BI2 DIANELLA REVOLUTA `BIG REV` / DIANELLA 1 GAL 0.3, LOW DESERT

ADAPTED

2

DIA BI3 DIANELLA REVOLUTA `BIG REV` / DIANELLA 5 GAL 0.3, LOW 9

LOM BR2 LOMANDRA LONGIFOLIA `BREEZE` / DWARF MAT

RUSH

1 GAL 0.3, LOW DESERT

ADAPTED

32

PAR TRI PARTHENOCISSUS TRICUSPIDATA / JAPANESE

CREEPER

1 GAL 0.5, MOD 4

PHL PUR PHLOMIS PURPUREA / JERUSALEM SAGE 1 GAL LOW 0.3, LOW 3

PLE MO2 PLECTRANTHUS X `MONA LAVENDER` / MONA

LAVENDER MINTLEAF

1 GAL 0.5, MOD 9

PRU ILI PRUNUS ILICIFOLIA / HOLLY LEAF CHERRY 5 GALLON 0.3, LOW DESERT

ADAPTED

59

ROS HU3 ROSMARINUS OFFICINALIS `HUNTINGTON BLUE` /

ROSEMARY

5 GAL 0.3, LOW DESERT

ADAPTED

7

RUS EQU RUSSELIA EQUISETIFORMIS / FIRECRACKER PLANT 5 GALLON 0.5, MOD SHRUB 4

SED MOR SEDUM MORGANIANUM / BURRO`S TAIL 1 GAL 0.3, LOW DESERT

ADAPTED

8

SED URO SEDUM MORGANIANUM `BURRITO` / LITTLE

BURRO`S TAIL

1 GAL V LOW 5

TUP CAL TUPIDANTHUS CALYPTRATUS / UMBRELLA TREE 24" BOX 0.5, MOD 1

VIG CAR VIGNA CARACALLA / SNAIL VINE 5 GALLON MOD 4

VIT PU2 VITEX TRIFOLIA PURPUREA `FASCINATION` /

ARABIAN LILAC

5 GALLON 0.5, MOD 7

GROUND COVERS BOTANICAL / COMMON NAME CONT WATER USE SPACING QTY

ACH MIL ACHILLEA MILLEFOLIUM / COMMON YARROW 4" POTS 0.3, LOW 12" o.c. 197

CAR TUM CAREX TUMULICOLA / BERKELEY SEDGE 4" POTS 0.5, MOD 12" o.c. 274

PHY NOD PHYLA NODIFLORA / LIPPIA SOD LOW 391 SF

PLANT SCHEDULE
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NOTE:
1. PLACE PLANTS IN PREPARED BED AS SPECIFIED
2. REFER TO PLANTING SCHEDULE FOR SIZE AND SPACING
3. PLACE PLANTS AROUND PLANTING BED EDGE FIRST, THEN FILL INSIDE
4. PLANTING BED TO BE TILLED TO DEPTH OF 12 INCHES.

12
" M

IN

COMPACTED SUBGRADE

AMENDED TOPSOIL,
REFER TO SPECS

FERTILIZER TABLETS,
REFER TO SPECS

ROOTBALL, SLIT THE BOTTOM
OF ROOTBALL

3" MULCH, TAPER TO
ROOTBALL,
REFER TO SPECS

NOTES:

PERMALOC CLEANLINE

ALUMINUM EDGING

TOP OF EDGING TO BE

MAXIMUM OF  

1

2

" (12.7MM)

ABOVE SURFACE

MATERIAL

DG OR SOIL

COMPACT GRADES

ADJACENT TO EDGING TO

AVOID SETTLING

12" (305MM) ALUMINUM

STAKES TO LOCK INTO

PREFORMED LOOPS ON

THE EDGING

1. INSTALL PER MANUFACTURER'S

"INSTALLATION GUIDELINES" 16'-0" (4.88

M) SECTIONS TO INCLUDE (5) 12" (305

MM) ALUMINUM STAKES. CORNERS -

CUT BASE EDGING UP HALFWAY AND

FORM A CONTINUOUS CORNER.

2. PERMALOC CLEANLINE

MANUFACTURED BY PERMALOC

CORPORATION, HOLLAND MI. (800)

356-9660, (616) 399-9600

WWW.PERMALOC.COM

ROOTBALL

3" LAYER OF MULCH, TAPER AT ROOT BALL, SEE

PLANTING NOTES AND SPECS

FORM 2" DEEP WATERING BASIN AROUND EDGE OF

PLANT PIT AT TIME OF PLANTING, TYP.

FINISHED GRADE OF ADJACENT PLANT BED OR

UNDISTURBED SOIL

FERTILIZER TABLET AT 3" DEPTH, QUANTITY PER PLANTING

SPECIFICATIONS

AMENDED BACKFILL, REFER TO PLANTING

SPECIFICATIONS

UNDISTURBED NATURAL SUBGRADE

PLANTING PIT - SCARIFY SIDES AND BOTTOM

SHRUB- CENTER IN PIT

SET CROWN OF PLANT ROOTBALL 1" ABOVE

SURROUNDING FINISH GRADE FOR DRAINAGE

SEE NOTES FOR WIDTH

NOTE:

1. PLANT PIT FOR 15 GAL TREES SHALL BE 6" GREATER THAN TREE WIDTH OF

THE CONTAINER AND THE SAME DEPTH AS THE CONTAINER

2. PLANT PIT FOR ONE AND FIVE GAL SHRUBS SHALL BE 6" GREATER THAN

THE WIDTH OF THE CONTAINER AND 6" DEEPER THAN THE CONTAINER

3. SEE GENERAL PLANTING NOTES
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NOTE:

1. ALL SHRUBS/GROUNDCOVER TO BE TRIANGULAR SPACED, UNLESS SHOWN OTHERWISE. SEE PLANTING

SCHEDULE FOR O.C. SPACING.

2. WHERE TRIANGULAR SPACING MEETS WALKWAY AT END, ADD A PLANT TO SQUARE OFF END.
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O.C. SPACING

EDGE OF PLANTING AREA

3" LAYER OF MULCH, TAPER AT
ROOT BALL,

3" WATERING BASIN ,REMOVE
BERMSS IN THE LAWN AREA
AFTER END OF MAINTENANCE
PERIOD

FINISHED GRADE

PLANT TABLET AT 3" DEPTH, PER
SPECS

AMENDED BACKFILL, REFER TO
SPEC

UNDISTURBED OR

COMPACTED SUBGRADE

PLANTING PIT - SCARIFY SIDES
AND BOTTOM

WIDTH TWICE DIAMETER

OF ROOTBALL
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TREE - CENTER IN PIT

SET ROOT COLLAR 2" ABOVE
SURROUNDING FINISH GRADE
AND SLOPE FOR DRAINAGE

12" MIN BEYOND

ROOTBALL TYP.

6" x 6'-0" AUGERED SUMP
BACKFILLED WITH LOOSELY

COMPACTED SITE SOIL, 1 PER
24" BOX, 2 PER >36" BOX
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LANDSCAPE NOTES

AND DETAILS

L-3.1

PLANTING NOTES

GENERAL

1. PLANTING PLAN IS DIAGRAMMATIC.  PLANT SYMBOLS TAKE PRECEDENCE OVER PLANT

QUANTITIES SPECIFIED. THE CONTRACTOR SHALL VERIFY ALL QUANTITIES SHOWN ON THE

PLANTING PLAN AND NOTIFY THE LANDSCAPE DESIGNER OF DISCREPANCIES BETWEEN

QUANTITIES AND THE SYMBOLS SHOWN, PRIOR TO SUBMITTING A BID.  IN THE EVENT THIS

NOTIFICATION IS NOT GIVEN, THE CONTRACTOR SHALL ASSUME RESPONSIBILITY FOR ANY

NECESSARY REVISIONS.

2. THE CONTRACTOR SHALL INSTALL AND MAINTAIN LANDSCAPE PLANTING IN ACCORDANCE

WITH ALL APPLICABLE LOCAL CODES, POLICIES AND GUIDELINES.

3. CONTRACTOR SHALL GIVE NOTICE OF PLANTING FIVE (5) BUSINESS DAYS PRIOR TO

INSTALLATION. CONTRACTOR SHALL STAGE PLANT MATERIAL PRIOR TO INSTALLATION FOR

LANDSCAPE DESIGNER'S REVIEW AND APPROVAL.  THE LANDSCAPE DESIGNER RESERVES

THE RIGHT TO ADJUST PLANTS AFTER INSTALLATION.

4. NO PLANTING SUBSTITUTIONS SHALL BE APPROVED BY LANDSCAPE DESIGNER ON SITE

WITHOUT PRIOR APPROVAL.

5. ALL PROPERTY OR ITEMS DAMAGED BY THE CONTRACTOR'S WORK SHALL BE REPLACED OR

REPAIRED TO ITS ORIGINAL CONDITION AT CONTRACTOR'S EXPENSE.

6. CONTRACTOR SHALL PROVIDE A SUBMITTAL OF ALL PLANTING RELATED MATERIALS TO THE

LANDSCAPE DESIGNER FOR APPROVAL PRIOR TO INSTALLATION.  THIS INCLUDES, BUT IS

NOT LIMITED TO: LIST OF PROPOSED PLANTS (SHOWING GENUS AND  SPECIES), TREE

PROTECTION MATERIALS, SOIL REPORT FOR EXISTING SOIL, SOIL REPORT FOR ALL

IMPORTED SOIL, SOIL AMENDMENTS, FERTILIZERS, HERBICIDES, PESTICIDES, MULCH,

STAKING/GUYING MATERIALS, ROOT BARRIERS AND NURSERY RECEIPTS SHOWING PROOF

OF CORRECT PLANT MATERIAL.

SOIL PREPARATION & FINE GRADING

1. SOIL PREPARATION IS REQUIRED IN ALL PLANTING AREAS.

2. PRIOR TO ANY EXCAVATION, THE CONTRACTOR SHALL OBTAIN AN UNDERGROUND SERVICE

ALERT I.D. NUMBER, TWO (2) WORKING DAYS SHALL BE ALLOWED AFTER THE I.D NUMBER IS

OBTAINED AND BEFORE THE EXCAVATION WORK IS STARTED SO THAT UTILITY OWNERS

CAN BE NOTIFIED.

3. CONTRACTOR SHALL SUBMIT A SOIL ANALYSIS REPORT FROM WALLACE LABORATORIES

(310) 615-0116 (OR AN ACCEPTED EQUIVALENT) TO LANDSCAPE DESIGNER PRIOR TO

BEGINNING WORK.  SOIL RECOMMENDATIONS FROM ANALYSIS SHALL SUPERCEDE THE

AMENDMENTS SPECIFIED BELOW.

4. ALL EXISTING PLANT MATERIAL TO BE REMOVED EXCEPT WHERE NOTED ON PLAN (REFER

TO PLANT LIST FOR ADDITIONAL REMARKS ON SPECIFIC PLANTS).

5. FINAL GRADING SHALL BE APPROVED BY THE LANDSCAPE DESIGNER AND CIVIL ENGINEER

IN THE FIELD AFTER SOIL PREPARATION AND PRIOR TO PLANTING.  ALL PLANTING AREAS

SHALL BE GRADED TO THE ELEVATIONS INDICATED ON THE CIVIL ENGINEER'S PLANS, OR 2"

BELOW PAVING.

6. CONTRACTOR SHALL MAINTAIN A MINIMUM OF 2% DRAINAGE AWAY FROM ALL BUILDINGS,

STRUCTURES AND WALLS.  FINISHED GRADES SHALL BE SMOOTHED TO ELIMINATE

PUDDLING OR STANDING WATER. EXCESS SOIL FROM LANDSCAPE GRADING TO BE

REMOVED AND DISPOSED OF OFF-SITE BY CONTRACTOR.

7. REFER TO CIVIL ENGINEER DRAWINGS FOR GRADING AND DRAINAGE INFORMATION AND

OTHER RELATED NON-LANDSCAPE WORK.  VERIFY ON-SITE AND REPORT DISCREPANCIES

TO LANDSCAPE DESIGNER BEFORE START OF WORK.

8. PRIOR TO PLANTING, IRRIGATION SYSTEMS SHALL BE FULLY OPERATIONAL AND APPROVED

BY THE LANDSCAPE DESIGNER.

9. CONTRACTOR SHALL APPLY A CONTACT HERBICIDE, WHERE WEEDS ARE PRESENT, PER

MANUFACTURERS SPECIFICATIONS A MINIMUM OF TEN (10) DAYS PRIOR TO

COMMENCEMENT OF PLANTING OR IRRIGATION WORK.  WEEDS SHALL BE ALLOWED TO

COMPLETELY DIE BACK, INCLUDING THE ROOTS BEFORE PROCEEDING WITH WORK.

10. EXISTING COMPACTED SOIL IN ALL PLANTING AREAS SHALL BE RIPPED TO A DEPTH OF

EIGHTEEN (18) INCHES PRIOR TO SOIL AMENDMENT WORK.

11. SOIL FILL AND BACKFILL MIX:  SHALL CONTAIN NO MORE THAN 20% CLAY (EXPANDABLE

MATERIAL) AND HAVE A PH RANGE BETWEEN 6.0 - 8.0.  MIX SHALL BE FREE OF DEBRIS, ANY

NOXIOUS WEEDS AND INGREDIENTS OR OBJECTS THAT ARE DETRIMENTAL TO HEALTHY

PLANT GROWTH.  IMPORT ADDITIONAL TOPSOIL ONLY AS REQUIRED TO BRING PLANTING

AREAS UP TO FINISH GRADE. SEE CIVIL ENGINEER'S DRAWINGS.

12. SOIL AMENDMENTS:  APPLY SIX (6) CUBIC YARDS OF WELL COMPOSTED ORGANIC MATERIAL

AND TWENTY-FIVE (25) POUNDS OF COMMERCIAL FERTILIZER 16-6-8 PER 1,000 SQUARE

FEET OF PLANTING.  TILL INTO THE SOIL A MINIMUM OF SIX (6) TO EIGHT (8) INCHES IN BOTH

DIRECTIONS.

13. SHRUB AND TREE BACKFILL MIX:  PER CUBIC YARD - 50% NATIVE SOIL, 25% COMPOST, 25%

FINE   SAND, 2 LBS. OF 6-20-20 COMMERCIAL FERTILIZER (3 LBS. OF CALCIUM CARBONATE

LIME, 3 LBS. OF DOLOMITE LIME) AND 1 LB. OF IRON SULFATE.  REFER TO PLANTING

DETAILS.

14. IN AREAS WHERE PAVING IS BEING REMOVED FOR A NEW/PROPOSED TREE WELL, THE

CONTRACTOR SHALL REMOVE THE EXCAVATED SOIL AND BACKFILL THE TREE WELL

PLANTING PIT WITH CLASS 'A' TOPSOIL SUITABLE FOR PLANT GROWTH. AMEND PER NOTES.

15. PLANT TABLETS FOR PLANT PITS:  SHALL BE AGRIFORM 20-10-5 AND 21 GRAMS OR

ACCEPTED SUBSTITUTION.  AGRIFORM IS BY SIERRA CHEMICAL COMPANY.  QUANTITIES

SHALL BE:

1 TABLET FOR 1 GALLON CONTAINER PLANTS

3 TABLETS FOR 5 GALLON CONTAINER PLANTS

5 TABLETS FOR 15 GALLON CONTAINER PLANTS

1 TABLET FOR EACH ½" OF TRUNK DIAMETER OF SPECIMEN TREES

PLANTING:

1. ALL PLANT MATERIALS SHALL BE APPROVED AT THE NURSERY OR BY PHOTO  BY

LANDSCAPE DESIGNER PRIOR TO INSTALLATION.  UNLESS OTHERWISE DIRECTED, ALL

TREES TO BE TAGGED BY THE LANDSCAPE DESIGNER.  CONTRACTOR SHALL GIVE

LANDSCAPE DESIGNER FIVE (5) DAYS ADVANCE NOTICE PRIOR TO PLANTING TO ALLOW

FOR SUFFICIENT TIME FOR LANDSCAPE DESIGNER TO APPROVE SELECTED MATERIALS.

2. CONTRACTOR SHALL PROVIDE PHOTOS OF ALL PLANT MATERIAL WITH SCALE REFERENCE

FOR APPROVAL PRIOR TO DELIVERY AND INSTALLATION ON SITE.

3. PLANT MATERIAL SHALL NOT BE ROOT BOUND.  FIVE (5) GALLON PLANTS AND LARGER

SHALL HAVE BEEN GROWN IN CONTAINERS FOR A MIN. OF SIX (6) MONTHS AND A MAX. OF

TWO (2) YEARS.  PLANT MATERIALS SHALL EXHIBIT HEALTHY GROWTH AND BE FREE OF

DISEASES AND PESTS.

4. PROVIDE MATCHING FORMS AND SIZES FOR ALL PALMS.  ONLY A ONE (1) FOOT VARIANCE

FROM SPECIFIED SIZE WILL BE PERMITTED.

5. PROVIDE LINEAR (NOT CIRCULAR) ROOT BARRIERS FOR ALL TREES IN TREE WELLS AND/OR

WITHIN FIVE (5) FEET OF PAVING.  CONTRACTOR TO INSTALL PER MANUFACTURER'S

INSTRUCTIONS.

6. PLANT PITS SHALL BE TWICE THE SIZE OF THE ROOTBALL OR DESIGNATED NURSERY

CONTAINER.

7. ALL TREES SHALL BE DOUBLE STAKED AND TIED USING ZIP-IT TREE TIES (OR APPROVED

EQUAL), UNLESS OTHERWISE DIRECTED.

8. DO NOT PRUNE NEWLY PLANTED TREES UNLESS DIRECTED BY THE LANDSCAPE DESIGNER.

9. CONTRACTOR SHALL APPLY A CONSISTENT LAYER OF MULCH TO ALL PLANTING AREAS, NO

LESS THAN 3" IN THICKNESS.  MULCH SHALL BE PULLED BACK 3" FROM THE BASE OF

SHRUBS AND TREE CROWNS.  MULCH SHALL BE 1/2" TO 1" SIZE BARK PIECES, BROWN

COLOR, NOT BLACK OR RED.

GUARANTEE & MAINTENANCE PERIOD

1. CONTRACTOR SHALL MAINTAIN ALL PLANTINGS FOR A PERIOD OF NINETY (90) DAYS AFTER

COMPLETION   AND ACCEPTANCE BY LANDSCAPE ARCHITECT/DESIGNER. ALL AREAS SHALL

BE KEPT CLEAN, WATERED AND WEED-FREE. THE MAINTENANCE PERIOD SHALL INCLUDE

THE FOLLOWING SCOPE OF WORK:

A.  WATERING OF ALL PLANT MATERIAL AS REQUIRED TO MAINTAIN & ESTABLISH PLANT

HEALTH.

B.  WEEDING AND REMOVAL OF ALL WEEDS

C.  REPLACEMENT OF ANY DEAD, DYING, OR DAMAGED TREES, SHRUBS, OR GROUND

COVERS.

D.  FILLING AND REPLANTING OF ANY LOW AREAS WHICH MAY CAUSE STANDING WATER.

E.  FILLING OF DEPLETED MULCH AREAS.

F. ADJUSTING OF SPRINKLER HEADS AND WATERING PATTERN.

H.  WEEKLY REMOVAL OF ALL TRASH, LITTER, CLIPPINGS, AND ALL FOREIGN DEBRIS.

2. PRIOR TO END OF MAINTENANCE PERIOD, CONTRACTOR SHALL CONTACT OWNER AND

ARRANGE FOR A FINAL WALK THROUGH.  OWNER MUST ACCEPT ALL MAINTAINED AREAS IN

WRITING PRIOR TO END OF MAINTENANCE PERIOD.  OWNER SHALL BE RESPONSIBLE FOR

ARRANGEMENTS FOR FUTURE MAINTENANCE AFTER MAINTENANCE PERIOD AND FINAL

WALK THROUGH.

3. THE CONTRACTOR SHALL GUARANTEE ALL PLANT MATERIAL IN TERMS OF VIGOROUS

GROWTH AND HEALTH FOR THE FOLLOWING TIME PERIODS:  GROUND COVERS SHALL BE

GUARANTEED FOR A PERIOD OF SIXTY (60) DAY, SHRUBS SHALL BE GUARANTEED FOR A

PERIOD OF NINETY (90) DAYS, AND TREES SHALL BE GUARANTEED TO LIVE AND GROW IN

AN ACCEPTABLE UPRIGHT POSITION FOR A PERIOD OF ONE (1) YEAR AFTER COMPLETION

OF THE SPECIFIED MAINTENANCE PERIOD AND FINAL ACCEPTANCE.

4. THE CONTRACTOR HAS FIFTEEN (15) DAYS FROM THE TIME OF WRITTEN NOTIFICATION BY

THE LANDSCAPE ARCHITECT/DESIGNER TO REMOVE AND REPLACE ALL GUARANTEED

PLANT MATERIALS AT NO ADDITIONAL COST TO THE OWNER.  THE LANDSCAPE

ARCHITECT/DESIGNER SHALL BE THE SOLE JUDGE OF THE PLANT MATERIAL CONDITION.

REPLACEMENT SHALL BE MADE WITH PLANT MATERIALS AS INDICATED OR SPECIFIED ON

THE ORIGINAL PLANS, AND ALL SUCH REPLACEMENT MATERIALS SHALL BE GUARANTEED

FROM THE TIME OF REPLACEMENT AS SPECIFIED FOR THE ORIGINAL MATERIAL

GUARANTEE.

LANDSCAPE EDGING

SCALE: 3" = 1'-0"

5

TREE PLANTING

SCALE: 3" = 1'-0"

1

ON-CENTER TRIANGULAR PLANT SPACING

SCALE: 3" = 1'-0"

3

GROUND COVER DETAIL

SCALE: N.T.S.

4

SHRUB PLANTING DETAIL

SCALE: N.T.S.
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Ground Floor Plan

2nd Floor Plan

IRRIGATION

PLAN

L-4.0

1. PROTECT ALL EXISTING LANDSCAPING. ANY EXISTING LANDSCAPING REMOVED OR DAMAGED SHALL BE PROPERLY REPLACED,

INCLUDING SOD, AS DIRECTED BY THE LANDSCAPE ARCHITECT.

VERIFY THAT FENCING HAS BEEN PROVIDED AROUND EXISTING TREES, LOCATED AT THE DRIPLINE (LINE OF FURTHEST BRANCH OF2.

TREE PLUS 3 FT.) NOTIFY LANDSCAPE ARCHITECT TO REVIEW AND APPROVE FINAL FENCING LOCATION AND PROPOSED IRRIGATION

DRYING OF EXISTING ROOTS. LANDSCAPE ARCHITECT TO APPROVE ALL TRENCHING AND EXCAVATIONS PRIOR TO ACTUAL

SYSTEM LAYOUT AND TRENCHING IN THE VICINITY OF EXISTING TREES TO BE RETAINED.

ARCHITECT, TO OBTAIN APPROVAL PRIOR TO TRENCHING. WHERE ROOTS ARE ENCOUNTERED OUTSIDE THE DRIPLINE, CONTRACTOR

EXISTING TREE BE TRENCHED FOR IRRIGATION LINES. CONFIRM TRENCHING LOCATIONS AT EXISTING TREES WITH LANDSCAPE

DO NOT USE DITCHING MACHINE WITHIN THE DRIPLINE OF EXISTING TREES. IN NO CASE SHALL MORE THAN TWO SIDES OF AN4.

TO HAND TRIM THE WALL OF THE TRENCH ADJACENT TO THE TREE, MAKING CLEAN CUTS THROUGH. PAINT ROOTS (1) INCH AND

LARGER IN DIAMETER WITH TWO COATS OF TREE SEAL OR EQUIVALENT OR PER LANDSCAPE ARCHITECT'S DIRECTIONS. CLOSE

TRENCHES ADJACENT TO TREE WITHIN 24 HOURS. WHERE THIS IS NOT POSSIBLE, SHADE THE SIDE OF THE TRENCH ADJACENT TO THE

EXISTING TREE WITH BURLAP OR CANVAS.

3. DO NOT EXCAVATE OR INSTALL IRRIGATION MATERIALS OR EQUIPMENT WITHIN THE DRIPLNE OF EXISTING TREES. DO NOT PERMIT

SPRINKLER HEADS TO SPRAY ONTO OR WITHIN 5 FT. OF THE TRUNKS OF THE EXISTING TREES. USE ALL POSSIBLE CARE TO AVOID

INJURY TO EXISTING TREES AND TREE ROOTS. EXCAVATE BY HAND IN AREAS WHERE (1) INCH AND LARGER ROOTS OCCUR. TUNNEL

UNDER ALL ROOTS (1) INCH AND LARGER IN DIAMETER AND HEAVILY WRAP WITH BURLAP TO PREVENT SCARRING OR EXCESSIVE

EXISTING LANDSCAPE NOTE

COMMENCMENT OF IRRIGATION INSTALLATION.

1. PRESSURE REGULATING DEVICES ARE REQUIRED IF WATER PRESSURE EXCEEDS THE RECOMMENDED PRESSURE OF THE

2.

SPECIFIED IRRIGATION DEVICE(S).

CHECK VALVES OR ANTI-DRAIN VALVES ARE REQUIRED ON ALL SPRINKLER HEADS WHERE LOW POINT DRAINAGE COULD OCCUR.

3. SYSTEM HAS COMPLIED WITH THE CRITERIA OF THE ORDINANCE AND APPLIED THEM FOR THE EFFICIENT USE OF WATER IN THE

4. THE FINAL SET OF LANDSCAPE AND IRRIGATION PLANS SHALL BEAR THE SIGNATURE OF A LICENSED LANDSCAPE ARCHITECT,

5.

LICENSED LANDSCAPE CONTRACTOR, CERTIFIED IRRIGATION DESIGNER, LICENSED ARCHITECT, LICENSED ENGINEER, LICENSED LAND

A DIAGRAM OF THE IRRIGATION PLAN SHOWING HYDROZONES SHALL BE KEPT WITH THE IRRIGATION CONTROLLER FOR SUBSEQUENT

MANAGEMENT PURPOSES.

6. A CERTIFICATE OF COMPLETION SHALL BE FILLED OUT AND CERTIFIED BY EITHER THE DESIGNER OF THE LANDSCAPE PLANS,

7.

IRRIGATION PLANS OR THE LICENSED LANDSCAPE CONTRACTOR FOR THE PROJECT.

AN IRRIGATION AUDIT REPORT SHALL BE COMPLETED AT THE TIME OF FINAL INSPECTION.

SURVEYOR OR PERSONAL PROPERTY OWNER.

IRRIGATION CERTIFICATION STATEMENT

LANDSCAPE DESIGN PLANS.

INFORMATION WAS OBTAINED ON OCT. 31, 2018, CONTACT NO. (310) 458-8535.

CONTRACTOR SHALL VERIFY THE ABOVE PRESSURE BEFORE INSTALLATION.

IF INFORMATION CONFLICTS, NOTIFY THE OWNER FOR INFORMATION

FAILURE TO DO SO MAY RESULT IN CONTRACTOR BEING RESPONSIBLE

AT THE CITY OF SANTA MONICA WATER DIVISION.

STATIC WATER PRESSURE WAS OBTAINED FROM MR. PETER SELLERS.

MINIMUM SYSTEM DESIGN CRITERIA IS BASED ON 47 P.S.I. USING 4.0 G.P.M.

STATIC WATER PRESSURE AT THIS LOCATION IS 75-85 P.S.I.

P.O.C. & MINIMUM DESIGN CRITERIA

FOR ANY CHANGES REQUIRED AS A RESULT.

(EXISTING) WATER METER: 3/4" NEPTUNE

(EXISTING) SERVICE LINE TYPE: 1" COPPER

PROOFED, PER INDUSTRY STANDARDS. CONNECTION POINTS BETWEEN COPPER PIPING (PROVIDED BY PLUMBING CONTRACTOR)

TYPE "K" TYPE PIPING SHALL BE USED WHEN INSTALLING LINES WITHIN STRUCTURE AND ALL PENETRATIONS SHALL BE BE WATER-

TYPICAL - ALL LINES INSTALLED WITHIN STRUCTURE SHALL BE INSTALLED BY A LICENSED AND BONDED PLUMBING CONTRACTOR.

AMD PVC IRRIGATION PIPING. PIPE STUB OUTS SHALL HAVE A LINE SIZED SWEAT x FIPT COPPER ADAPTER PROVIDED FOR CONNECTION

TO THE IRRIGATION PIPING. USE A LINE SIZED x 6" SCH. 80 T.O.E. PVC NIPPLE AND A LINE SIZED PVC COUPLING FOR THE CONNECTION.

EXACT SIZE, ROUTING AND LOCATION OF STUB OUTS SHALL BE COORDINATED AND VERIFIED ON SITE PRIOR TO START OF CONST-

RUCTION. DUE TO SCALE OF DRAWINGS, LINES SHOWN ON PLANS ARE DIAGRAMMATIC ONLY. PIPING ROUTED THROUGH PLANTERS

ON-STRUCTURE NOTE

STRUCTURE, SHALL BE INSTALLED BY AND PART OF PLUMBING CONTRACT. 

AutoCAD SHX Text
20% RAMP

AutoCAD SHX Text
10% RAMP

AutoCAD SHX Text
5 % RAMP

AutoCAD SHX Text
A

AutoCAD SHX Text
M

AutoCAD SHX Text
S

AutoCAD SHX Text
R

AutoCAD SHX Text
TYP. ALL LINES INSTALLED ON/IN STRUCTURE SHALL BE PROVIDED AND INSTALLED BY PLUMBING CONTRACTOR. IRRIGATION CONTRACTOR TO COORDINATE WITH PROPER TRADES ON SITE, PRIOR TO START OF CONSTRUCTION TO ENSURE PROPER STUB OUTS ARE PROVIDED.

AutoCAD SHX Text
1

AutoCAD SHX Text
12

AutoCAD SHX Text
2

AutoCAD SHX Text
14

AutoCAD SHX Text
13

AutoCAD SHX Text
4

AutoCAD SHX Text
8

AutoCAD SHX Text
6

AutoCAD SHX Text
5

AutoCAD SHX Text
7

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
10

AutoCAD SHX Text
10

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
1"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
9

AutoCAD SHX Text
A7

AutoCAD SHX Text
1"

AutoCAD SHX Text
TREES

AutoCAD SHX Text
  1.00

AutoCAD SHX Text
A4

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 0.47

AutoCAD SHX Text
TYP. ( ") NON-PRESSURE LINE UP TO 34") NON-PRESSURE LINE UP TO 2ND LEVEL PLANTER. EXACT SIZE, ROUTING THROUGH STRUCTURE TO BE DETERMINED ON SITE. ALL LINES INSTALLED ON/IN STRUCTURE SHALL BE PROVIDED AND INSTALLED BY PLUMBING CONTRACTOR. IRRIGATION CONTRACTOR TO COORDINATE WITH PROPER TRADES ON SITE, PRIOR TO START OF CONSTRUCTION TO ENSURE PROPER STUB OUTS ARE PROVIDED.

AutoCAD SHX Text
A3

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 3.00

AutoCAD SHX Text
A2

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 2.13

AutoCAD SHX Text
A1

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 2.70

AutoCAD SHX Text
A5

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
TREES

AutoCAD SHX Text
  4.0

AutoCAD SHX Text
A6

AutoCAD SHX Text
1"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
  1.75

AutoCAD SHX Text
A8

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 3.25

AutoCAD SHX Text
A9

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 0.39

AutoCAD SHX Text
A10

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 0.24

AutoCAD SHX Text
A11

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 0.30

AutoCAD SHX Text
A12

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 2.94

AutoCAD SHX Text
A13

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 1.62

AutoCAD SHX Text
A14

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 2.51

AutoCAD SHX Text
A15

AutoCAD SHX Text
3/4"

AutoCAD SHX Text
 SHRUB

AutoCAD SHX Text
 2.65

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
9

AutoCAD SHX Text
9

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
1"

AutoCAD SHX Text
WM

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
3

AutoCAD SHX Text
5

AutoCAD SHX Text
11

AutoCAD SHX Text
?

AutoCAD SHX Text
TYP. ( ") NON-PRESSURE LINE DOWN 34") NON-PRESSURE LINE DOWN TO GROUND LEVEL PLANTER AND VALVE LOCATION. EXACT SIZE, ROUTING THROUGH STRUCTURE TO BE DETERMINED ON SITE. ALL LINES INSTALLED ON/IN STRUCTURE SHALL BE PROVIDED AND INSTALLED BY PLUMBING CONTRACTOR. IRRIGATION CONTRACTOR TO COORDINATE WITH PROPER TRADES ON SITE, PRIOR TO START OF CONSTRUCTION TO ENSURE PROPER STUB OUTS ARE PROVIDED.

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
4

AutoCAD SHX Text
3

AutoCAD SHX Text
/

AutoCAD SHX Text
"

AutoCAD SHX Text
F-ARE

AutoCAD SHX Text
GIOVANNI D. FRUTTALDO, AIA NCARB

AutoCAD SHX Text
FRUTTALDO

AutoCAD SHX Text
ARCHITECTURAL

AutoCAD SHX Text
ENVIRONMENTS

AutoCAD SHX Text
8400 De Longpre Ave

AutoCAD SHX Text
West Hollywood, CA 90069

AutoCAD SHX Text
t 917.319.3425   917.319.3425  917.319.3425  

AutoCAD SHX Text
gio@f-are.com 

AutoCAD SHX Text
www.f-are.com

AutoCAD SHX Text
SM 949 10 TH

AutoCAD SHX Text
949 10  STREET TH STREET SANTA MONICA, CA 90403

AutoCAD SHX Text
0

AutoCAD SHX Text
8'

AutoCAD SHX Text
4'

AutoCAD SHX Text
16'

AutoCAD SHX Text
1/8" = 1'-0"

AutoCAD SHX Text
5873 S. Orlando Avenue - L.A. - CA. 90056-1632

AutoCAD SHX Text
E-mail: iroque@roque-irrigation.com

AutoCAD SHX Text
Ph: 323 . 348 . 4252

AutoCAD SHX Text
rrigation

AutoCAD SHX Text
oque

AutoCAD SHX Text
`

AutoCAD SHX Text
onsultants,

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
R

AutoCAD SHX Text
LLC



Issued For:

No: Description Date

Consultants

Architect's Stamp

Key Section

Key Plan

Sheet Name

Copyright    2018 F-ARE. If Dwg is not 24" x 36", it is reduced

OFFICE OF THE DESIGNED LANDSCAPE

1131 SUPERBA AVE.

VENICE, CA 90291

213-362-7397

LANDSCAPE ARCHITECT

ARB SUBMITTAL

NOT FOR

CONSTRUCTION

CA LA LICENSE 3752

12/24/19

IRRIGATION

LEGENDS &

NOTES

L-4.1

SPRINKLER HEAD LEGEND

A

S

IRRIGATION EQUIPMENT LEGEND - WALL MOUNTED ACCESSORIES

45

1-1/2"

SHRUB

DETAIL SHEET & LEGEND FOR MODEL NO. AND TUBE SPACING (ROW SPACING SHALL BE

APPROVED BY LANDSCAPE ARCHITECT, PRIOR TO FINAL INSTALLATION OF SYSTEM, REFER TO

AND SYSTEM SHALL BE DETERMINED ON SITE. TUBING LAYOUT SHALL BE CHALKED IN AND

OF ANY DISCREPANCIES FOUND.

TO START OF CONSTRUCTION TO ENSURE SUFFICIENT PRESSURE IS AVAILABLE. NOTIFY ARCHITECT

A MINIMUM OF 12 IN. O.C. AND A MAXIMUM OF 18 IN. O.C.). DUE TO UNFORESEEN FIELD CONDITIONS,

TYPICAL - DENOTES IN-LINE EMITTER TUBING (GRID PATTERN). EXACT LAYOUT OF TUBING

AREAS. SHOWN OUTSIDE OF PLANTING AREAS FOR GRAPHIC CLARITY PURPOSES ONLY.

SHALL BE DETERMINED ON SITE. ALL EQUIPMENT SHALL BE INSTALLED WITHIN PLANTING

TYPICAL - IN-LINE EMITTER TUBING FLUSH-OUT & INDICATOR ASSEMBLY. EXACT LOCATION

EQUIPMENT AND ROUTING OF LINES SHALL BE DETERMINED ON SITE. ALL LOCATIONS

ARE FOR REASONS OF GRAPHIC CLARITY PURPOSES ONLY. EXACT LOCATION OF

WHENEVER POSSIBLE. LINES AND EQUIPMENT SHOWN OUTSIDE OF SHRUB/GC PLANTING AREAS

TYPICAL - ALL LINES AND EQUIPMENT SHALL BE INSTALLED INSIDE SHRUB/GC PLANTING AREAS

ON SITE PRIOR TO START OF CONSTRUCTION. INSTALLING CONTRACTOR SHALL COORDINATE

TYPICAL - P.O.C. TO (1") SERVICE LINE. EXACT SIZE & LOCATION OF P.O.C. TO BE DETERMINED

WITH THE GENERAL CONTRACTOR, PRIOR TO START OF CONSTRUCTION TO ENSURE PROPER

CONNECTION IS MADE. CONTRACTOR SHALL VERIFY PRESSURE AT CONNECTION POINT PRIOR

DETERMINED ON SITE. REFER TO LEGENDS AND DETAILS FOR MODEL AND INSTALLATION

TYPICAL - (2) FLOOD BUBBLERS PER TREE (MINIMUM). EXACT LOCATION AND LAYOUT TO BE

LOCATION TO BE DETERMINED ON SITE. REFER TO LEGEND AND DETAILS FOR MODEL AND

TYPICAL - DENOTES MASTER CONTROL VALVE (LINE SIZE) & (1") FLOW SENSOR ASSEMBLY. EXACT

SHALL BE SUBMITTED TO GENERAL CONTRACTOR & ARCHITECT THAT TESTING HAS BEEN DONE

RECOMMENDATION. ASSEMBLY SHOULD BE CALIBRATED AND TESTED. WRITTEN PROOF

AND ASSEMBLY IS IN PROPER WORKING CONDITION, PRIOR TO PROJECT SIGN-OFF.

CONSTRUCTION NOTES

TYPICAL - IRRIGATION CONTRACTOR SHALL INSTALL PVC SLEEVES FOR PIPING & WIRES, A

OF REFERENCE. SLEEVES SHALL BE INSTALLED UNDER ALL PAVING, HARDSCAPE, ETC. (2X

DELINEATED ON THE AS-BUILT DRAWINGS. MEASURED FROM TWO PERMANENT FIXED POINT

MINED ON SITE. ALL CROSSOVERS OF PIPING, WIRES, CABLES, ETC. SHALL BE NOTED AND

MINIMUM OF 6" INTO PLANTING AREAS. EXACT LOCATION OF CROSSOVERS SHALL BE DETER-

DIAMETER OF PIPE BEING SLEEVED AND SUFFICIENT SIZE FOR WIRES WITHOUT RESISTANCE).

TYPICAL - NEW (16) STATION AUTOMATIC "SMART" CONTROLLER ASSEMBLY (WALL MOUNTED).

PROVIDED BY OWNER. NOTIFY ARCHITECT IMMEDIATELY OF ANY DISCREPANCIES FOUND.

AND PROPER CONDUITS FOR WIRES HAVE BEEN PROVIDED AND LOCATED. ELECTRICAL SERVICE

TRADE ON SITE, TO ENSURE PROPER CONNECTION TO (120V.) ELECTRICAL SERVICE IS MADE

EXACT LOCATION OF CONTROLLER SHALL BE DETERMINED AND COORDINATED WITH PROPER

TYPE. EXACT LOCATION AND FINAL CONFIGURATION TO BE DETERMINED AND APPROVED

BY LANDSCAPE ARCHITECT PRIOR TO FINAL INSTALLATION AND BACKFILL OF ASSEMBLIES.

OF EQUIPMENT SHALL BE REVIEWED AND APPROVED BY LANDSCAPE ARCHITECT & ARCHITECT.

ADDITIONAL TUBING MAY NEED TO BE ADDED IN ORDER TO ACHIEVE A MORE EFFECTIVE

COVERAGE. NOTIFY LANDSCAPE ARCHITECT OF ANY MAJOR DISCREPANCIES FOUND ON SITE.

INSTALLATION TYPE. INSTALLING CONTRACTOR SHALL INSTALL ASSEMBLY PER MANUFACTURER

TO BE DETERMINED ON SITE. REFER TO LEGENDS AND DETAILS FOR MODEL AND INSTALLATION

TYPICAL - (1) SHRUB BUBBLER HEAD ASSEMBLY PER TREE/SHRUB. EXACT LOCATION AND LAYOUT

TYPE. EXACT LOCATION AND FINAL CONFIGURATION TO BE DETERMINED AND APPROVED

BY LANDSCAPE ARCHITECT.

TYPICAL - DENOTES (1" MIN.) LOW VOLTAGE WIRE CONDUIT (FROM CONTROLLER TO RAIN SENSOR). EXACT

TO ENSURE PROPER INSTALLATION.

GENERAL CONTRACTOR). IRRIGATION CONTRACTOR SHALL COORDINATE WITH PROPER TRADES ON SITE

ROUTING AND LOCATION OF CONDUIT TO BE DETERMINED ON SITE (COORDINATE INSTALLATION WITH

TYPICAL - DENOTES LOCATION OF RAIN SENSOR/WEATHER STATION (WALL MOUNTED) ON ROOF LEVEL

SCAPE ARCHITECT.

LOCATION OF RAIN SENSOR/WEATHER STATION TO BE DETERMINED ON SITE AND APPROVED BY LAND-

TO CONTROLLER LOCATION, TO BE DETERMINED AND APPROVED BY LANDSCAPE ARCHITECT. EXACT

WITH NO OVERHEAD OBSTRUCTIONS. REQUIRED ELECTRICAL CONDUIT (SIZE AS NOTED) DOWN

TYPICAL - DENOTES GATE/SECTIONAL VALVE. EXACT LOCATION TO BE DETERMINED ON SITE.

M

TYPICAL - DENOTES (1") SUB-METER ASSEMBLY. EXACT LOCATION TO BE DETERMINED ON SITE. METER

ADDITIONAL INFORMATION.

ASSEMBLY TO BE INSTALLED WITHIN RECTANGULAR VALVE BOX. REFER TO DETAIL NO. 14 FOR 

R

TYPICAL - DENOTES PRESSURE REGULATOR (LINE SIZE). EXACT LOCATION TO BE DETERMINED ON SITE.

ADDITIONAL INFORMATION. PRESSURE REGULATOR SET TO 60 P.S.I. (DELIVERY PRESSURE).

ASSEMBLY TO BE INSTALLED WITHIN RECTANGULAR VALVE BOX. REFER TO DETAIL NO. 16 FOR 
A1

TYPICAL - DENOTES (1" MIN.) LOW VOLTAGE WIRE CONDUIT (FROM CONTROLLER TO FLOW SENSOR). EXACT

TO ENSURE PROPER INSTALLATION.

GENERAL CONTRACTOR). IRRIGATION CONTRACTOR SHALL COORDINATE WITH PROPER TRADES ON SITE

ROUTING AND LOCATION OF CONDUIT TO BE DETERMINED ON SITE (COORDINATE INSTALLATION WITH

WM
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OFFICE OF THE DESIGNED LANDSCAPE

1131 SUPERBA AVE.

VENICE, CA 90291

213-362-7397

LANDSCAPE ARCHITECT

ARB SUBMITTAL

NOT FOR

CONSTRUCTION

CA LA LICENSE 3752

12/24/19

IRRIGATION

NOTES

L-4.2

GENERAL SPECIFICATIONS

1. PROTECT ALL EXISTING LANDSCAPING. ANY EXISTING LANDSCAPING REMOVED OR DAMAGED SHALL BE PROPERLY REPLACED,

INCLUDING SOD, AS DIRECTED BY THE LANDSCAPE ARCHITECT.

VERIFY THAT FENCING HAS BEEN PROVIDED AROUND EXISTING TREES, LOCATED AT THE DRIPLINE (LINE OF FURTHEST BRANCH OF2.

TREE PLUS 3 FT.) NOTIFY LANDSCAPE ARCHITECT TO REVIEW AND APPROVE FINAL FENCING LOCATION AND PROPOSED IRRIGATION

DRYING OF EXISTING ROOTS. LANDSCAPE ARCHITECT TO APPROVE ALL TRENCHING AND EXCAVATIONS PRIOR TO ACTUAL

SYSTEM LAYOUT AND TRENCHING IN THE VICINITY OF EXISTING TREES TO BE RETAINED.

ARCHITECT, TO OBTAIN APPROVAL PRIOR TO TRENCHING. WHERE ROOTS ARE ENCOUNTERED OUTSIDE THE DRIPLINE, CONTRACTOR

EXISTING TREE BE TRENCHED FOR IRRIGATION LINES. CONFIRM TRENCHING LOCATIONS AT EXISTING TREES WITH LANDSCAPE

DO NOT USE DITCHING MACHINE WITHIN THE DRIPLINE OF EXISTING TREES. IN NO CASE SHALL MORE THAN TWO SIDES OF AN4.

TO HAND TRIM THE WALL OF THE TRENCH ADJACENT TO THE TREE, MAKING CLEAN CUTS THROUGH. PAINT ROOTS (1) INCH AND

LARGER IN DIAMETER WITH TWO COATS OF TREE SEAL OR EQUIVALENT OR PER LANDSCAPE ARCHITECT'S DIRECTIONS. CLOSE

TRENCHES ADJACENT TO TREE WITHIN 24 HOURS. WHERE THIS IS NOT POSSIBLE, SHADE THE SIDE OF THE TRENCH ADJACENT TO THE

EXISTING TREE WITH BURLAP OR CANVAS.

3. DO NOT EXCAVATE OR INSTALL IRRIGATION MATERIALS OR EQUIPMENT WITHIN THE DRIPLNE OF EXISTING TREES. DO NOT PERMIT

SPRINKLER HEADS TO SPRAY ONTO OR WITHIN 5 FT. OF THE TRUNKS OF THE EXISTING TREES. USE ALL POSSIBLE CARE TO AVOID

INJURY TO EXISTING TREES AND TREE ROOTS. EXCAVATE BY HAND IN AREAS WHERE (1) INCH AND LARGER ROOTS OCCUR. TUNNEL

UNDER ALL ROOTS (1) INCH AND LARGER IN DIAMETER AND HEAVILY WRAP WITH BURLAP TO PREVENT SCARRING OR EXCESSIVE

EXISTING LANDSCAPE NOTE

COMMENCMENT OF IRRIGATION INSTALLATION.

MAINTENANCE SCHEDULE

MAINTENANCE SCHEDULES. A REGULAR MAINTENANCE SCHEDULE SATISFYING THE FOLLOWING CONDITIONS

SHALL BE SUBMITTED AS PART OF THE LANDSCAPE DOCUMENTATION PACKAGE.

LANDSCAPE SHALL BE MAINTAINED TO ENSURE WATER EFFICIENCY. A REGULAR MAINTENANCE SCHEDULE

SHALL INCLUDE, BUT NOT BE LIMITED TO, CHECKING, ADJUSTING AND REPAIRING IRRIGATION EQUIPMENT,

RESETTING THE AUTOMATIC CONTROLLER, AERATING AND DE-THATCHING TURF AREAS (IF APPLICABLE),

REPLENISHING MULCH, FERTILIZING, PRUNING AND WEEDING IN ALL LANDSCAPE AREAS.

WHENEVER POSSIBLE, REPAIR OF IRRIGATION EQUIPMENT SHALL BE DONE WITH THE ORIGINALLY SPECIFIED

MATERIALS OR THEIR EQUIVALENTS.

A LANDSCAPE IRRIGATION AUDIT SCHEDULE (PER CITY OF SANTA MONICA) IS RECOMMENDED. THE MAXIMUM

PERIOD BETWEEN AUDITS SHALL BE FIVE YEARS.

IRRIGATION AUDIT SCHEDULE

LANDSCAPE IRRIGATION AUDIT SCHEDULES. A SCHEDULE OF LANDSCAPE IRRIGATION AUDITS OF AT LEAST EVERY

FIVE YEARS MUST BE ESTABLISHED, FOR ALL BUT SINGLE-FAMILY RESIDENCES AND OTHER PROJECTS WITH A

LANDSCAPE AREA LESS THAN 1 ACRE (0.405 HA.). AS REQUIRED OR RECOMMENDED (CITY OF SANTA MONICA).

AN AUDIT SATISFYING THE FOLLOWING CONDITIONS SHALL BE SUBMITTED TO THE CITY OF SANTA MONICA AS

PART OF THE LANDSCAPE DOCUMENTATION PACKAGE.

AT A MINIMUM, AUDITS SHALL BE IN ACCORDANCE WITH THE LATEST STATE OF CALIFORNIA LANDSCAPE

WATER MANAGEMENT PROGRAM AS DESCRIBED IN THE LANDSCAPE IRRIGATION AUDITOR HANDBOOK,

PREPARED FOR THE CALIFORNIA DEPARTMENT OF WATER RESOURCES, WATER CONSERVATION OFFICE, THE

ENTIRE DOCUMENT, WHICH IS HEREBY INCORPORATED BY REFERENCE.

THE SCHEDULE SHALL PROVIDE FOR LANDSCAPE IRRIGATION AUDITS TO BE CONDUCTED BY A QUALIFIED

INDIVIDUAL AS DETERMINED BY THE DIRECTOR AT LEAST ONCE EVERY FIVE YEARS IN ACCORDANCE WITH THE

REQUIREMENTS OF CITY OF SANTA MONICA.

WATER AUDIT NOTE

THE CONTRACTOR WILL CONDUCT AN IRRIGATION AUDIT USING A CERTIFIED IRRIGATION AUDITOR,

AFTER THE FINAL FIELD OBSERVATION HAS BEEN COMPLETED AND ALL IRRIGATION COMPONENTS ARE

INSTALLED IN ACCORDANCE WITH THE PLANS AND SPECIFICATIONS AND THE IRRIGATION SYSTEM IS

ACCEPTED BY THE PROJECT ARCHITECT FOR MAINTENANCE.

THE IRRIGATION AUDIT WILL BE CONDUCTED IN ACCORDANCE WITH THE FOLLOWING SCHEDULE:

1. PLACE FLAGS AT EACH HEAD IN ZONE.

2. MEASURE SPACING AND MARK MID-POINTS BETWEEN HEADS.

3. PLACE WATER MEASURING RECEPTACLES.

4. TAKE READINGS OF WATER LEVEL IN RECEPTACLES AND RECORD RESULTS.

5. MEASURE HEAD PRESSURE IN EACH ZONE AND RECORD RESULTS.

6. AFTER COMPLETING ZONE ADVANCE TO NEXT ZONE AND REPEAT PROCEDURE.

7. SUBMIT THE RESULTS OF THE AUDIT TO THE PROJECT ARCHITECT.

THE IRRIGATION MAINTENANCE SCHEDULE TASKS LISTED BELOW ARE INTENDED AS MINIMUM

STANDARDS

AND MORE FREQUENT ATTENTION MAY BE REQUIRED DEPENDING ON THE PARTICULAR SITE CONDITION.

MAINTENANCE TASK: FREQUENCY:

1. CONTROLLER CABINET - OPEN CABINET AND CLEAN OUT DEBRIS AND

    REPLACE BATTERY AS NECESSARY. CHECK WIRING AND REPAIR AS

    NEEDED AND CHECK CLOCK AND RESET, IF NECESSARY. QUARTERLY

2. IRRIGATION SCHEDULE - ADJUST SCHEDULE FOR SEASONAL VARIATIONS

    AND OTHER CONDITIONS WHICH MAY AFFECT THE AMOUNT OF WATER

    NEEDED TO MAINTAIN PLANT HEALTH. ADJUST AS NECESSARY MONTHLY

3. P.O.C. - VISUALLY INSPECT COMPONENTS FOR LEAKS, PRESSURE SETTINGS,

    SETTLEMENT OR OTHER DAMAGES AFFECTING THE OPERATION OF A

    COMPONENT. REPAIR AS NEEDED. QUARTERLY

4. REMOTE CONTROL VALVES - ISOLATION VALVES AND QUICK COUPLER

    VALVES SHALL BE VISUALLY INSPECTED FOR LEAKS, SETTLEMENT,

    WIRE CONNECTIONS AND PRESSURE SETTINGS. REPAIR OR ADJUST AS

    NEEDED. QUARTERLY

5. MAINLINES AND LATERAL LINES - VISUALLY INSPECT FOR LEAKS OR

    SETTLEMENT OF TRENCH. QUARTERLY

6. SPRINKLERS - VISUALLY CHECK FOR ANY BROKEN MISALIGNED OR

    CLOGGED HEADS. HEADS WITH INCORRECT ARC, INADEQUATE

    COVERAGE OR OVER SPRAY AND LOW HEAD DRAINAGE, SHALL BE

    REPAIRED AND ADJUSTED AS NEEDED. WEEKLY

7. FILTERS AND STRAINERS - VISUALLY CHECK FOR LEAKS AND BROKEN

    FITTINGS. CLEAN, REPAIR AND FLUSH SCREENS AS NEEDED. MONTHLY

AUDIT SHALL BE IN ACCORDANCE WITH THE LATEST STATE OF CALIFORNIA LANDSCAPE WATER

MANAGEMENT PROGRAM AS DESCRIBED IN THE LATEST LANDSCAPE IRRIGATION AUDITOR HANDBOOK.

THE LANDSCAPE IRRIGATION AUDITS TO BE CONDUCTED BY A QUALIFIED INDIVIDUAL AND THE AUDIT

SCHEDULE SHALL BE CONDUCTED AT LEAST ONCE EVERY FIVE YEARS IN ACCORDANCE WITH THE

REQUIREMENTS OF CITY OF SANTA MONICA.

1. PRESSURE REGULATING DEVICES ARE REQUIRED IF WATER PRESSURE EXCEEDS THE RECOMMENDED PRESSURE OF THE

2.

SPECIFIED IRRIGATION DEVICE(S).

CHECK VALVES OR ANTI-DRAIN VALVES ARE REQUIRED ON ALL SPRINKLER HEADS WHERE LOW POINT DRAINAGE COULD OCCUR.

3. SYSTEM HAS COMPLIED WITH THE CRITERIA OF THE ORDINANCE AND APPLIED THEM FOR THE EFFICIENT USE OF WATER IN THE

4. THE FINAL SET OF LANDSCAPE AND IRRIGATION PLANS SHALL BEAR THE SIGNATURE OF A LICENSED LANDSCAPE ARCHITECT,

5.

LICENSED LANDSCAPE CONTRACTOR, CERTIFIED IRRIGATION DESIGNER, LICENSED ARCHITECT, LICENSED ENGINEER, LICENSED LAND

A DIAGRAM OF THE IRRIGATION PLAN SHOWING HYDROZONES SHALL BE KEPT WITH THE IRRIGATION CONTROLLER FOR SUBSEQUENT

MANAGEMENT PURPOSES.

6. A CERTIFICATE OF COMPLETION SHALL BE FILLED OUT AND CERTIFIED BY EITHER THE DESIGNER OF THE LANDSCAPE PLANS,

7.

IRRIGATION PLANS OR THE LICENSED LANDSCAPE CONTRACTOR FOR THE PROJECT.

AN IRRIGATION AUDIT REPORT SHALL BE COMPLETED AT THE TIME OF FINAL INSPECTION.

SURVEYOR OR PERSONAL PROPERTY OWNER.

IRRIGATION CERTIFICATION STATEMENT

LANDSCAPE DESIGN PLANS.
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IRRIGATION

DETAILS

L-4.3

LINE FLUSHING VALVE

INSTALLED IN PLANTER

TUBING START

CONNECTION

MALE ADAPTER

PVC OR POLY SUPPLY HEADER

TUBING START

CONNECTION

REMOTE CONTROL

VALVE W/ STRAINER

& PRV

TYP. PLANTER PERIMETER

BLANK TUBING

(CENTERED ON MOUND OR BERM)

IN-LINE EMITTER TUBING LATERAL

(12" O.C. MIN./18" O.C. MAX. ROW SPACING)

EMITTERS SHALL BE OFFSET TO

ADJACENT LINE

PERIMETER LATERALS

2"-4" MIN. FROM EDGE

TYP. EMITTER OUTLETS

(12" O.C. AT .60 GPH)

TYP. TUBING BURIED UNDER MULCH OR

(2") MIN.-(4") MAX. BELOW GRADE

PVC OR POLY EXHAUST HEADER

WIRE STAPLES (9") LONG, 5 FT. O.C.

SECURE TUBING W/ EPOXY COATED

NO SCALE

TYPICAL DRIP TUBING LAYOUT

RIC-2019

(GRID PATTERN)

PULLBOX PROVIDED BY G.C.

FINISH FLOOR, GRADE, ETC..

ELECTRICAL CONDUIT TO INDEPENDENT

SOURCE (CONTROL UNIT ELECTRICAL

CONTROL WIRING (AWG-UF TO

CONTROL UNIT AT TERMINALS)

24" MIN.

CONNECT TO EXISTING ELECT. SERVICE

1.

2.

3.

NO SCALE

TYPICAL AUTOMATIC CONTROLLER ASSEMBLY

ELECTRICAL CONDUIT FOR

RAIN/WEATHER SENSOR DEVICE

1-1/2" PVC SLEEVE WITH 1-1/2" LONG SLEEVE

PULLBOX TO MCV/FS ASSEMBLY

(MOUNTED ON ROOF TOP)

HUNTER MODEL NO. MWS-FR

MOUNTING POLE (SIZE AS NEEDED)

MOUNT TO SIDE OF ROOF TOP

FOR MORE ACCURATE TEMPERATURE SENSING, ROTATE ASSEMBLY

ARCHITECT FOR APPROVED LOCATION AND TO ENSURE PROPER INSTALLATION.

2.

(REFER TO DETAIL NO. 2)

(RAIN, WIND & FREEZING CONDITIONS)

COMMON WIRE TO BE WHITE AND CONTROL WIRE TO BE BLACK IN COLOR

NOTE:

NO SPLICES SHALL BE MADE BETWEEN CONTROLLER AND REMOTE

CONTROL VALVE. UNLESS OTHERWISE NOTED ON DRAWING.

CONTROL WIRING SEQUENCE CORRESPONDS TO OPERATING SEQUENCE OF

REMOTE VALVES & AUTOMATIC CONTROLLER UNIT STATION CONNECTION 

(SEE IRRIGATION PLAN FOR CORRECT VALVE SEQUENCE)

AUTOMATIC CONTROLLER ASSEMBLY

(WALL MOUNTED)

3" PVC SLEEVE WITH 3" LONG SLEEVE

REQUIRMENTS: 120V, 60CYC, 2A MAX.)

1 COMMON WIRE TO ALL R.C.V.'S

1 CONTROL WIRE TO EACH R.C.V.

STRAIGHT CONDULET FOR WIRE

CONNECTIONS USING WIRE UNIT

ELECTRICAL TAPE (TAPE WIRING

AT INTERVALS OF 10' O.C.)

TYPICAL BUILDING WALL

48"

RIC-2019(WALL MOUNT TYPE)

INSTALL RAIN/WEATHER SENSOR IN OPEN (DISCREET) AREA. EXACT LOCATION TO BE DETERMINED

INSTALLED PER MANUFACTURER RECOMMENDATION. CONTRACTOR TO ENSURE THERE ARE NO

OVERHEAD OBSTRUCTIONS. EXACT LOCATION TO BE DETERMINED ON SITE.

4.

WEATHER SENSOR

PARAPET WALL W/ CONDUIT CLAMPS

SENSOR LEAD WIRES

(ROUTED THROUGH CONDUIT DOWN

TO CONTROLLER

TYP.  WALL, BLDG FASCIA, ETC.

NOTE:

SO THAT THE THERMOSTAT PORTION POINT SOUTH.

1.

NO SCALE

TYPICAL WEATHER SENSOR ASSEMBLY

RIC-2019(HUNTER MWS-FR SERIES)

IRRIGATION CONTRACTOR SHALL COORDINATE INSTALLATION WITH LANDSCAPE

CONTRACTOR SHALL COORDINATE AS NECESSARY, REQUIRED LOW VOLTAGE WIRE CONDUIT

ON-STRUCTURE WITH PLUMBING CONTRACTOR, PRIOR TO START OF CONSTRUCTION, TO ENSURE

PROPER SERVICE IS PROVIDED TO ALL VALVE LOCATIONS. CONDUIT PROVIDED UNDER MECH. SECT.

5.

GV

1

3

4

2

7

9

8

PVC SCH 80 ADAPTOR

1/4"SQ 16GA. GALV. WELDED

WIRE MESH

PVC MAINLINE

THREE (3) BRICK SUPPORTS

3/4" GRAVEL (12" DEEP)

ROUND VALVE BOX

W/BOLT-DOWN COVER. HEAT

BRAND "GV" ON VALVE BOX LID

IN 2" HIGH CHARACTERS.

FINISH GRADE

GATE VALVE - LINE SIZE

BRASS NIPPLE

BRASS UNION

VALVE BOX EXTENSION (AS

REQUIRED)

6

5

10

11

NOTES:

1. ALL VALVE BOXES TO BE PLACED IN SHRUB AREAS WHERE POSSIBLE. SET VALVE BOX 1/2"

ABOVE FINISH GRADE IN LAWN AREAS, 1" IN PLANTING AREAS AND 12" MIN FROM 

EDGE OF HARDSCAPE.

2. CLOSED NIPPLES OR BUSHINGS ARE NOT ALLOWED.

3. USE TEFLON TAPE ON ALL THREADED PIPE. 1-1/2" WRAPS.

4.  NO GALVANIZED NIPPLES SHALL BE USED.

NO SCALE

TYPICAL GATE VALVE ASSEMBLY (1" TO 2")

RIC-2019

6

24" COILED EXPANSION LOOP.

WIRE CONNECTOR: DRI-SPLICE DS 100

CONNECTOR AND DS 300 SEALANT.

RECTANGULAR VALVE BOX W/ BOLT

DOWN COVER.HEAT BRAND "MV" ON

LID IN 2" HIGH CHARACTERS.

FINISH GRADE.

REMOTE CONTROL VALVE.

BRASS NIPPLE.

BRASS UNION.

PVC SCH 40 MALE ADAPTER.

MAIN LINE PIPE & FITTINGS.

1/4" SQ 16 GA. GALV. WELDED WIRE

MESH.

FOUR (4) BRICK SUPPORTS.

3/4" GRAVEL (12" DEEP).

M
V

NOTES:

1. ALL VALVE BOXES TO BE PLACED IN SHRUB AREAS WHERE POSSIBLE. SET VALVE BOX 1/2"

ABOVE FINISH GRADE IN LAWN AREAS, 1" IN PLANTING AREAS AND 12" MIN FROM 

EDGE OF HARDSCAPE.

2. CLOSED NIPPLES OR BUSHINGS ARE NOT ALLOWED.

3. USE TEFLON TAPE ON ALL THREADED PIPE. 1-1/2 WRAPS.

4.  NO GALVANIZED NIPPLES SHALL BE USED.

1

2

3

4

5

12

11

10

9

8

7

2

1

3

4

5

6

7

8

9

10

11

12

LEGEND:

5

LEGEND:

RECTANGULAR VALVE BOX W/

BOLT DOWN COVER. HEAT

BRAND "FS" ON LID IN 2" HIGH

CHARACTERS.

WIRE CONNECTOR: DRI-SPLICE

DS 100 CONNECTOR AND DS

300 SEALANT.

24" COILED EXPANSION LOOP.

FLOW SENSOR

MAINLINE.

NOTES:

1. ALL VALVE BOXES TO BE PLACED IN SHRUB AREAS WHERE POSSIBLE. SET VALVE BOX 1/2"

ABOVE FINISH GRADE IN LAWN AREAS, 1" IN PLANTING AREAS AND 12" MIN FROM 

EDGE OF HARDSCAPE.

2. CLOSED NIPPLES OR BUSHINGS ARE NOT ALLOWED.

3. USE TEFLON TAPE ON ALL THREADED PIPE. 1-1/2 WRAPS.

WELDED WIRE MESH 1/4"SQ 16GA.

GALV.

FOUR (4) BRICK SUPPORTS.

3/4" GRAVEL (12" DEEP).

FINISH GRADE.

1" (MIN.) SCH. 40 P.V.C. CONDUIT &

FITTINGS W/ COAXIAL SENSOR

CABLE.

TO CONTROLLER LOCATION.

(CONDUIT TO RUN FULL LENGTH

FROM SENSOR TO CONTROLLER.)

1

2

3

4

6

7

8

9

10

1

2

3

4

5

6

7

8

9

10

NO SCALE

TYPICAL MASTER CONTROL VALVE ASSEMBLY

RIC-2019
NO SCALE

TYPICAL FLOW SENSOR ASSEMBLY (BRASS)

RIC-2019

F
S

11

11

INSTALL MIN 6"

 ABOVE HIGHEST POINT

 OF DISCHARGE

30" LINEAR LENGTH OF WIRE, COILED

VALVE ID TAGS

ANTI-SIPHON VALVE

NO SCALE

TYPICAL ANTI-SYPHON VALVE ASSEMBLY

RIC-2019

(RAIN BIRD XACZ-075/100-PRF) 3/4"/1"

INSTALL MIN 6"

 ABOVE HIGHEST POINT

 OF DISCHARGE

30" LINEAR LENGTH OF WIRE, COILED

VALVE ID TAGS

ANTI-SIPHON VALVE

SCH. 40 PVC ELL

TO SYSTEM

NO SCALE

TYPICAL ANTI-SYPHON VALVE ASSEMBLY

RIC-2019

(RAIN BIRD 075/100-ASVF) 3/4"/1"

USE TEFLON TAPE ON ALL THREADED FITTINGS-1 1/2" WRAPS MAX.

NOTE:

1.

EXACT LOCATION OF VALVE TO BE DETERMINED ON SITE.2.

SCH. 40 PVC ELL

USE TEFLON TAPE ON ALL THREADED FITTINGS-1 1/2" WRAPS MAX.

NOTE:

1.

EXACT LOCATION OF VALVE TO BE DETERMINED ON SITE.2.

12" 12"

TO SYSTEM

43

765

8

1 2
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- INSTALLATION OF TUBING & LAYOUT SHALL BE APPROVED, ON SITE BY THE LANDSCAPE ARCHITECT,

- DRIPPERLINE TUBING SHALL BE INSTALLED IN PARALLEL ROWS.  

  STAPLES 5 FEET ON CENTER TO PREVENT SURFACING OF TUBING DURING BACKFILL.

- INSTALL TUBING AT CONSISTANT DEPTH BELOW GRADE.  SECURE TUBING WITH

NOTE:

12"

4" MAX.

9" LONG, 5 FEET ON CENTER

EPOXY COATED WIRE STAPLE

PVC LATERAL LINE PIPE OR

FLEXIBLE RISER, M x F

SCH. 40 PVC SxSxT TEE FITTING

LATERAL x LATERAL x 1/2" SIZE

1/2" x 6" SIZE

LENGTH AS REQUIRED

END NIPPLE, 1/2" SIZE

AMMENDED SOIL

FITTING.  TECH-LOC CONNECTIONS WITH O-RINGS

TO PVC LATERAL LINE, SL x SL x FA TEE

POLYETHELENE DRIP TUBING

INSTALL UNDER MULCH (4" MAX. BELOW GRADE)

PVC SCH. 80 THREADED ONE

NETAFIM TECH-LOCK TUBING FITTING FOR CONNECTION 

FINISHED GRADE

  PRIOR TO BACKFILLING OR MULCH COVER.

BLANK POLYETHELENE TUBING

NO SCALE

TYPICAL IN-LINE EMITTER TUBING INSTALLATION

RIC-2019 NO SCALE

TYPICAL DRIP TUBING FLUSH-OUT & OPERATION INDICATOR

RIC-2019

RAIN BIRD 1812 W PA-80 ADAPTOR & CAP

NO SCALE

TYPICAL ROOT WATERING SYSTEM FOR TREES

RIC-2019

(2 ASSEMBLIES PER TREE)

NOTE:

INSTALL ROOT WATERING SYSTEM

ASSEMBLIES IN RELATIONSHIP TO

TREE ACCORDING TO MFGR.

RECOMMENDATIONS. INSTALL

PRODUCT WITH TOP FLUSH WITH

FINISH GRADE.

1/2-INCH MALE NPT INLET

1/2-INCH 90-DEGREE ELBOW

1/2-INCH PVC SCH 80 NIPPLE

4-INCH BASKET WEAVE CANISTER

LATERAL PIPE

12-INCH SWING ASSEMBLY

(INCLUDED)

FINISH GRADE

PVC SCH 40 TEE OR EL

BUBBLER: RAIN BIRD 1401 0.25 GPM 

4-INCH GRATE (INCLUDED)

OR RWS SAND SOCK (RWS-SOCK)

OPTIONAL PEA GRAVEL 

FOR SANDY SOILS

  CANISTER)

  1/2" MALE NPT INLET, AND BASKET

  WITH RISER, GRATE, SWING ASSEMBLY, 

ROOT WATERING SYSTEM:

  RAIN BIRD RWS-B-C-1401

  (INCLUDES 1401 0.25 GPM BUBBLER

FINISH GRADE

BUBBLER ASSEMBLY BLOW-UP

2" MIN.

3
"

1
2

"

LEGEND:

BUBBLER HEAD PER PLAN

#4 REBAR DRIVEN 12" INTO

UNDISTURBED SOIL

STAINLESS STEEL CLAMP

FINISH GRADE

PVC SCH. 40 NIPPLE LENGTH AS

REQUIRED

NOTES:

1. MARLEX STREET ELLS SHALL NOT BE USED AS A SUBSTITUTE FOR PVC SCH. 40 STREET

ELLS.

2. ALL ASSEMBLIES SHALL BE INSTALLED WITH ANTI-DRAIN CHECK VALVES. ANTI-DRAIN

CHECK VALVES SHALL PREVENT LOW HEAD DRAINAGE OF UP TO TEN (10)FEET OF

ELEVATION DIFFERENCE.

1

2

3

6

7

8

2

4

5

6

7

8

9

PVC SCH. 40 STREET ELLS (3) THREE

REQUIRED

PVC SCH. 80 NIPPLE LENGTH AS

REQUIRED

PVC LATERAL LINE FITTING

PVC LATERAL LINE

ANTI-DRAIN CHECK VALVE

9

3

1

4

5

NO SCALE

TYPICAL FIXED BUBBLER HEAD ON RISER ASSEMBLY

RIC-2019

10

10

NOTES:

1. STRAIGHT PIPE REQUIREMENT FROM ENDS OF METER SHALL BE AS NOTED:

2. INSTALL AIR VENT UPSTREAM OF WATER METER

    UPSTREAM SIDE: 5 X DIAMETER OF PIPE / DOWNSTREAM SIDE: 2 X DIAMETER OF PIPE

3. IF NECESSARY, AIR VENT ASSEMBLY SHALL BE INSTALLED IN SEPARATE VALVE BOX WHEN

    STRAIGHT PIPE REQUIREMENT (SEE NOTE NO. 1) PREVENT ENTIRE ASSEMBLY TO FIT IN

    STANDARD VALVE BOX CONFIGURATION.

4. SUB-METER ASSEMBLY TO BE INSTALLED PER MANUFACTURER RECOMMENDATIONS. INSTALLING

    CONTRACTOR TO TEST FOR PROPER OPERATION AND SUBMIT WRITTEN PROOF TO OWNER, PROPER

    OPERATION HAS BEEN ACHIEVED.

NO SCALE

TYPICAL 1" SUB-METER ASSEMBLY

RIC-2019

-

9 11
10 12

13

1

FINISH GRADE/TOP OF MULCH

ROOT WATERING SERIES:

RAIN BIRD RWS SERIES (TYPICAL)

1/2-INCH SPIRAL BARB FITTING

(INCLUDED) (TYPICAL)

1/2-INCH SWING ASSEMBLY:

RAIN BIRD SA-125050 

       OR

1/2-INCH SWING PIPE:

RAIN BIRD SP SERIES WITH

1/2-INCH MALE NPT x .490-INCH

BARB ELBOW:

RAIN BIRD SBE-050

(TYPICAL)

PVC SCH 40 TEE OR EL (TYPICAL)

PVC LATERAL PIPE

SHRUB ROOT BALL

2

4

5

67

1

2

3

4

5

6

NOTES:

1. PLACE TOP OF RWS EVEN WITH FINISH GRADE OR TOP OF MULCH.

2. SPACE RWS-S EVENLY BETWEEN SHRUBS, AS SHOWN ABOVE.

3. RWS IS AVAILABLE IN THE FOLLOWING MODELS:

    RWS-M-B-C-1401 (0.25 GPM, CHECK VALVE)

4. ONCE RWS HAS BEEN INSTALLED FILL THE BASKET WITH PEA GRAVEL BEFORE

    REPLACING SNAP-ON LID.

7

3

NO SCALE

TYPICAL ROOT WATERING SYSTEM FOR SHRUBS

RIC-2019

(1 ASSEMBLY PER SHRUB/TREE)

SPACING

VARIES

TYPICAL PRESSURE REGULATOR AND STRAINER

NO SCALE RIC-2019

ASSEMBLY

    THE PRESSURE REGULATOR ASSEMBLY.

2. USE 45 DEGREE ELLS TO ACHIEVE MAINLINE DEPTH FROM UP-STREAM SIDE OF 

SECTION VIEW - N.T.S.

1. INSTALL CONTROL VALVES A MINIMUM OF ONE FOOT APART IN SHRUB AREAS

    UNLESS OTHERWISE NOTED.

NOTE:

2" MIN.

3" MIN.

SCH 80 PVC UNION

PVC MAINLINE FROM

SCH 80 PVC NIPPLE, TYP.

3/4" ROCK, 3 CUBIC FT.

LANDSCAPE FABRIC

P.O.C.

PVC SCH 80 T.O.E.

NIPPLE, 3" MIN., 2 REQ.

BOX TO BE PLACED AT RIGHT ANGLE TO HARDSCAPE

PLASTIC RECTANGULAR VALVE BOX WITH BOLT DOWN

COVER, USE STAINLESS BOLT, NUT, AND WASHER.

EDGE.  HEAT BRAND "PRV" ONTO LID.

VALVE, PIPE PER SPECS.

PRESSURE REGULATOR, SEE LEGEND FOR SPECIFICATION

PVC MAINLINE TO MASTER

COUPLING, 2 REQ.

FINISHED GRADE

PVC SCH 40 SLIP

IN SHRUB AREAS

BRICK SUPPORTS

11/2"

FINISHED GRADE IN TURF AREAS

(OPTIONAL)

    TO VERIFY OPTIMAL SETTING ON SITE. VERIFY PRESSURE ON SITE PRIOR TO START OF

3. PRESSURE REGULATOR SHALL BE SET TO 60 P.S.I. (DELIVERY PRESSURE). CONTRACTOR

    CONSTRUCTION.
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LANDSCAPE ARCHITECT

ARB SUBMITTAL

NOT FOR

CONSTRUCTION

CA LA LICENSE 3752

12/24/19

L-4.5

IRRIGATION

DETAILS

12"

4" MAX.

NO SCALE

TYPICAL DRIP LINE LAYOUT IN PLANTER

RIC-2019

ON STRUCTURE

NO SCALE

TYPICAL SERVICE LINE THROUGH PLANTER

RIC-2019

ON STRUCTURE

TYP. BUILD WALL

WHERE OCCURS

TO/FROM SYSTEM

SEE DWG.'S

FINISH GRADE

PVC CAP

TYP. PVC ADAPTOR (F X F)

PVC COUPLER (S X T)

TYP. SERVICE LINE  THROUGH

TYP. SCH. 80 RISER

PLANTER. ALL PENETRATIONS

TO BE WATERPROOFED AS

NECESSARY

ALL LINE STUB OUTS INTO ON-STRUCTURE PLANTERS TO BE PROVIDED BY OTHERS.

IRRIGATION CONTRACTOR SHALL COORDINATE WITH PROPER TRADES ON SITE TO

NOTE:

ENSURE PROPER CONNECTIONS ARE MADE.

STUB OUTS SHALL BE A 4" (MIN.) AND 6" (MAX.) ABOVE FINISH GRADE AND CAPPED.

IRRIGATION CONTRACTOR TO REMOVE CAP AND SIZE RISER LENGTH AS NECESSARY TO

ACCOMODATE SYSTEM TO BE INSTALLED.

TYP. CHECK VALVE

(S X T)

TYP. BUILD WALL

WHERE OCCURS

FINISH GRADE

TYP. NON-PRESSURE/

TYP. IN-LINE EMITTER

TYP. FLOOR, DECK, ETC.

TYP. TUBE FITTING

TO SYSTEM

TUBING

DRIP TUBING LINE

12"-18"

TYP. PLANTER WALL

17
16

30"

12" MAX NEXT TO WALK

SIDEWALK, CURB

ETC.

USE TEFLON TAPE ON ALL THREADED FITTINGS-1 1/2" WRAPS MAX.

NOTE:

MIN 18"

6"

8"

36" MIN WHEN IN FRONT

OF PARKING STALLS

HOSE BIBB-HANDLE TYPE

3/4" BRASS NIPPLE

LENGTH AS REQUIRED

FINISH GRADE

SHRUB AREAS

PVC SUPPLY LINE

(SxSxT) FITTING

3/4" SCH.80 PVC NIPPLE

2" LONG

SCH.40 PVC ELBOW

STAINLESS STEEL CLAMP

(2 PLACES)

3/4" SCH.80 PVC NIPPLE

4" LONG

SCH.40 PVC ELBOW

2"x 2" REDWOOD STAKE (ROUGH)

MIN 36" LONG OR AS SITE

REQUIRES

PVC SUPPLY LINE

1.

2. INSTALL IN SHRUB OR GROUND COVER AREAS ONLY.

3. HOSE BIBB TO FACE CURB, SIDEWALK, ETC.

NO SCALE

TYPICAL HOSE BIB ASSEMBLY

RIC-2019(CHAMPION B-401 SERIES)

18
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Key Plan

Sheet Name

Copyright    2018 F-ARE. If Dwg is not 24" x 36", it is reduced

OFFICE OF THE DESIGNED LANDSCAPE

1131 SUPERBA AVE.

VENICE, CA 90291

213-362-7397

LANDSCAPE ARCHITECT

ARB SUBMITTAL

NOT FOR

CONSTRUCTION

CA LA LICENSE 3752

12/24/19

L-4.6

IRRIGATION

M.W.E.L.O.

TOTAL PRESSURE AT DISCHARGE SIDE OF PUMP

CITY WATER PRESSURE ( 75 - 85 P.S.I. - AVERAGE) PRESSURE REGULATOR SET AT (60) P.S.I.

TOTAL FRICTION LOSS IN SYSTEM

MINIMUM PRESSURE REQUIRED AT SPRINKLER HEAD

ASSEMBLY ON VALVE "A-5"

LAST SPRINKLER HEAD

RESIDUAL PRESSURE AT

FRICTION LOSS SUBTOTAL

SPRINKLER HEAD OPERATING PRESSURE

BOOSTED PRESSURE

FEET

LINEAL

SYSTEM HYDRAULIC CALCULATION

(FITTINGS, MINOR ELEVATIONAL 

CHANGES, ETC..) X 20% (MIN.)

MAIN LINE (SCHEDULE 40 PVC)

REMOTE CONTROL VALVE

SERVICE LINE (TYPE "K" COPPER)

LATERAL LINE (SCH. 40 P.V.C.)

REMOTE CONTROL VALVE (A-5) PEAK DEMAND) : WORST CONDITION

TOTAL SYSTEM (PEAK) DEMAND :

(W/ (A-5) R.C.V. IN OPERATION FROM

MASTER VALVE

GATE VALVE

WATER METER (EXISTING 3/4" NEPTUNE)

SUB-METER

CONTROLLER "A"

SIZE G.P.M.

LOSS (P.S.I.)

FRICTION

4.0 G.P.M.

4.0 G.P.M.

MAIN LINE (                            )

MAIN LINE (                            )

MAIN LINE (                            )

MAIN LINE (                            )

MAIN LINE (                            )

MAIN LINE (                            )

MAIN LINE (                            )

MAIN LINE (                            )

SUB-TOTAL

PROJECT: 949 10th STREET CONTROLLER: "A" DATE: 11 / 04 / 19

3/4" 4 - 0.50

1" 4 - 0.10

1" 4 - 0.50

3/4" 4 - 3.00

1" 4 - 0.50

1" 4 30' (0.65) 0.20

1" 4 160' (0.48) 0.80

- - - -

- - - -

- - - -

- - - -

- - - -

- - - -

- - - -

- - - -

- - - 5.60

- - - 8.00

13.6

(20%) 3.40

-

17.0

30.0

47.0

47.0

60.0

-

-

+13.00

INFORMATION WAS OBTAINED ON OCT. 31, 2019, CONTACT NO. (310) 458-8535.

CONTRACTOR SHALL VERIFY THE ABOVE PRESSURE BEFORE INSTALLATION.

IF INFORMATION CONFLICTS, NOTIFY THE OWNER FOR INFORMATION

FAILURE TO DO SO MAY RESULT IN CONTRACTOR BEING RESPONSIBLE

AT THE CITY OF SANTA MONICA WATER DIVISION.

STATIC WATER PRESSURE WAS OBTAINED FROM MR. DOUG PAYTON.

MINIMUM SYSTEM DESIGN CRITERIA IS BASED ON 47 P.S.I. USING 4.0 G.P.M.

STATIC WATER PRESSURE AT THIS LOCATION IS 75-85 P.S.I.

P.O.C. & MINIMUM DESIGN CRITERIA

FOR ANY CHANGES REQUIRED AS A RESULT.

TREE TRUNK WIDTH SIZE
RECOMMENDED

WATER VOLUME

MONTHS

April to October

MONTHS

November to March

Newly Planted (Less than

5")*

10 to 20 Gallons

WATERING FREQUENCY

BASED ON SPECIES

Newly Planted Trees Weekly

Average Street Tree (16")*
160 Gallons Minimal Once or Twice a Month None

Bi-Weekly

Minimal Once or Twice a Month
None

Small (5" to 12")*

Twice to Three Times a

Month

Moderate Once a Month

High Weekly Once to Twice a Month

Minimal Once or Twice a Month None

Twice to Three Times a

Month

Moderate Once a Month

High Weekly Once to Twice a Month

Minimal Once or Twice a Month
None

Twice to Three Times a

Month

Moderate Once a Month

High Weekly Once to Twice a Month

80 Gallons

Medium (13" to 21")* 160 Gallons

Large (22" to 30")* 260 Gallons

Minimal Once or Twice a Month None

Twice to Three Times a

Month

Moderate Once a Month

High Weekly Once to Twice a Month

Very Large (31" and

Over)*

310 Gallons

PLANTING FORM:

SE                     SEED

SO                     SOD

F                        FLAT

P                        PLUG

Q                       QUART (4" POT)

1G                     1 GALLON

5G                     5 GALLON

15G                   15 GALLON

24                      24" BOX

36                      36" BOX

48                      48" BOX

ET                      EXISTING TREE

PLANT TYPE:

CODE                WUCOLS CATEGORY OF WATER NEEDS

T                        TURF

H                        HIGH

M                       MEDIUM

LVL                    LOW, VERY LOW

O                       OTHER

HYDROZONE BASIS:

PL                      PLANT TYPE

IR                       IRRIGATION METHOD

SU                     SUN EXPOSURE

SO                     SOIL TYPE

SL                      SLOPE

O                       OTHER

IRRIGATION METHOD:

D                        DRIP

S                        SPRAY

L                        LARGE ROTOR

B                        BUBBLER

M                       MICROSPRAY

O                       OTHER-MP ROTATOR

HYDROZONE EXPOSURE

1   SUN ALL DAY

2   SUN MOST OF THE DAY

4   SHADE ALL DAY

3   SHADE MOST OF THE DAY

INLINE DRIP EMITTER CHART FOR GRID PATTERN

AND PRECIPITATION RATES

EMITTER GPH EMITTER

SPACING

12" O.C.

ROW SPACING

0.53 GPH

(PER EMITTER)

12" O.C.

16" O.C.18" O.C.

.85 PR .64 PR .57 PR

INLINE TUBING (GRID PATTERN) PRECIPITATION RATE FORMULA:

PR=(231.1 x EMITTER FLOW RATE / (EMITTER SPACING x ROW SPACING)

TREE WATERING SCHEDULE RECOMMENDATION

(EXISTING) WATER METER: 3/4" NEPTUNE

(EXISTING) SERVICE LINE TYPE: 1" COPPER

10TH STREET HYDROZONE MATRIX-"A" CONTROLLER
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A A1 270 13.35% 2% .5 PL, IR, SU GROUND
COVER 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 2.70 30

B A2 213 10.53% 2% .3 PL, IR, SU DESERT
ADAPTED 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 2.13 30

C A3 300 14.84% 2% .3 PL, IR, SU DESERT
ADAPTED 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 3.00 30

D A4 47 2.32% 2% .3 PL, IR, SU DESERT
ADAPTED 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 0.47 30

E A5 52 2.57% 2% .3 PL, IR, SU
DESERT

ADAPTED-
TREE

2 BUBBLER RAIN BIRD
B-C-1402 .50 .50 0 4.00 30

F A6 9 0.45% 2% .5 PL, IR, SU PERENNIAL 4 BUBBLER RAIN BIRD
M-B-C-1401 .25 .50 0 1.75 30

G A7 40 1.98% 2% .5 PL, IR, SU TREE 4 BUBBLER RAIN BIRD
B-C-1402 .50 .50 0 1.00 30

H A8 26 1.29% 2% .5 PL, IR, SU PERENNIAL/
VINE 3 BUBBLER

RAIN BIRD 1401
(FIXED RISER) .25 .50 0 3.25 30

I A9 39 1.93% 2% .3 PL, IR, SU DESERT
ADAPTED 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 0.39 30

J A10 24 1.19% 2% .5 PL, IR, SU SHRUB 2 DRIP NETAFIM
TLHCVXR5-12 .53 .85 0 0.24 30

K A11 30 1.48% 2% .5 PL, IR, SU PERENNIAL 2 DRIP NETAFIM
TLHCVXR5-12 .53 .85 0 0.30 30

L A12 294 14.54% 2% .3 PL, IR, SU DESERT
ADAPTED 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 2.94 30

M A13 162 8.01% 2% .3 PL, IR, SU DESERT
ADAPTED 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 1.62 30

N A14 251 12.41% 2% .5 PL, IR, SU GROUND
COVER 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 2.51 30

O A15 265 13.11% 2% .3 PL, IR, SU DESERT
ADAPTED 2 DRIP NETAFIM

TLHCVXR5-12 .53 .85 0 2.65 30

A16 0.00%

SUBTOTAL 2022 100.00%

NA 0 0% NA NA NA PERMEABLE
HARDSCAPE NA NA NA NA NA NA NA NA

TOTAL 2022 100%
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