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COVER SHEET

Existing Site Map

Project Data

Sheet Index

RESIDENTIAL ADDITION - 1902 Euclid Street  Santa Monica, CA 90404

Aerial Location Map

CONTACT
OWNER: Wayne Matsumura - 310.403.2159
CONTRACTOR: Bob Williams -310.989.0958  
DESIGNER: Charles Austin - 310.254.5077
EXISTING
ZONING: R2 - Low Density Residential
APN#: 4283-028-010
LOT SIZE: 7,500 SF
CURRENT LIVING AREA: 720 SF
HEIGHT: 16'-0"
SETBACKS: FRONT= 20', SIDE= 8' BACK= 5'

NEW BUILDING
3 UNIT STRUCTURE
NEW LVL 1 = 1,600 SF
NEW LVL 2 = 1,440 SF
NEW ROOF TERRACE = 325 SF
TOTAL LIVING AREA = 3,040 SF
ADDITION TO EXISTING
EXISTING = 720 SF
ADDITION = 50 SF
TOTAL NEW LIVING = 770 SF
NEW DETACHED 4 CAR GARAGE
TOTAL AREA = 855 SF

ARCHITECTURAL:
A0.0 COVERSHEET
A0.1 DEMO PLAN
A1.0 PROPOSED SITE PLAN
A2.0 LVL 1 FLOOR PLAN
A2.1 LVL 2 FLOOR PLAN
A2.2 LVL 3 ROOF/TERRACE PLAN
A2.3 GARAGE FLOOR /ROOF PLAN
A3.0 EXTERIOR ELEVATIONS
A3.1 EXTERIOR ELEVATIONS
A4.0 SECTIONS
A5.0 DETAILS /SCHEDULES
A5.1 MATERIALS BOARD
A5.2 SITE PHOTOS
A5.3 3D PHOTO MONTAGE
A6.0 3D VIEWS

SUPPORTING DOCUMENTS:
SURVEY
APPLICATION
MEANS & METHODS PLAN
SOILS REPORT
STRUCTURAL CALCULATIONS
TITLE 24 ENERGY
(To be supplied at later date)

Neighborhood Figure/Ground Map

SITE

Code:

2019 California Building Code (Volume 1 & 2)
2019 California Residential Code
2019 California Mechanical Code 
2019 California Electrical Code
2019 California Plumbing Code 
2019 California Energy Code 
2019 California Green Building Standards Code

1 MASSING MODEL ALLEY VIEW 1

3/32" = 1'-0"2 Site Existing

Scope of Work:

ADDITION & REHAB

1. Demolish existing garage.
2. New addition of accessory 3-Unit multi-family 

building structure.
3. New addition of detached 4 car garage.
4. Addition to existing house_50 sf bathroom.

FAR Calc:

Existing: 1,040 / 7,500  = 0.14 FAR
Proposed: 4,665 / 7,500  = 0.62 FAR
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DEMO PLAN

1/8" = 1'-0"1 Demo Plan
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PROPOSED SITE
PLAN

1/8" = 1'-0"1 Site

PROJECT DATA:
SITE AREA = 7,500 SF

EXISTING HOUSE = 720 SF
BATH RM ADDITION = 50 SF

________________________

NEW MULTI-FAMILY TOTAL = 3,040SF

UNIT A = 800 SF

UNIT B = 800 SF

UNIT C = 1,440 SF

ROOF TERRACE = 380 SF

ZONING = R2

MINIMUM SETBACKS:
FRONT = 20'
SIDE = 8'
REAR = 5'

The R2 zone has an 8'-0" minimum 
setback and an additional 2'-0" average 
setback beyond that.

1/8" = 1'-0"2 Site Landscape & Lighting Plan

Light Outdoor Wall 
Sconce Cylinder
TOTAL = 14

LIGHTING KEY

SPECIFICATION 
NUMBER: 2

SPECIFICATION 
NUMBER: 1

Boxwood Shrub

SPECIFICATION 
NUMBER: 3

Rosemary ShrubNative California Bentgrass
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LVL 1 FLOOR
PLAN

1/2" = 1'-0"1 Level 1

1. THE GENERAL CONTRACTOR SHALL 
ESTABLISH AND MAINTAIN CONTROL LINES 
AND POINTS THROUGHOUT THE DURATION 
OF THE PROJECT.

2. ALL SUB-CONTRACTORS SHALL RECEIVE 
A COMPLETE SET OF CONSTRUCTION 
DOCUMENTS AND SPECIFICATIONS AND 
SHALL BE RESPONSIBLE FOR THEIR 
COMPLETE SCOPE OF WORK REGARDLESS 
OF WHERE IN THE DOCUMENT SET THE 
DESCRIPTION OF WORK APPEARS. ANY 
WORK PERFORMED WILL MEET ALL 
CURRENT CODE REQUIREMENTS, NO 
EXCEPTIONS WILL BE ALLOWED.

3. THE CONTRACTOR SHALL REQUIRE ALL 
INSTALLERS TO  VERIFY THAT 
SUBSTRATES, STARTING POINTS, ETC.  
CONFORM WITH THE INTENT OF THE 
CONTRACT  DOCUMENTS. INSTALLERS 
SHALL REPORT, IN WRITING,  ANY 
DISCREPANCIES WHICH AFFECT THE WORK 
ALLOWING  SUFFICIENT TIME TO ENABLE 
THE GENERAL CONTRACTOR  TO 
DETERMINE AND EXECUTE CORRECTIVE 
MEASURES  REQUIRED, BUT NO LATER 
THAN ONE WEEK PRIOR TO  THE 
SCHEDULED START OF THE WORK.

4. DIMENSIONS ARE TO FACE OF STUDS 
UNLESS NOTED OTHERWISE.

5. REFER TO BUILDING SECTIONS AND 
ELEVATIONS FOR ALL PLATE HEIGHTS.

6. REFER TO WINDOW SCHEDULE FOR 
HEAD AND SILL HEIGHTS. WINDOW 
SELECTION AS PER OWNER. SELECTED 
WINDOWS MUST MEET ENERGY CODE 
REQUIREMENTS. REFER TO WINDOW 
SCHEDULE FOR SIZES.

7.  REFER TO DOOR SCHEDULE FOR HEAD 
HEIGHTS.

8. ALL EXTERIOR ELECT. OUTLETS AND 
OUTLETS LOCATED WITHIN 6'-0” OF 
KITCHEN SINK, AND BATH VANITIES TO BE 
GROUND FAULT CIRCUIT INTERRUPTER 
(GFCI)

9. COORDINATE AC/FURNACE AND WATER 
HEATER LOCATIONS IN FIELD WITH OWNER 
AND ARCHITECT PRIOR TO INSTALLATION.

10. ALL VENTS, EXHAUST, FANS AND 
APPLIANCES THAT REQUIRE VENTING TO 
BE VENTED TO OUTSIDE IN ACCORDANCE 
WITH ALL APPLICABLE CODES.

11. SMOKE ALARMS SHALL BE HARD WIRED 
IN SERIES WITH BATTERY BACKUP POWER 
IN ACCORDANCE WITH APPLICABLE CODE.

12. VERIFY OUTLET/SWITCH LOCATIONS IN 
FIELD WITH OWNER AND ARCHITECT

13. TREATED SOLE PLATE WITH ½ BOLT @4' 
O.C., BOLT MUST EXTEND AT LEAST 7” INTO 
CONC. ALL SILL PLATE LUMBER AND ANY 
LUMBER IN CONTACT WITH CONCRETE OR 
CMU BLOCKING TO BE MOISTURE TREATED.

14. ALL INTERIOR WALLS TO BE 
CONSTRUCTED OUT OF 2X4 LUMBER STUD 
@ 16” O.C. U.N.O. WALLS TO RECIEVE 
SOUND INSULATION AND 4" METAL COVE 
BASE U.N.O.

15. ALL EXTERIOR WALLS TO BE 
CONSTRUCTED OUT OF 2X6 LUMBER STUD 
@16” O.C. WITH BATT OR SPRAY FOAM 
INSULATION, U.N.O.

16. REFER TO FINISH PLAN FOR ALL FINISH 
SCHEDULES.

17. ENSURE EGRESS REQUIREMENTS ARE 
MET PER CODE.

18. COORDINATE HOSE BIB LOCATIONS IN 
FIELD W/ OWNER AND ARCHITECT.

19. CONTRACTOR TO PROVIDE MOCK UP 
FOR APPROVAL OF ALL EXTERIOR FINISH 
MATERIALS AND FENESTRATION PRIOR TO 
CONSTRUCTION.

20. CONTRACTOR TO FIELD VERIFY ALL 
EXISTING UNDERGROUND UTILITES PRIOR 
TO CONSTRUCTION.
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LVL 2 FLOOR
PLAN

1/2" = 1'-0"1 Level 2

1. THE GENERAL CONTRACTOR SHALL 
ESTABLISH AND MAINTAIN CONTROL LINES 
AND POINTS THROUGHOUT THE DURATION 
OF THE PROJECT.

2. ALL SUB-CONTRACTORS SHALL RECEIVE 
A COMPLETE SET OF CONSTRUCTION 
DOCUMENTS AND SPECIFICATIONS AND 
SHALL BE RESPONSIBLE FOR THEIR 
COMPLETE SCOPE OF WORK REGARDLESS 
OF WHERE IN THE DOCUMENT SET THE 
DESCRIPTION OF WORK APPEARS. ANY 
WORK PERFORMED WILL MEET ALL 
CURRENT CODE REQUIREMENTS, NO 
EXCEPTIONS WILL BE ALLOWED.

3. THE CONTRACTOR SHALL REQUIRE ALL 
INSTALLERS TO  VERIFY THAT 
SUBSTRATES, STARTING POINTS, ETC.  
CONFORM WITH THE INTENT OF THE 
CONTRACT  DOCUMENTS. INSTALLERS 
SHALL REPORT, IN WRITING,  ANY 
DISCREPANCIES WHICH AFFECT THE WORK 
ALLOWING  SUFFICIENT TIME TO ENABLE 
THE GENERAL CONTRACTOR  TO 
DETERMINE AND EXECUTE CORRECTIVE 
MEASURES  REQUIRED, BUT NO LATER 
THAN ONE WEEK PRIOR TO  THE 
SCHEDULED START OF THE WORK.

4. DIMENSIONS ARE TO FACE OF STUDS 
UNLESS NOTED OTHERWISE.

5. REFER TO BUILDING SECTIONS AND 
ELEVATIONS FOR ALL PLATE HEIGHTS.

6. REFER TO WINDOW SCHEDULE FOR 
HEAD AND SILL HEIGHTS. WINDOW 
SELECTION AS PER OWNER. SELECTED 
WINDOWS MUST MEET ENERGY CODE 
REQUIREMENTS. REFER TO WINDOW 
SCHEDULE FOR SIZES.

7.  REFER TO DOOR SCHEDULE FOR HEAD 
HEIGHTS.

8. ALL EXTERIOR ELECT. OUTLETS AND 
OUTLETS LOCATED WITHIN 6'-0” OF 
KITCHEN SINK, AND BATH VANITIES TO BE 
GROUND FAULT CIRCUIT INTERRUPTER 
(GFCI)

9. COORDINATE AC/FURNACE AND WATER 
HEATER LOCATIONS IN FIELD WITH OWNER 
AND ARCHITECT PRIOR TO INSTALLATION.

10. ALL VENTS, EXHAUST, FANS AND 
APPLIANCES THAT REQUIRE VENTING TO 
BE VENTED TO OUTSIDE IN ACCORDANCE 
WITH ALL APPLICABLE CODES.

11. SMOKE ALARMS SHALL BE HARD WIRED 
IN SERIES WITH BATTERY BACKUP POWER 
IN ACCORDANCE WITH APPLICABLE CODE.

12. VERIFY OUTLET/SWITCH LOCATIONS IN 
FIELD WITH OWNER AND ARCHITECT

13. TREATED SOLE PLATE WITH ½ BOLT @4' 
O.C., BOLT MUST EXTEND AT LEAST 7” INTO 
CONC. ALL SILL PLATE LUMBER AND ANY 
LUMBER IN CONTACT WITH CONCRETE OR 
CMU BLOCKING TO BE MOISTURE TREATED.

14. ALL INTERIOR WALLS TO BE 
CONSTRUCTED OUT OF 2X4 LUMBER STUD 
@ 16” O.C. U.N.O. WALLS TO RECIEVE 
SOUND INSULATION AND 4" METAL COVE 
BASE U.N.O.

15. ALL EXTERIOR WALLS TO BE 
CONSTRUCTED OUT OF 2X6 LUMBER STUD 
@16” O.C. WITH BATT OR SPRAY FOAM 
INSULATION, U.N.O.

16. REFER TO FINISH PLAN FOR ALL FINISH 
SCHEDULES.

17. ENSURE EGRESS REQUIREMENTS ARE 
MET PER CODE.

18. COORDINATE HOSE BIB LOCATIONS IN 
FIELD W/ OWNER AND ARCHITECT.

19. CONTRACTOR TO PROVIDE MOCK UP 
FOR APPROVAL OF ALL EXTERIOR FINISH 
MATERIALS AND FENESTRATION PRIOR TO 
CONSTRUCTION.

20. CONTRACTOR TO FIELD VERIFY ALL 
EXISTING UNDERGROUND UTILITES PRIOR 
TO CONSTRUCTION.
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03192020 08.06.20

LVL 3
ROOF/TERRACE

PLAN
1/2" = 1'-0"1 Level 3

1. THE GENERAL CONTRACTOR SHALL 
ESTABLISH AND MAINTAIN CONTROL LINES 
AND POINTS THROUGHOUT THE DURATION 
OF THE PROJECT.

2. ALL SUB-CONTRACTORS SHALL RECEIVE 
A COMPLETE SET OF CONSTRUCTION 
DOCUMENTS AND SPECIFICATIONS AND 
SHALL BE RESPONSIBLE FOR THEIR 
COMPLETE SCOPE OF WORK REGARDLESS 
OF WHERE IN THE DOCUMENT SET THE 
DESCRIPTION OF WORK APPEARS. ANY 
WORK PERFORMED WILL MEET ALL 
CURRENT CODE REQUIREMENTS, NO 
EXCEPTIONS WILL BE ALLOWED.

3. THE CONTRACTOR SHALL REQUIRE ALL 
INSTALLERS TO  VERIFY THAT 
SUBSTRATES, STARTING POINTS, ETC.  
CONFORM WITH THE INTENT OF THE 
CONTRACT  DOCUMENTS. INSTALLERS 
SHALL REPORT, IN WRITING,  ANY 
DISCREPANCIES WHICH AFFECT THE WORK 
ALLOWING  SUFFICIENT TIME TO ENABLE 
THE GENERAL CONTRACTOR  TO 
DETERMINE AND EXECUTE CORRECTIVE 
MEASURES  REQUIRED, BUT NO LATER 
THAN ONE WEEK PRIOR TO  THE 
SCHEDULED START OF THE WORK.

4. DIMENSIONS ARE TO FACE OF STUDS 
UNLESS NOTED OTHERWISE.

5. REFER TO BUILDING SECTIONS AND 
ELEVATIONS FOR ALL PLATE HEIGHTS.

6. REFER TO WINDOW SCHEDULE FOR 
HEAD AND SILL HEIGHTS. WINDOW 
SELECTION AS PER OWNER. SELECTED 
WINDOWS MUST MEET ENERGY CODE 
REQUIREMENTS. REFER TO WINDOW 
SCHEDULE FOR SIZES.

7.  REFER TO DOOR SCHEDULE FOR HEAD 
HEIGHTS.

8. ALL EXTERIOR ELECT. OUTLETS AND 
OUTLETS LOCATED WITHIN 6'-0” OF 
KITCHEN SINK, AND BATH VANITIES TO BE 
GROUND FAULT CIRCUIT INTERRUPTER 
(GFCI)

9. COORDINATE AC/FURNACE AND WATER 
HEATER LOCATIONS IN FIELD WITH OWNER 
AND ARCHITECT PRIOR TO INSTALLATION.

10. ALL VENTS, EXHAUST, FANS AND 
APPLIANCES THAT REQUIRE VENTING TO 
BE VENTED TO OUTSIDE IN ACCORDANCE 
WITH ALL APPLICABLE CODES.

11. SMOKE ALARMS SHALL BE HARD WIRED 
IN SERIES WITH BATTERY BACKUP POWER 
IN ACCORDANCE WITH APPLICABLE CODE.

12. VERIFY OUTLET/SWITCH LOCATIONS IN 
FIELD WITH OWNER AND ARCHITECT

13. TREATED SOLE PLATE WITH ½ BOLT @4' 
O.C., BOLT MUST EXTEND AT LEAST 7” INTO 
CONC. ALL SILL PLATE LUMBER AND ANY 
LUMBER IN CONTACT WITH CONCRETE OR 
CMU BLOCKING TO BE MOISTURE TREATED.

14. ALL INTERIOR WALLS TO BE 
CONSTRUCTED OUT OF 2X4 LUMBER STUD 
@ 16” O.C. U.N.O. WALLS TO RECIEVE 
SOUND INSULATION AND 4" METAL COVE 
BASE U.N.O.

15. ALL EXTERIOR WALLS TO BE 
CONSTRUCTED OUT OF 2X6 LUMBER STUD 
@16” O.C. WITH BATT OR SPRAY FOAM 
INSULATION, U.N.O.

16. REFER TO FINISH PLAN FOR ALL FINISH 
SCHEDULES.

17. ENSURE EGRESS REQUIREMENTS ARE 
MET PER CODE.

18. COORDINATE HOSE BIB LOCATIONS IN 
FIELD W/ OWNER AND ARCHITECT.

19. CONTRACTOR TO PROVIDE MOCK UP 
FOR APPROVAL OF ALL EXTERIOR FINISH 
MATERIALS AND FENESTRATION PRIOR TO 
CONSTRUCTION.

20. CONTRACTOR TO FIELD VERIFY ALL 
EXISTING UNDERGROUND UTILITES PRIOR 
TO CONSTRUCTION.
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EXTERIOR
ELEVATIONS

3/16" = 1'-0"1 East

3/16" = 1'-0"2 North

3/16" = 1'-0"3 South

3/16" = 1'-0"4 West
3/16" = 1'-0"5 West 2

1. Stucco Wall Finish
2. Reglet Joint
3. Timber Wood
4. Smooth Hardie Fascia Bd.
5. Slate Roof
6. T&G Soffit
7. Vinyl Winows
8. Metal Doors & Frames

Exterior Finishes



Level 1
0' - 0"

Level 2
10' - 6"

5'
 - 

8"
10

' -
 6

"

7.1. 2. 4. 5. 8.

Level 1
0' - 0"

BOJ 1
9' - 6"

9'
 - 

6"
6'

 - 
8"

7.1. 2. 4. 5.

Level 1
0' - 0"

BOJ 1
9' - 6"

6'
 - 

8"
9'

 - 
6"

7. 1.2.4.5.

Level 1
0' - 0"

BOJ 1
9' - 6"

6'
 - 

8"
9'

 - 
6"

7. 1.2.4.5.8.
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EXTERIOR
ELEVATIONS

1/4" = 1'-0"1 1 - a
1/4" = 1'-0"2 2 - a

1/4" = 1'-0"3 3 - a
1/4" = 1'-0"4 4 - a

LEFT SIDE FRONT SIDE BACK SIDE RIGHT SIDE

1. Stucco Wall Finish
2. Reglet Joint
3. Timber Wood
4. Smooth Hardie Fascia Bd.
5. Slate Roof
6. T&G Soffit
7. Vinyl Winows
8. Metal Doors & Frames

Exterior Finishes



Level 1
0' - 0"

BOJ 1
9' - 6"

Level 2
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Level 3
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3.0
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 - 
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BD RM 2
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MASTER
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MASTER B
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BD RM 2
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KITCHEN
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3.0

GARAGE
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Level 1
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BATH RM
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SECTIONS

1/4" = 1'-0"1 Section A

1/4" = 1'-0"2 Section C

1/4" = 1'-0"3 Section B



PAREX ARMOURWALL 100 & 300, LAHABRA FASTWALL 100 & 300, ELREY FASTWALL & FIBER-47, TEIFS ONE COAT &
SCRATCH & BROWN

HE KRAK-SHIELD WATERMASTER

NOTE:
1. Refer to Parex USA specifications specified basecoat products and 
thickness.

G1.14 TYPICAL EXPANSION & CONTROL JOINT LOCATIONS

INTERSECTING JOINTS:
1. WATER-RESISTIVE BARRIER IS CONTINUOUS

BEHIND CONTROL JOINT ACCESSORY
2. LATH IS INTERRUPTED AT JOINTS
3. SET JOINT ENDS IN ELASTOMERIC SEALANT
4. MITER JOINTS INTERSECTING
5. VERTICAL JOINTS CONTINUOUS, EXCEPT USE A

4-WAY MITER AT VERTICAL COMPRESSION
LOCATIONS. EXAMPLE: FLOORS LINES OF WOOD
FRAME CONSTRUCTION

HORIZONTAL JOINTS:
EMBED JOINT ENDS IN
ELASTOMERIC SEALANT

DIVERTER FLASHING

PAREX ARMOURWALL 100 & 300, LAHABRA FASTWALL 100 & 300, ELREY FASTWALL & FIBER-47, TEIFS ONE
COAT & SCRATCH & BROWN

HE KRAK-SHIELD WATERMASTER
NOTE:
1.  To ensure a continuous air barrier across the building envelope, a continuous air seal should be made at each substrate change,

joints/gaps, penetrations and dissimilar material terminations. There must be consideration of the Designer in the overall wall assembly
design.

2.  Stucco claddings and any cladding using a mortar bed require the use of a slipsheet installed over the Water-Resistive & Air Barrier
Coating  to prevent adhesion to the stucco.

3.  Krak-Shield (not shown) When specified see related details.
4.  Refer to Parex USA specifications specified basecoat products and thickness.

PAREX USA PRIMER (OPTIONAL - FOR USE
WITH ACRYLIC OR ELASTOMERIC FINISH
ONLY. NOT CEMENTITIOUS FINISHES)

G1.15 INSIDE CORNER

SHEATHING (BY OTHERS)

WATER-RESISTIVE 
BARRIER
SHEET

LATH PER ASTM C1063

CORNER BEAD

PAREX USA STUCCO BASECOAT

PAREX USA FINISH

PAREX USA SHEATHING JOINT
TAPE EMBEDDED IN PAREX 
USA
WATER-RESISTIVE & AIR
BARRIER COATING

PAREX USA WATER-
RESISTIVE
&
AIR BARRIER COATING

PAREX ARMOURWALL 100 & 300, LAHABRA FASTWALL 100 & 300, ELREY FASTWALL & FIBER-47, TEIFS ONE
COAT & SCRATCH & BROWN

HE KRAK-SHIELD WATERMASTER
NOTE:
1.  To ensure a continuous air barrier across the building envelope, a continuous air seal should be made at each substrate change,

joints/gaps, penetrations and dissimilar material terminations. There must be consideration of the Designer in the overall wall assembly
design.

2.  Stucco claddings and any cladding using a mortar bed require the use of a slipsheet installed over the Water-Resistive & Air Barrier
Coating  to prevent adhesion to the stucco.

3.  Krak-Shield (not shown) When specified see related details.
4.  Refer to Parex USA specifications specified basecoat products and thickness.

PAREX USA PRIMER (OPTIONAL - FOR USE
WITH ACRYLIC OR ELASTOMERIC FINISH
ONLY. NOT CEMENTITIOUS FINISHES)

G1.15 INSIDE CORNER

SHEATHING (BY OTHERS)

WATER-RESISTIVE 
BARRIER
SHEET

LATH PER ASTM C1063

CORNER BEAD

PAREX USA STUCCO BASECOAT

PAREX USA FINISH

PAREX USA SHEATHING JOINT
TAPE EMBEDDED IN PAREX 
USA
WATER-RESISTIVE & AIR
BARRIER COATING

PAREX USA WATER-
RESISTIVE
&
AIR BARRIER COATING

E1.01 EXPANSION JOINT

SHEATHING (BY OTHERS)

WATER-RESISTIVE BARRIER SHEET

LATH PER ASTM C1063

PAREX USA STUCCO BASECOAT
PAREX USA PRIMER (OPTIONAL - FOR 
USE
WITH ACRYLIC OR ELASTOMERIC 
FINISH
ONLY. NOT CEMENTITIOUS FINISHES)
PAREX USA FINISH
PAREX USA SHEATHING JOINT 
TAPE
EMBEDDED IN PAREX USA
WATER-RESISTIVE & AIR 
BARRIER
COATING @ SHEATHING JOINTS

PAREX USA WATER-RESISTIVE 
&
AIR BARRIER COATING

CASING BEAD

CLOSED CELL BACKER ROD 
&
ELASTOMERIC SEALANT

PAREX ARMOURWALL 100 & 300, LAHABRA FASTWALL 100 & 300, EL REY FASTWALL & FIBER-47, TEIFS ONE COAT &
SCRATCH & BROWN
    HE      KRAK-SHIELD        WATERMASTER
NOTE:
1. To ensure a continuous air barrier across the building envelope, a continuous air seal should be made at each

substrate change, joints/gaps, penetrations and dissimilar material terminations. There must be consideration of the
Designer in the overall wall assembly design.

2. Stucco claddings and any cladding using a mortar bed require the use of a slipsheet installed over the Water-Resistive
& Air Barrier Coating to prevent adhesion to the stucco.

3. Krak-Shield (not shown) When specified see related details.
4. Refer to Parex USA specifications specified basecoat product & thickness

E1.02 CONTROL JOINT

SHEATHING (BY OTHERS)

WATER-RESISTIVE BARRIER SHEET

LATH PER ASTM C1063

PAREX USA STUCCO BASECOAT

PAREX USA FINISH

PAREX USA WATER-RESISTIVE 
&
AIR BARRIER COATING

CONTROL JOINT

PAREX ARMOURWALL 100 & 300, LAHABRA FASTWALL 100 & 300, EL REY FASTWALL & FIBER-47, TEIFS ONE COAT &
SCRATCH & BROWN
    HE      KRAK-SHIELD        WATERMASTER

PAREX USA PRIMER (OPTIONAL - FOR 
USE
WITH ACRYLIC OR ELASTOMERIC 
FINISH
ONLY. NOT CEMENTITIOUS FINISHES)

NOTE:
1. To ensure a continuous air barrier across the building envelope, a continuous air seal should be made at each

substrate change, joints/gaps, penetrations and dissimilar material terminations. There must be consideration of the
Designer in the overall wall assembly design.

2. Stucco claddings and any cladding using a mortar bed require the use of a slipsheet installed over the Water-Resistive
& Air Barrier Coating to prevent adhesion to the stucco.

3. Krak-Shield (not shown) When specified see related details.
4. Refer to Parex USA specifications specified basecoat product & thickness

SLATE ROOFCOMPOSITE
FASCIA

6"X6" 
WOOD 

COLUMN

T&G WOOD 
CEILING

SMOOTH SANTA 
BARBARA STUCCO

6"X6" 
WOOD 

COLUMN

SMOOTH SANTA 
BARBARA STUCCO

PAINTED METAL
RAILING BALUSTRADE
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DETAILS /
SCHEDULES

Door Schedule

  cx Description Width Height Finish
Frame

Material Level

0.1 Garage Door 8' - 0" 8' - 0" Metal Wood Level 1
0.2 Garage Door 8' - 0" 8' - 0" Metal Wood Level 1
0.3 Garage Door 8' - 0" 8' - 0" Metal Wood Level 1
0.4 Garage Door 8' - 0" 8' - 0" Metal Wood Level 1
0.6 Single Swing 3' - 0" 8' - 0" Level 1
0.8 Single Swing 3' - 0" 8' - 0" Metal Metal Level 1
1.0 Single Swing 3' - 0" 8' - 0" Metal Metal Level 1
1.2 Single Swing 2' - 8" 7' - 0" Wood Wood Level 1
1.3 Double Slide 5' - 0" 6' - 8" Wood Wood Level 1
1.4 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.5 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.6 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.7 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.8 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.9 Single Swing 6' - 0" 6' - 8" Wood Wood Level 1
1.10 Single Swing 3' - 0" 8' - 0" Metal Metal Level 1
1.12 Single Swing 2' - 8" 7' - 0" Wood Wood Level 1
1.13 Double Slide 5' - 0" 6' - 8" Wood Wood Level 1
1.14 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.15 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.16 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.17 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.18 Single Swing 2' - 6" 6' - 8" Wood Wood Level 1
1.19 Single Swing 6' - 0" 6' - 8" Wood Wood Level 1
1.20 Single Swing 2' - 10" 8' - 0" Metal Metal Level 1
1.21 Single Swing 2' - 10" 8' - 0" Wood Wood Level 1
2.0 Single Swing 3' - 0" 8' - 0" Metal Metal Level 2
2.1 Pocket Door 2' - 0" 6' - 8" Wood Wood Level 2
2.2 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.3 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.4 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.5 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.6 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.7 Single Swing 6' - 0" 6' - 8" Wood Wood Level 2
2.8 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.9 Single Swing 2' - 10" 8' - 0" Wood Wood Level 2
2.10 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.11 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.12 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.13 Single Swing 2' - 6" 6' - 8" Wood Wood Level 2
2.14 Single Swing 6' - 0" 6' - 8" Wood Wood Level 2
2.15 Single Swing 2' - 0" 6' - 8" Wood Wood Level 2
3.0 Single Swing 2' - 6" 6' - 8" Metal Metal Level 3

Window Schedule

Type Mark Description Width Height
Construction

Type Model Count

1 Single Hung 5' - 0" 4' - 0" Vinyl Dual Glaze Low E 4
2 Single Hung 6' - 0" 4' - 0" Vinyl Dual Glaze Low E 2
3 Single Hung 2' - 0" 3' - 6" Vinyl Dual Glaze Low E 2
4 Single Hung 3' - 0" 4' - 0" Vinyl Dual Glaze Low E 2
6 Single Hung 3' - 0" 5' - 0" Vinyl Dual Glaze Low E 6
7 Picture 5' - 0" 1' - 6" Vinyl Dual Glaze Low E 7
8 Picture 4' - 0" 1' - 6" Vinyl Dual Glaze Low E 1
9 Single Hung 4' - 0" 4' - 0" Vinyl Dual Glaze Low E 5
10 Single Hung 2' - 0" 4' - 0" Vinyl Dual Glaze Low E 5
18 2' - 0" 3' - 0" 2

DETAILS SCHEDULES

1/2" = 1'-0"1 TYP. STUCCO JOINT LOCATONS

1 1/2" = 1'-0"2 TYP. INSIDE CORNER

1 1/2" = 1'-0"3 TYP. OUTSIDE CORNER

1 1/2" = 1'-0"4 TYP. EXPANSION JOINT

1 1/2" = 1'-0"5 TYP. CONTROL JOINT

1/2" = 1'-0"6 West - Callout 1
1/2" = 1'-0"7 East - Callout 1
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MATERIALS
BOARD

SPECIFICATION 
NUMBER: 1
PT-100

SPECIFICATION 
NUMBER: 2
RG-100

SPECIFICATION 
NUMBER: 7
WN-100

SPECIFICATION 
NUMBER: 8
DR -100

SPECIFICATION 
NUMBER: 5
RF-100

White Vinyl Dual Glaze Low E Window

Santa Barbara Variable Stucco Finish

1 MASSING MODEL ALLEY VIEW Copy 1

Metal Reglet Reveal Slate Roof - Brownstone

SPECIFICATION 
NUMBER: 3
WD-100

Timber Post & Beam

SPECIFICATION 
NUMBER: 6
WD-101

Soffit Tongue & Groove Board

SPECIFICATION 
NUMBER: 4
RF-101

Smooth Hardie Fascia Board

Metal Exterior Doors & Frames

1. Stucco Wall Finish
2. Reglet Joint
3. Timber Wood
4. Smooth Hardie Fascia Bd.
5. Slate Roof
6. T&G Soffit
7. Vinyl Winows
8. Metal Doors & Frames

Exterior Finishes
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SITE PHOTOS

FRONT YARD VIEW

REAR YARD VIEW

LEFT SIDE VIEW

RIGHT SIDE VIEW
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PHOTO MONTAGE

FRONT 3D MONTAGE

REAR 3D MONTAGE
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3D VIEWS

1 MASSING MODEL ALLEY VIEW

2 MASSING MODEL STREET VIEW
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