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THE MARK 302: SIGN ALLOWANCE

ltemized sign types and square footage per building elevation. (TT
O%
o
L
BUILDING MOUNTED: ALLOWED BUILDING MOUNTED: PROPOSED <L
. . I— (@)
Below is the allowable square footage per each building elevation by code. The existing “SEARS” building If the existing “SEARS” building mounted identity signs at 180 SF per sign are allowed to be replaced with E
=]
mounted identity signs are 180 SF each, surpassing the allowable square footage for each of the building the new project identity signs, while retaining the current 180 SF for each sign, then THE MARK 302 project 0: i
elevations. signage will fall within the allowable square footage per each of the building elevations. ;
Lo
NORTH ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION NORTH ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION (f) ?9:
TENANT SIGNAGE 6 39 SF 234 SF Canopy Mounted TOTAL ALLOWABLE SF BY CODE: 351 SF
TENANT SIGNAGE 4 13.5 SF G4 SF Wall Mounted TENANT SIGNAGE 6 30 SFE 180SF Canopy Mounted
PROJECT ID SIGN (BY CODE) 1 60 SF 60 SF Wall Mounted TENANT SIGNAGE 4 13.5 SF 54 SF Wall Mounted
PROJECT ID SIGN (EXISTING) 1 180 SF 180 SF Wall Mounted PROJECT ID SIGN (IN PLACE OF EXISTING) 1 180 SF 180 SF Wall Mounted

TOTAL ALLOWABLE SF BY CODE: 351 SF

rsmdesign
EAST ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION ‘
87 Plotkin Alley
EAST ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION . Pasadena
TOTAL ALLOWABLE SF BY CODE: 60 SF i
3237674345
TENANT.SIGHAGE 2 135SF 215F CanopyMexintad TENANT SIGNAGE 2 13.5 SF 27 SF Canopy Mounted
rsmdesign..
PROJECT ID SIGN (BY CODE) ! 33SF 33SF Canopy Mounted PROJECT ID SIGN (IN PLACE OF EXISTING) 1 180 SF 180 SF Wall Mounted criameon
PROJECT ID SIGN (EXISTING) 1 180 SF 180 SF Wall Mounted
PACKAGE NOTES

All drawings and written
materials appearing herain
constitute original and
unpublished work of RSM Design
Inc. and may not be used or

TOTAL ALLOWABLE SF BY CODE: 117 SF disclosed without written

consent of RSM Design Inc.

TOTAL ALLOWABLE SF BY CODE: 60 SF

SOUTH ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION

SOUTH ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION N — 3 — — Catiay MGG _
All drawings must comply
TENANT SIGNAGE 3 20SF 60 SF Canopy Mounted OFFICE LOBBY ID SIGNAGE 1 20 SF 20 SF Canopy Mounted i oo
QEFICE L QEECIDDIGNAGE ! 20:5F 403k Canory Melntad MULTI TENANT ID SIGN 1 36 SF 36 SF Wall Mounted PLEASE NOTE
All images used within this
MULTI TENANT ID SIGN L 36 SF 36 SF Wall Mounted PROJECT ID SIGN (IN PLACE OF EXISTING) 1 180 SF 180 SF Wall Mounted document are for internal
use only. RSM Design does
the various images used and

TOTAL ALLOWABLE SF BY CODE: 117 SF therefore are not to be

published or shared.
WEST ELEVATION: QUANTITY TOTAL SF BACKING/FOUNDATION

TOTAL ALLOWABLE SF BY CODE: 2 SF Em;:;‘::::‘;imm
WEST ELEVATION: QUANTITY TOTAL SF BACKING/FOUNDATION )
PROJECT ID SIGN (BY CODE) 1 2SF 25SF Wall Mounted
MSP 07/2020
PROJECT ID SIGN (EXISTING) 1 180 SF 180 SF Wall Mounted

TOTAL ALLOWABLE SF: 2 SF

GROUND MOUNTED: PROPOSED

GROUND MOUNTED SIGNAGE: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION
DIRECTORY SIGN 1 15 SF 15 SF Ground Mounted
MONUMENT SIGN 1 40 SF 40 SF Ground Mounted

TOTAL GROUND MOUNTED SF USED: 55 SF

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
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2 Side Elevation 3 East Elevation
Scale : 1:250 O Scale : 1:250
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2 Side Elevation 3 South Elevation
O Scale : 1:250 O Scale : 1:250
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BI.1 SIGNAGE DETAILS

Section view of building mounted identity signs

STANDARDS

Construction

Channel letters are to be fabricated out of
aluminum with a minimum metal thickness of
/8" with a painted finish. All seams are to be
welded and ground smooth. Side illuminated
embedded led acrylic letter with painted
metal face and with exposed neon on metal
face of letters.

Attachment

Letter channels are to be mounted 1.5" from
face of wall. Round sleeves to be painted the
color of the fascia. No visible attachments. All
details to be coordinated with GC.

lllumination

Light temperature of halo 3500°K

Light temperature of face: 3200°K

(+/- 50° K). Color rendering index CRI above 80.

Color Standards
Dark letter colors with a light reflectance value
of 30 or below are strongly recommended.

LRV: Light Reflectance Value

LRV is a measurement of how much light a
color reflects, and conversely how much it
absorbs. LRV runs on a scale from 0 to 100.
Zero is an absolute black and 100 being an
assumed perfectly reflective white. This scale
applies to all colors, not just black and white.
This information should be included in the
paint specifications.

EREEEEENE NG o o o

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.

|

Fabricated and painted open face 5"
deep channel letters with 1/2* retalner
on face and neon strokes as required

to lluminate letters evenly; Mumber of
neon strokes will vary based on changing
widths of letters; Inside of letters palntad
white; Letters mounted flush to wall,
centered over entrance/exit with
mechanical fasteners as required by
englneering

Fabricator to provide necn layout
to client for approval prior to
fabrication

Electrical condult

-, Detail Section - Intermally Lit Channel Letter - Neon

L& Scale 1" =1-0"

ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

Sign Tag QUANTITY SFEACH TOTALSF BACKING/FOUNDATION
BI1-01 Project ID Sign 1 180 SF 180 SF Wall Mounted
BI1-02 Project ID Sign 1 180 SF 180 SF Wall Mounted

o—

Body of letter Is cast white acrylic with
white LED lighting embedded into acrylic
to create side Iit halo effect

Faces painted aluminum. Option for up
to half of returns to be painted to
match face

Embedded LED to provide even
llumination

To power supply

\

_f’B\ Detail Section - Cast acrylic letters - Side llluminated
=/ Embedded LED Acrylic Letter with Painted Metal Face

Scale: ¥ -1

PRECEDENT IMAGES

Bl.1 SIGNAGE DETAILS & SPECIFICATIONS
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B1.1-01 SIGNAGE DETAILS

=MARK

Section view of building mounted identity signs

6|_4||

Building Identity on North Elevation - 180 SF (BI.1)

Fabricated and painted open face
5" deep channel letters with 1/2*
retziner on face and necn strokes
as required to llluminate |etters
evenly; Number of neon strokes will
wary based on changing widths of
letters; Inside of letters painted
white; Letters mounted fush to
wall, centered over entrance/exit
with mechanical fasteners as
required by engineering

 fa

2|_6||

North Elevation

1 Side Elevation
O Scale : 1:250

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

to provide neon layout
to client for approval prior to
fabrication

Elecirical condult

Detail Section - Internally Lit
Channel Letter - Neon

i

Side View
( : : Scale : 1/4" =1

of |etter Is cast white acrylic
with white LED lighting embedded
Into acrylic to create side it halo
effect

Faces painted aluminum. Option
for up to half of retums to be
painted to match face

Embedded LED to provide even
lllumination

To power supply

{

Detail Section - Cast Acrylic Letters -
Side llluminated with Embedded LED
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B1.1-02 SIGNAGE DETAILS .

Section view of building mounted identity signs

6|_4||

Scale: 14" =1

O Side Elevation 2 South Elevation

Scale : 1:250 Scale : 1:250

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
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Side View
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of |etter Is cast white acrylic Pasadena
with white LED lighting embedded CA 91105
Into acrylic to create side it halo
effect

323.767.4345
o Fa Inted aluminum. O
mrcfu; g: nlnlr;mu'::‘ho bp:m rsmdesign.com
painted to match face
PACKAGE NOTES

All drawings and written
materials appearing herein
== constitute original and

unpublished work of RSM Design

Inc. and may not be used or
Embedded LED to provide even disclosed without written
lurnination

consent of RSM Design Inc.

| Fabricated and painted open face
5" deep channel letters with 1/2*
retziner on face and necn strokes
as required to llluminate |etters
evenly; Number of neon strokes will
wary based on changing widths of
letters; Inside of letters painted
white; Letters mounted fush to

wall, centerad over entrance/exit Al ings must ply
with mechanical fasteners as with specifications noted at the
required by engineering iy N
beginning of this package.
PLEASE NOTE

All images used within this
document are for internal
use only. RSM Design does

to provide neon layout
to client for approval prior to
fabrication

not have the copyrights for
the various images used and
therefore are not to be

o To power supply
published or shared.
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Detail Section - Cast Acrylic Letters -

Detail Section - Internally Lit Side llluminated with Embedded LED
Channel Letter - Neon Acrylic Letters with Painted Metal Face
eyl gyt
cale: 1"=1 Scale:3" =1
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Bl.2 SIGNAGE DETAILS

Section view of building mounted identity signs

STANDARDS

Construction

Channel letters are to be fabricated out of
aluminum with a minimum metal thickness of
/8" with a painted finish. All seams are to be
welded and ground smooth. Side illuminated
embedded led acrylic letter with painted
metal face.

Attachment

Letter channels are to be mounted 1.5" from
face of wall. Round sleeves to be painted the
color of the fascia. No visible attachments. All
details to be coordinated with GC.

lllumination

Light temperature of halo 3500°K

Light temperature of face: 3200°K

(+/- 50° K). Color rendering index CRI above 80.

Color Standards
Dark letter colors with a light reflectance value
of 30 or below are strongly recommended.

LRV: Light Reflectance Value

LRV is a measurement of how much light a
color reflects, and conversely how much it
absorbs. LRV runs on a scale from 0 to 100.
Zero is an absolute black and 100 being an
assumed perfectly reflective white. This scale
applies to all colors, not just black and white.
This information should be included in the
paint specifications.

B N T M A A 30 %0

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

Sign Tag
Bl.2

QUANTITY  SF EACH

Project ID Sign 1 180 SF

BACKING/FOUNDATION

Open channel frame

Body of |etter Is cast white acrylic with
white LED lighting embedded into acrylic
to create side Iit halo effect

Faces painted aluminum. Option for up
to half of retums to be painted to
match face

Embedded LED to provide even
Hlumination

To power supply

- Detail Section - Cast acrylic letters - Side lluminatsd
2 Embedded LED Acrylic Letter with Painted Metal Face

Scale: 31
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Bl.2 SIGNAGE DETAILS

30'-0"

Section view of building mounted identity signs

o SN

L L

O Building Identity on East Elevation - 180 5F (BI.1)

Scale: 14" =1
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East Elevation

Side Elevation
1 Scale : 1:250 @

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
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Scale : 1:250
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Dpen channel frame

Body of |etter Is cast white acrylic with
white LED lighting embedded Into acrylic
to create side lit halo effect

Faces painted aluminum. Option for up
to half of retums to be paintad to
match face

Embedded LED to provide even
Hiumination

To power supply

\

Detail Section - Cast acrylic letters - Side llluminated

O Embedded LED Acrylic Letter with Painted Metal Face

Scale:3"=1
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T.102 - T120
SIGNAGE DETAILS

STANDARDS

Construction

Channel letters are to be fabricated out of
aluminum with a minimum metal thickness of
/8" with a painted finish. All seams are to be
welded and ground smooth.

Sign cabinet depth to be no more than 6"

Attachment
No visible attachments. All details to be
coordinated with GC.

lllumination
Light temperature of face: 3200°K
(+/- 50° K). Color rendering index CRI above 80.

Color Standards

Face of letter to be white acrylic.

Cabinet return colors by tenant with landlord
approval prior to fabrication.

(o | 1o | 20 | 30 | a0 [Neon) 0

Fabricated aluminum
concealed In canopy.
Letters to be notched
out and mechanically
fastened to raceway as
required; Electrical
runs through raceway

Fabricated aluminum
channel letter 1/8" thi.
faces and .090 returns
fastened to raceway
with mechanical
fasteners as required

White acrylic push-thru
proud

LED system as required
to provide even
llumination with no hot

spots; Client to approve
light temperature
specification prier to
fabrication.

Weep holes on bottom of
.~ latterform as required,
; Internal baffle to prevent
| light leaks.

Section Detail: Channel Letter Mounted

3 to Bottom of Raceway
O NTS

100

PRECEDENT IMAGES:

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

Sign Tag Sign Type QUANTITY SFEACH TOTALSF BACKING/FOUNDATION
T107, T.09, T113, Tenant Signage 6 30 SF 180 SF Canopy Mounted
T.114, T.116, TA20

T.102, T.103 Tenant Signage 2 13.5 SF 27 SF Canopy Mounted
TA101, T110 T2 Tenant Signage 4 20 SF 80 SF Canopy Mounted

T.102 - T.120 SIGNAGE DETAILS & SPECIFICATIONS

L
O
<
-
4
L
wn

GROWTH PROPERTIES

rsmdesign

87 Plotkin Alley
Pasadena

CA 91105
3237674345

rsmdesign.com

PACKAGE NOTES

All drawings and written
materials appearing herein
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
disclosed without written
consent of RSM Design Inc.

All drawings must comply
with specifications noted at the
beginning of this package.

PLEASE NOTE

All images used within this
document are for internal
use only. RSM Design does
not have the copyrights for
the various images used and
therefore are not to be
published or shared.

PROJECT : The Mark 302
PACKAGE: Master Sign Program

REVISIONS: DATE:

MSP 07/2020




T.107, T.09, T113, T.114,
T.116, T.120 SIGNAGE DETAILS

Section view of building mounted identity signs

7777777777770 |

Tenant Sigange on North Elevation - 30SF (T.113, T.114, T.120, T.109, T.107, T.116) Side View
Scale:3/8" =1 Scale:3/8" =1

2|_0||

|

Fabricated aluminum
concealed in canopy.
Letters to be notched
out and mechanically
fastened to raceway as
required; Electrical
runs through raceway

Fabricated aluminum
channel letter 1/8" thk.
faces and .090 returns
fastened to raceway
with mechanical
fasteners as required

White acrylic push-thru
proud

LED system as required
to provide even
illumination with no hot
spots; Client to approve
light temperature
specification prior to
fabrication.

/— letterform as required,

light leaks.

Section Detail: Channel Letter Mounted

3 Side Elevation 2 North Elevation 3 to Bottom of Raceway
OScale 11100 OScale : 1100 QNTS

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.
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Weep holes on bottom of

internal baffle to prevent

T.107, T.109, T.113, T.114, T.116, T.120 SIGNAGE DETAILS & SPECIFICATIONS

MSP 07/2020




T.102 AND T.103
SIGNAGE DETAILS 60" 5"

Section view of building mounted identity signs

‘—u

2|_0||

“_ E

5 Tenant Sigange on East Elevation - 13.5 SF (T.102, T.103) Side View
Scale:5/8"=1 ( j Scale:3/8" =1

N\

Fabricated aluminum
concealed in canopy.
Letters to be notched
out and mechanically
fastened to raceway as
required; Electrical
runs through raceway

Fabricated aluminum
channel letter 1/8" thk.
faces and .090 returns
fastened to raceway
with mechanical
fasteners as required

White acrylic push-thru
proud

O————— LED system as required
5 to provide even
illumination with no hot
spots; Client to approve
light temperature
specification prior to
fabrication.

Weep holes on bottom of
/— letterform as required,

internal baffle to prevent
light leaks.

Section Detail: Channel Letter Mounted

3 Side Elevation 2 East Elevation 3 to Bottom of Raceway
Scale : 1100 Scale : 1100 NTS

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.

ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS. T.102 AND T.103 SIGNAGE DETAILS & SPECIFICATIONS
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T.101, T.110, AND T.112
SIGNAGE DETAILS 910" 5

Section view of building mounted identity signs [
—
S
o~
> ‘
5 Tenant & Office Sigange on South Elevation - 20SF (T.112, T.110, T.101, O.1) Side View
Scale :5/8"=1" ( ) Scale :5/8"=1

Fabricated aluminum
concealed in canopy.
Letters to be notched
out and mechanically
fastened to raceway as
required; Electrical
runs through raceway

Fabricated aluminum
channel letter 1/8" thk.
faces and .090 returns
fastened to raceway
with mechanical
fasteners as required

White acrylic push-thru
proud

O————— LED system as required
5 to provide even
illumination with no hot
spots; Client to approve
light temperature
specification prior to
fabrication.

/— letterform as required,

light leaks.

Section Detail: Channel Letter Mounted

3 Side Elevation 2 South Elevation 3 to Bottom of Raceway
OScaie 11100 OScale : 1100 ONTS

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.
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internal baffle to prevent
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T.X SIGNAGE DETAILS

Sign Tag

QUANTITY  SFEACH

TOTAL SF

BACKING/FOUNDATION

0
(W1 It
Tenant Name Wall Mounted o —
x
I w
D-
(@)
I_ 14
o
ey
T
o -
—
STANDARDS PRECEDENT IMAGES LL] g
Max5* 112" v Min 3* 1 ||'2". x
Construction 1 —— Profied facade wall Max 6* Proflled facade wall ()]
4 " T Q
Channel letters are to be fabricated out of 3 Ve 4 ;
; ; - ; n : ! Fabricated channel F ) e i thie et et 00
aluminum with a minimum metal thickness of f Jattar with 080 returns ! vl L :
o i & i i) S { 4
1/8" with a painted finish. All seams are to be S S——— T pamiea o matchwa
. | with diffuser to avold hot spots; f REMmOLe pawer S
welded and grou nd smooth. 4 FII:'n as r:f?::d r;sepalane light -~ Min. 316" clear acrylic backs
» H | color and Intens T ;
Letter depth to be no more than 5. | from ace orlatier: Haio to b : 1 Pim aanesdeq oo separste raht
/] secondary accent .00 retums /| color and Intensty
- :‘ . - N from face of letter; Halo to be
Atl.achment 0 R ] secondary accent 090 returns
T d ¥ .
i T ¥ :Em?rl?:t;r:naﬁlmr?llﬁlo?mh no o LED system as required to
Letter channels are to be mounted 1.5" from < M hot spots; Client to approve light g provide even lllumination with
\ nempbelatune specification prior : N o hot spats; Cllent to approve
H to fabrication. light tes tu Ificath
face of wall. Round sleeves to be painted the i [ h Ight temparsture spacficticn
. T " [ o s | d .
color of the fascia. No visible attachments. All r | ; 1 ;ﬂ&fﬂ:ﬁ.ﬁﬁ.‘;‘;ofm rsmde3|gn
. . " | % ¥ " ; Cllent t
details to be coordinated with GC. e § VT thkwitazoyic o 1 lonttemperturs specintion
; A1 Foconmol bamace wih mte. s
|IIumination 1 q Humnination T
Light t t f halo 3500°K 8 Interlor of letters to be prepared it CA 91105
19 emperature or nalo mlgall_r::r‘:"?ﬁe'?liar Bright 3237674345

Light temperature of face: 3200°K
(+/- 50° K). Color rendering index CRI above 80.

Color Standards
Dark letter colors with a light reflectance value
of 30 or below are strongly recommended.

LRV: Light Reflectance Value

LRV is a measurement of how much light a
color reflects, and conversely how much it
absorbs. LRV runs on a scale from O to 100.

Stalnless steel stand-offs palnted
o match wall.

Remote power supply.

Counter sunk, socket head st. st.
screw palnted to match adjacent
as needed

‘weep holes on bottom of
letterform as required,
Internal baffle to prevent light
leaks.

Counter sunk, stl. st screw
palnted to match adjacent as
needed

o - Interior of letters to be
AL} prepared and painted Spraylat
S Star Bright White Lacryl
- Reflective.

1/2* thk. white acrylic face
proud

Counter sunk, socket head stl.

st. screw palnted to match
adjacent as needad

‘Weep holes on bottom of
letterfarm as required, Internal
baffie to prevent light leaks.

Counter sunk, stl. st. screw
painted to match adjacent as
ed

rsmdesign.com

PACKAGE NOTES

All drawings and written
materials appearing herein
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
disclosed without written
consent of RSM Design Inc.

All drawings must comply

with specifications noted at the

Zero is an absolute black and 100 being an
- Deetail Section - Chanrel Letter with With baginning of this package.

. . . / -, Detail Section - Internally d Chanrel Letter
assumed perfectly reflective white. This scale (A} Both Face and Halo llumination (B)With Push-Through Acrylic Face ard Halo Mumination
. . . Scale: /2 =1 Scae 112" =T
applies to all colors, not just black and white.
This information should be included in the
paint specifications.

PLEASE NOTE

All images used within this
document are for internal
use only. RSM Design does
not have the copyrights for
the various images used and
therefore are not to be
published or shared.

[ o | 1o | 20 | so | a0 [ =0 |Reol iR

PROJECT : The Mark 302
PACKAGE: Master Sign Program

REVISIONS: DATE:

MSP 07/2020

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.

ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS. T.X SIGNAGE DETAILS & SPECIFICATIONS




T.X SIGNAGE DETAILS

Section view of building mounted identity signs

3 Side Elevation
O Scale : 1:100

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.
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6'9"

TENANT

6

Tenant Sigange on North Elevation - 13.5 SF (T.X)

Scale:3/8" =1

TENANT
TENANT

TENANT
TENANT
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Side View
( 3 Scale:3/8" =1

2 North Elevation
O Scale : 11100
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Detail Section - Internally llluminated Channel Letter
With Push-Through Acrylic Face and Halo Illlumination

Profiled facade wall

Fabricated aluminum channel
letter 1/8" thk. faces and .080
returns

Stalnless steel stand-offs
palnted to match wall.
Remote power supply.

Min. 316" clear acrylic backs
with diffuser to aveld hot spots;
Flim as needed to separate light
color and Intenstty

from face of letter; Halo to be
secondary accent 090 returns

LED systemn as required to
provide even Hiumination with
ro hot spots; Client to approve
light tem perature specification
priar to fabrication.

LED systemn as required to
prowide even Hiumination with
ro hot spots; Client to approve
light temperature specification
priar to fabrication. Dimmer
to control balnace with face
llumination

Interlor of letters to be
prepared and painted Spraylat
Star Bright White Lacryl
Reflective.

142" thi. white acrylic face
roud

Counter sunk, socket head stl.
st. screw painted to match
adjacent as needed

‘Weep holes on bottom of
letterfarm as required, Intermal
baffie to prevent light leaks.

Counter sunk, stl. st. screw
painted to match adjacent as
ed

Scale: 1-1/2"=1"

Profiled facade wall

Fabricated aluminum channel
letber with .00 retums

Min. 316" clear acrylic backs
with diffuser to avaold hot spots;
Flim as needed to separate light
color and Intersi

from face of letter; Halo to be
secondary accent .080 returns

LED system as required to
provide even Hiumination with no
hot spots; Client to approve light
temperature specification pricr
to fabrication.

1/2 th. white acrylic

Interior of letters to be prepared
and painted Spraylat Star Bright
‘Wwhite Lacryl Reflective.

Stalnless steel stand-offs painted
to match wall.

Remote power supply.

Counter sunk, socket head stl. st.
screw palnted to match adjacent
as needed

‘Weep holes on bottom of
|etterform as required,
Inbernal batfle to prevent light
leaks.

Counter sunk, stl. st. screw
painted to match adjacent as
needed

Detail Section - Channel Letter with With
Both Face and Halo lllumination

Scale: 1-1/2"=1"

T.X SIGNAGE DETAILS & SPECIFICATIONS
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W.1 SIGNAGE DETAILS

STANDARDS

Construction

Sign Cabinet to be fabricated out of aluminum
with a minimum metal thickness of 1/8” with a
painted finish. All seams are to be welded and
ground smooth.

Attachment

Sign cabinet to be mounted flush from face of
wall. Round sleeves to be painted the color of
the fascia. No visible attachments. All details to
be coordinated with GC.

lllumination

Light temperature of halo 3500°K

Light temperature of face: 3200°K

(+/- 50° K). Color rendering index CRI above 80.

Color Standards
Dark letter colors with a light reflectance value
of 30 or below are strongly recommended.

LRV: Light Reflectance Value

LRV is a measurement of how much light a
color reflects, and conversely how much it
absorbs. LRV runs on a scale from O to 100.
Zero is an absolute black and 100 being an
assumed perfectly reflective white. This scale
applies to all colors, not just black and white.
This information should be included in the
paint specifications.

[ o | 1o | 20 |50 (NG I NN o o

PRECEDENT IMAGES:

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS

Multi Tenant ID Sign

QUANTITY

SF EACH

TOTAL SF

BACKING/FOUNDATION

Wall Mounted

Liteary Map

W.1 SIGNAGE DETAILS & SPECIFICATIONS
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W.1 SIGNAGE DETAILS
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Face lit project ID

rsmdesign

87 Plotkin Alley
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Painted aluminum fabricated
dimensional sign cabinet with
changeable tenant listing and
corresponding floor level
diagram.

rsmdesign.com
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All drawings must comply
with specifications noted at the
beginning of this package.

PLEASE NOTE
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South Elevation 2 Front View: Multi Tenant ID Sign Side View: Multi Tenant ID Sign
OScaIe : 1100 QScaie 3/4"=1 QScaIe 13/4"=1

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
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G.1 SIGNAGE DETAILS

STANDARDS

Construction

Sign Cabinet to be fabricated out of aluminum
with a minimum metal thickness of 1/8” with a
painted finish. All seams are to be welded and
ground smooth.

lllumination

Light temperature of halo 3500°K

Light temperature of face: 3200°K

(+/- 50° K). Color rendering index CRI above 80.

Color Standards
Dark letter colors with a light reflectance value
of 30 or below are strongly recommended.

LRV: Light Reflectance Value

LRV is a measurement of how much light a
color reflects, and conversely how much it
absorbs. LRV runs on a scale from O to 100.
Zero is an absolute black and 100 being an
assumed perfectly reflective white. This scale
applies to all colors, not just black and white.
This information should be included in the
paint specifications.

EEENENEREE RN 6 o

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

Sign Tag QUANTITY SFEACH TOTALSF

BACKING/FOUNDATION

G1 Directory Sign 1 15 SF 15 SF Ground Mounted
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G.1 SIGNAGE DETAILS
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O —— Painted aluminum fabricated

dimensional sign cabinet with
- tenant listing and corresponding
floor level diagram. Sign is double
sided and internally lit

7"

2 Plan View: Directory Sign
Q Scale:3/4"=1
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North Elevation 2 Side View: Directory Sign Front View: Directory Sign - 155F
O Scale : 1:100 O Scale:3/4" =1 O Scale:3/4"=1
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M.1-01 SIGNAGE DETAILS

STANDARDS

Construction

Sign Cabinet to be fabricated out of aluminum
with a minimum metal thickness of 1/8” with a
painted finish. All seams are to be welded and
ground smooth.

lllumination
Light temperature of face 3200°K
Light temperature of halo: 3500°K

(+/- 50° K). Color rendering index CRI above 80.

Color Standards
Dark letter colors with a light reflectance value
of 30 or below are strongly recommended.

LRV: Light Reflectance Value

LRV is a measurement of how much light a
color reflects, and conversely how much it
absorbs. LRV runs on a scale from O to 100.
Zero is an absolute black and 100 being an
assumed perfectly reflective white. This scale
applies to all colors, not just black and white.
This information should be included in the
paint specifications.

(o | so | 20 | 30 | a0 [NEoREeRIED
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QUANTITY SFEACH TOTALSF BACKING/FOUNDATION

MA-01 Monument Sign 1 40 SF 40 SF Ground Mounted

PRECEDENT IMAGES:
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M.1 SIGNAGE DETAILS
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Reference Image {
Scale: NTS
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Painted aluminum fabricated

dimensional deep channel letters rsmde8| g n

11
I
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| mounted on a concrete base. 87 Plotkin Alley
] 4 ) Sign is single sided and face-lit
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3 Plan View: Monument Sign
Scale:1/2"=1 rsmdesign.com
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1 North Elevation 2 Front View: Monument Sign - 40 SF
Scale : 11100 O Scale:1/2"=1
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LEAF & PETAL: SIGN ALLOWANCE

ltemized sign types and square footage per building elevation.

BUILDING MOUNTED: ALLOWED

NORTH ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION

EAST ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION

SOUTH ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION

PROJECT ID SIGN (BY CODE) — 20.5SF 20.5SF Wall Mounted

WEST ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

BUILDING MOUNTED: PROPOSED

NORTH ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION

TOTAL ALLOWABLE SF BY CODE: 60 SF
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GROWTH PROPERTIES

EAST ELEVATION: QUANTITY TOTAL SF BACKING/FOUNDATION

TOTAL ALLOWABLE SF BY CODE: 44 SF

PROJECT ID SIGN — 40 SF 40 SF Wall Mounted rsmdesign
87 Plotkin Alley

Pasadena

CA 91105

3237674345

rsmdesign.com

SOUTH ELEVATION: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION

TOTAL ALLOWABLE SF BY CODE: 20.5 SF

PROJECT ID SIGN — 20 SF 20 SF Wall Mounted

PACKAGE NOTES

All drawings and written
materials appearing herain
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
disclosed without written
consent of RSM Design Inc.

All drawings must comply
with specifications noted at the
beginning of this package.

WEST ELEVATION: QUANTITY TOTAL SF BACKING/FOUNDATION

TOTAL ALLOWABLE SF BY CODE: 44 SF

PROJECT ID SIGN — 40 SF 40 SF Wall Mounted

PLEASE NOTE

All images used within this
document are for internal
use only. RSM Design does
not have the copyrights for
the various images used and
therefore are not to be
published or shared.

PROJECT : The Mark 302
PACKAGE: Master Sign Program

GROUND MOUNTED: PROPOSED

REVISIONS: DATE:

MSP 07/2020

GROUND MOUNTED SIGNAGE: QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION

TOTAL GROUND MOUNTED SF USED: 40 SF

LEAF & PETAL SIGNAGE ALLOWANCES
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SIGN SCHEDULE

SIGNID  SIGNTYPE

BUILDING ID SIGMN

GROUND MOUNTED SIGMN

OFFICE TENANT ID SIGN

GROUND MOUNTED SIGN

TENANT SIGN

TENANT SIGN

MULTI TEMANT SIGN
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GROWTH PROPERTIES
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PACKAGE NOTES

All drawings and written
materials appearing herein
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
disclosed without written
consent of RSM Design Inc.

All drawings must comply
with specifications noted at the
beginning of this package.

PLEASE NOTE

All images used within this
document are for internal
use only. RSM Design does
not have the copyrights for
the various images used and
therefore are not to be
published or shared.
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Plan View

Scale : 1:250

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS. LEAF & PETAL PROPOSED SIGNAGE LOCATIONS
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Scale : 1150
PACKAGE NOTES
All drawings and written
materials appearing herein
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
disclosed without written
consent of RSM Design Inc.
All drawings must comply
with specifications noted at the
beginning of this package.
B3 01 60SF PLEASENOTE

All images used within this
document are for internal
use only. RSM Design does
not have the copyrights for
the various images used and
therefore are not to be
published or shared.
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O Scale : 11150
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PACKAGE NOTES

All drawings and written
materials appearing herein
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
disclosed without written
consent of RSM Design Inc.

All drawings must comply
with specifications noted at the
beginning of this package.

PLEASE NOTE

All images used within this
document are for internal
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not have the copyrights for
the various images used and
therefore are not to be
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SIGN SCHEDULE

SIGNID  SIGN TYPE

BUILDING ID SIGN

GROUMND MOUNTED SIGN

OFFICE TENANT ID SIGN
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GROUND MOUNTED SIGN

TEMNANT SIGN
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MULTI TEMANT SIGMN
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GROWTH PROPERTIES

i Plan View - L1
O Scale : 1:150
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SIGN SCHEDULE
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BUILDING ID SIGN
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MULTI TEMANT SIGMN
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1 Plan View - L1

O Scale : 1:150
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All images used within this
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the various images used and
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2 West Elevation
O Scale : 11150
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BI1.3-01 SIGNAGE DETAILS

Sign Tag QUANTITY SFEACH TOTALSF BACKING/FOUNDATION L 7]

w

Building ID Sign Wall Mounted o E

<=

o

I_ o]

14

—_C

ag

(A 4=

STANDARDS PRECEDENT IMAGES: LL] g

i T L d A W o

Construction _ E;;&)".;fﬂ‘;:_{-,’_ L o
Channel letters are to be fabricated out of %‘;‘ﬁﬂa’_«.

aluminum with a minimum metal thickness of
/8" with a painted finish. All seams are to be
welded and ground smooth.

Sign cabinet depth to be no more than 6”.

Attachment
No visible attachments. All details to be

coordinated with GC. rsmdesign
lllumination 87 Plotkin Alley
Light temperature of face: 3200°K Pasadena
(+/- 50° K). Color rendering index CRI above 80. 323;:79.4131.2:

Color Standards

Face of letter to be white acrylic.

Cabinet return colors by tenant with landlord
approval prior to fabrication.

rsmdesign.com

PACKAGE NOTES

All drawings and written
materials appearing herain
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
disclosed without written
consent of RSM Design Inc.
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All drawings must comply
with specifications noted at the

o LED system as required beginning of this package.
to provide even
lumination with no hot
spots; Cllent to approve PLEASE NOTE
light temperature All images used within this
specification prior to document are for internal
fabrication. &
use only. RSM Design does
not have the copyrights for
o White acrylic push-thru the various images used and
proud therefore are not to be

published or shared.

o———— Fabricated aluminum
channel letter 1/8" thik.
faces and .090 returns
fastened to raceway
with mechanical
fasteners as required

PROJECT : The Mark 302
PACKAGE: Master Sign Program

REVISIONS: DATE:

MSP 07/2020

— Fabricated aluminum

! concealed In canopy.
/ Letters to be notched
out and mechanically
fastened to raceway as
required; Electrical
runs through raceway

Section Detail: Channel Letter Mounted
/K\ to Bottom of Raceway
(A}

"/ NTS

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS Bl.3-01 SIGNAGE DETAILS & SPECIFICATIONS




B1.3-01 SIGNAGE DETAILS

Section view of building mounted identity signs

20|_0||

8"

3|_ OII

Tenant Sigange on North Elevation - 60 SF (B1.3-01)
C)*.’»cale:?uIr =1

-

Side View
( 3 Scale: 3/8"=1"

¥
7 WY

| \

LED systemn as required
to provide even
illumination with no hot
spots; Client to approve
light temperature
specification prior to
fabrication.

White acrylic push-thru
proud

Fabricated aluminum
channel letter 1/8" thk.
faces and .090 returns
fastened to raceway
with mechanical
fasteners as required

Fabricated aluminum
concealed in canopy.
Letters to be notched
out and mechanically
fastened to raceway as
required; Electrical
runs through raceway

Section Detail: Channel Letter Mounted

1 North Section Elevation 2 North Elevation
Scale : 1100 Scale : 1:100

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

3 to Bottom of Raceway
O NTS

Bl.3-01 SIGNAGE DETAILS & SPECIFICATIONS
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materials appearing herein
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
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All drawings must comply
with specifications noted at the
beginning of this package.

PLEASE NOTE

All images used within this
document are for internal
use only. RSM Design does
not have the copyrights for
the various images used and
therefore are not to be
published or shared.
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BI1.3-02, BI1.3-03, BI.3-04

S I G N A G E D E TA I L S Sign Tag Sign Type QUANTITY SF EACH TOTAL SF BACKING/FOUNDATION |.|J g
Bl.3-02 Building ID Sign 1 40 SF 40 SF Wall Mounted o —

14

Bl.3-03 Building ID Sign 1 20 SF 20 SF Wall Mounted < E

(o]

Bl.3-04 Building ID Sign 1 40 SF 40 SF Wall Mounted I_ o

—_— 2

T

(a =

—

STANDARDS PRECEDENT IMAGES LL] g
. Max 5" .1132' v Min:'l'. 112"' x
Construction Mex 6 m ®

Channel letters are to be fabricated out of
aluminum with a minimum metal thickness of
/8" with a painted finish. All seams are to be
welded and ground smooth.

Letter depth to be no more than 5”.

Attachment

Letter channels are to be mounted 1.5" from
face of wall. Round sleeves to be painted the
color of the fascia. No visible attachments. All
details to be coordinated with GC.

lllumination

Light temperature of halo 3500°K

Light temperature of face: 3200°K

(+/- 50° K). Color rendering index CRI above 80.

Color Standards
Dark letter colors with a light reflectance value
of 30 or below are strongly recommended.

LRV: Light Reflectance Value

LRV is a measurement of how much light a
color reflects, and conversely how much it
absorbs. LRV runs on a scale from O to 100.
Zero is an absolute black and 100 being an
assumed perfectly reflective white. This scale
applies to all colors, not just black and white.
This information should be included in the
paint specifications.

[ o | 1o | 20 | so | a0 [ =0 |Reol iR

Fabricated aluminum channel
letter with .090 returns

Min. 316" clear acrylic backs
with diffuser to avold hot spats;
Flim as needed to separate light
color and Intensity

from face of letter; Halo to be
sacondary acoent 090 retums

LED system as required to
provide even llumination with no
hot spots; Client to approve light
temperature specification prior
to fabrication.

142 thi. white acrylic

Interiar of letters to be prepared
and painted Spraylat Star Bright
‘white Lacryl Reflactive.

—— Stalnless steel stand-offs palntad
to match wall.

©——— Remote power supply.

- Counter sunk, socket head stl. st.
screw painted to match adjacent
as needed

“———Weep holes on bottom of

lettertarm as required,

Intemal batie to prevent light

leaks.

Counter sunk, stl. st. screw

painted to match adjacent as
ed

7 Detail Section - Channel Letter with With

-~ Both Face and Halo lllumination

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.
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Fabricated aluminum channel
letter 172" thk faces and 090
retums

Stalnless steel stand-offs
painted to match wall.
Remate power supply.

Min. 316" clear acrylic backs

with diffuser to avold hot spots;
Flim as needed to separate light

color and Intensity
from face of letter; Halo to be
secondary acoent 090 retums

LED system as required to
provide even llumination with
nio hot spots; Cllent to approve
light temperature specification
prior to fabrication.

LED system as required to
provide even llumination with
nio hot spots; Cllent to approve
light temperature specification
prior to fabrication. Dimmer
‘o control balnace with face
llumination

Interior of letters to be
prepared and painted Spraylat
Star Bright White Lacryl
Reflective.

172" thie white acryllc face
proud

Counter sunk, socket head st.
st. screw palnted to match
adjacent as needed

‘weep holes on bottom of
letterform as required, Internal
batfle to prevent light leaks.
Counter sunk, stl. st. screw
painted to match adjacent as
needed

d Channel Letter

\B.' With Push-Through Acrylic Face and Halo [llumination

Scale 112" =1

Bl.3-02, BlL.3-03, Bl.3-04 SIGNAGE DETAILS & SPECIFICATIONS

rsmdesign
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PACKAGE NOTES

All drawings and written
materials appearing herein
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
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consent of RSM Design Inc.

All drawings must comply
with specifications noted at the
beginning of this package.
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All images used within this
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not have the copyrights for
the various images used and
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B1.3-02 SIGNAGE DETAILS

Section view of building mounted identity signs

16“0"

A

Side View G (51 .

v Min 3 112 i

Max &

channel

i —[ _n letter 1/2" thk faces and 090

retums

=== Stalnless steel stand-offs
painted to match wall.

o Remote power supphy.

Min. 316" clear acrylic backs
with diffuser to avold hot spots;
Flim as needed to separate light
color and Intensity

from face of letter; Halo to be
secondary acoent 090 retums

LED system as required to
provide even llumination with
no hot spots; Cllient to ap prove
light temperature specification
prior to fabrication.

o LED system as required to
provide even llumination with
no hot spots; Client to ap prove
light temperature specification
prior to fabrication. Dimmer
to control balnace with face
lluminaticn
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GROWTH PROPERTIES

Interior of letters to be
prepared and painted Spraylat
Star Bright White Lacryl
Reflactive.

172" thic white acrylic face
proud

—— Counter sunk, socket head st.
o st. screw painted to match

\ adjacent as needed

“~—— wWeep holes on botbom of
letterform as required, Internal
batfie to prevent light leaks.

rsmdesign

o el 87 Plotkin Alley
needed Pasadena
CA 91105
3237674345
Detail Section - Internally llluminated Channel Letter
With Push-Through Acrylic Face and Halo lllumination rsmdesign.com
Scale: 1-1/2" =71
PACKAGE NOTES

All drawings and written
materials appearing herein
constitute original and
unpublished work of RSM Design
Inc. and may not be used or
disclosed without written
consent of RSM Design Inc.

Max5* 112"

Fabricated aluminum channel

letter with 090 retums All drawings must comply

with specifications noted at the
beginning of this package.

Min. 316" clear acrylic backs
with diffuser to aveld hot spots;
Flim as neaded to separate light

color and Intenstty
from face of letter; Halo to be PLEASE NOTE
secondary accent 090 returns All images used within this
<>. T document are for internal
T LED systemn as required to

use only. RSM Design does
| not have the copyrights for
| - temperature specification prior

provide even Hiumination with no
hiot spots; Client to approve light

T [ to fabrication. the various images used and

T o therefore are not to be
. published or shared.

1/2" thi. white acrylic

PROJECT : The Mark 302
PACKAGE: Master Sign Program

Interior of letters to be prepared
and painted Spraylat Star Bright
‘Wwhite Lacryl Reflective.

Stalnless steel stand-offs painted o DATE:

to match wall.

MSP 07/2020

Remote power supply.

Counter sunk, socket head stl. st.

screw palmted to match adjacent

o as needed
———weep holes on bottom of
— |etterform as required,

xlmﬂnal baffe to pmvém: light
leaks.
Counter sunk, stl. st. screw

painted to match adjacent as
needed

Detail Section - Channel Letter with With

©
™
) —
6 Tenant Sigange on East Elevation - 40 SF (B1.3-02)
Q Scale:3/8" =1
-— ‘
I|I t IlI t
H | 7
1|
|
3 East Section Elevation 2 East Elevation
O Scale : 1100 O Scale : 1100

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

Both Face and Halo lllumination
Scale: 1-1/2" =71

Bl1.3-02 SIGNAGE DETAILS & SPECIFICATIONS




B1.3-03 SIGNAGE DETAILS

Section view of building mounted identity signs

6"

20"

5

Tenant Sigange on South Elevation - 20 SF (B1.3-03)

/

Scale :3/8" =1

Side View
( ) Scale:3/8"=1

T,

2

3 South Section Elevation South Elevation
Scale : 1:100 Scale : 1:100

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

v Min 3 112 i

Max &

channel
i —[ letter /2" thk faces and 090
retums
i fo @ —==peassss Stainless steel stand-offs
painted to match wall.
o Remote power supphy.

Min. 316" clear acrylic backs
with diffuser to avold hot spots;
Flim as needed to separate light
color and Intensity

from face of letter; Halo to be
secondary acoent 090 retums

LED system as required to
provide even llumination with
no hot spots; Cllient to ap prove
light temperature specification
prior to fabrication.

o LED system as required to
provide even llumination with
no hot spots; Client to ap prove
light temperature specification
prior to fabrication. Dimmer
to control balnace with face
lluminaticn

Interior of letters to be
prepared and painted Spraylat
Star Bright White Lacryl
Reflective.

172" thic white acrylic face
proud

M _L— Counter sunk, socket head st.

o st. screw painted to match

\ adjacent as needed

“~—— wWeep holes on botbom of
letterform as required, Internal
batfie to prevent light leaks.
Counter sunk, stl. st screw
palnted to match adjacent as
needed

Detail Section - Internally llluminated Channel Letter
OWith Push-Through Acrylic Face and Halo lllumination

Scale: 1-¥2" =17

Max5* 112"

Fabricated aluminum channel
letber with 090 returns

|| T*

Min. 316" clear acrylic backs
with diffuser to aveld hot spots;
Flim as neaded to separate light
color and Intersi

from face of letter; Halo to be
secondary accent 090 returns

LED systemn as required to
provide even Hiumination with no
hiot spots; Client to approve light
temperature specification prior
to fabrication.

1/2" thi. white acrylic

Interior of letters to be prepared
and painted Spraylat Star Bright
‘Wwhite Lacryl Reflective.

Stalnless steel stand-offs painted
to match wall.

Remote power supply.

M—— Counter sunk, socket head stl. st.

screw palmted to match adjacent
as needed
.
“———Weep holes on bottom of
letterform as required,
Internal baffe to prevent light
leaks.
Counter sunk, stl. st. screw
painted to match adjacent as
needed

Detail Section - Channel Letter with With
O Both Face and Halo lllumination

Scale: 1-1/2" =71

Bl.3-03 SIGNAGE DETAILS & SPECIFICATIONS
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All images used within this
document are for internal
use only. RSM Design does
not have the copyrights for
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B1.3-04 SIGNAGE DETAILS

Section view of building mounted identity signs

16“0"

2|_6||

02)

A

@Tenant Sigange on East Elevation - 40 SF (B1.3-

Scale: 3/8" =1

6"

Side View
( : Scale :3/8" =1

i

3 West Section Elevation 2 West Elevation
Scale : 1:100

Scale : 1100

DRAWING FOR DESIGN INTENT ONLY; NOT INTENDED FOR CONSTRUCTION.
ALL SIGNS TO BE FABRICATED & INSTALLED PER APPROVED FABRICATOR SHOP DRAWINGS.

Min 3* 112"
.

2 e

Max &
channel
i —[ letter /2" thk faces and 090
retums
: [0 @e—hssssas Stalnless steel stand-offs

painted to match wall.
o Remote power supphy.
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M.1-02 SIGNAGE DETAILS

STANDARDS

Construction

Sign Cabinet to be fabricated out of aluminum
with a minimum metal thickness of 1/8” with a
painted finish. All seams are to be welded and
ground smooth.

lllumination
Light temperature of face 3200°K
Light temperature of halo: 3500°K

(+/- 50° K). Color rendering index CRI above 80.

Color Standards
Dark letter colors with a light reflectance value
of 30 or below are strongly recommended.

LRV: Light Reflectance Value

LRV is a measurement of how much light a
color reflects, and conversely how much it
absorbs. LRV runs on a scale from O to 100.
Zero is an absolute black and 100 being an
assumed perfectly reflective white. This scale
applies to all colors, not just black and white.
This information should be included in the
paint specifications.

(o | so | 20 | 30 | a0 [NEoREeRIED

100

QUANTITY SFEACH TOTALSF BACKING/FOUNDATION

MA1-02 Monument Sign 1 40 SF 40 SF Ground Mounted
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